
1. Headband:
“Comfort-First”
compression

2. Ear Cushions:
Ergonomically shaped

3. Design: Over-ear

4. Construction:
Durable polymer
materials

5. Drivers:
40mm drivers,
internally angled

6. Volume Control:
In-line push button

7. Microphone: Omni-
directional “memory
Flex” mic boom

FE
AT

U
R

ES 6

FREQUENCY 20-20,000Hz

SENSITIVITY 92Db +/- 3Db

IMPEDANCE 32 ohms

CORD LENGTH 1.3 meters

CORD MATERIAL Braided fabric cable

DRIVER UNIT 40mm (neodymium magnet)

MICROPHONE CAPSULE Omni-directional

PLUG TYPE USB-A

VOLUME CONTROL Push button

WARRANTY 2-yearS
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PN#: TW-220 HEADSET
DURO SERIES

The TW220’s ergonomic over-the-ear cushions provide 
unparalleled comfort while protecting your ears from the strain of 
extended-listening. Our flip-down omni-directional microphone 
is optimized for voice recording and capturing diverse vocal 
qualities and inflections, while omitting distracting background 
noise. The powerful, high-quality drivers and easy to use 
in-line volume control make the TW220 the ideal 
headset for your school, office, and daily use.

TWT AUDIO’S “COMFORT-FIRST” STANDARDS AND UNIQUE EAR CUP SWIVEL TECHNOLOGY 
CONTINUALLY PROVIDE SUSTAINED SATISFACTION, COMFORTABILITY, AND SOUND.

HEAR THE DIFFERENCE

Dimensions: 7” x 2.375” x 7”
Weight: 3.8 ounces

Email: info@twtaudio.com 
Web: www.twtaudio.com

Dimensions: 7.5” x 3” x 7.5”
Weight: 8.3 ounces

 1 

5

7

2 

4

3


