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⚠ DANGER 
Read the entire contents of this manual before using this product. 
Failure to follow the instructions and safety precautions in this 
manual can result in serious injury or death. Make sure all other 
operators also read this manual. Keep the manual near the product 
for future reference. By proceeding with setup and operation, you 
agree that you fully understand the contents of this manual. 

http://www.thecoolboss.com/


 

Manual. Cool Boss Portable Evaporative Air Cooler, Installation and Operation Manual, P/N 5900140, Manual 
Revision C, October 2020. 

Copyright. Copyright © 2020 by BendPak Inc. All rights reserved. No part of this manual can be reproduced, 
adapted, translated, or transmitted by any means, electronic or mechanical, for any purpose or in any form, 
without prior written permission of BendPak Inc. 

Trademarks. Cool Boss, the Cool Boss logo, and BendPak are trademarks of BendPak Inc. All other company, 
product, and service names are used for identification only. All trademarks and registered trademarks mentioned 
in this manual are the property of their respective owners. 

Limitations. Every effort has been made to ensure complete and accurate instructions are included in this 
manual. However, product updates, revisions, and/or changes may have occurred since this manual was 
published. BendPak reserves the right to change any information in this manual without incurring any obligation for 
equipment previously or subsequently sold. BendPak is not responsible for typographical errors in this manual. 

Warranty. The Cool Boss warranty is more than a commitment to you: it is also a commitment to the value of 
your new product. Visit thecoolboss.com/warranty for complete warranty information. 

Safety. Your new product was designed and manufactured with safety in mind. Your safety also depends on 
proper training and thoughtful operation. Do not set up, operate, maintain, or repair your Cool Boss without 
reading and understanding this manual and the labels on the unit. 

Owner Responsibility. In order to maintain your product properly and to ensure operator safety, it is the 
responsibility of the product owner to read and follow these instructions: 
• Follow all setup, operation, and maintenance instructions. 
• Make sure product setup conforms to all applicable local, state, and federal codes, rules, and regulations, 

such as state and federal OSHA regulations and electrical codes. 
• Read and follow all safety instructions. Keep them readily available for operators. 
• Make sure all operators are properly trained, know how to safely operate the unit, and are properly supervised. 
• Do not operate the product until you are certain that all parts are in place and operating correctly. 
• Carefully inspect the product on a regular basis and perform all maintenance as required. 
• Service and maintain the unit only with approved replacement parts. 
• Keep all instructions permanently with the product and make sure all labels are clean and visible. 
 
 
Unit Information. Enter the Model Number, Serial 
Number, and Date of Manufacture from the label on 
your unit. This information is required for part or 
warranty issues. 
 
Model:   
 
Serial:   
 
Date of Manufacture:   

 
  

https://www.thecoolboss.com/warranty.html
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Introduction 
This manual describes the CB-30 Cool Boss Portable Evaporative Air Cooler, which keeps your shop 
or workplace cool and comfortable on even the hottest summer days. 

The CB-30 comes in two models: 

• CB-30L: 115 VAC power unit 

• CB-30H: 208–240 VAC power unit 

Otherwise, the two models are the same. Both will be referred to simply as the CB-30. If there is a 
difference based on the selected power supply, the difference will be called out in the text. 

This manual is mandatory reading for all users of the CB-30, including anyone who sets it up, operates 
it, maintains it, or repairs it. 

⚠ DANGER Be very careful when setting up, operating, maintaining, or repairing this equipment; 
failure to do so could result in property damage, product damage, injury, or (in very 
rare cases) death. Make sure only authorized personnel operate this equipment. All 
repairs must be performed by an authorized technician. Do not make modifications 
to the unit; this voids the warranty and increases the chances of injury or property 
damage. Make sure to read and follow the instructions on the labels on the unit. 

Keep this manual on or near the equipment so that anyone who uses or services the unit can read it. 

Assistance with your CB-30 is available from your dealer, by calling Cool Boss at (805) 933-9970, 
or by emailing support@thecoolboss.com. You may also contact Cool Boss for parts replacement 
(please have the serial number and model number of your unit available). 

Shipping Information 
Your equipment was carefully checked before shipping. Nevertheless, you should thoroughly inspect 
the shipment before you sign to acknowledge that you received it. 

When you sign the bill of lading, it tells the carrier the items on the invoice were received in good 
condition. Do not sign the bill of lading until after you have inspected the shipment. If any of the 

mailto:support@thecoolboss.com
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items listed on the bill of lading are missing or are damaged, do not accept the shipment until the 
carrier makes a notation on the bill of lading that lists the missing and/or damaged goods. 

If you discover missing or damaged goods after you receive the shipment and have signed the bill of 
lading, notify the carrier at once and request the carrier to make an inspection. If the carrier will not 
make an inspection, prepare a signed statement to the effect that you have notified the carrier (on a 
specific date) and that the carrier has failed to comply with your request. 

It is difficult to collect for loss or damage after you have given the carrier a signed bill of lading. If this 
happens to you, file a claim with the carrier promptly. Support your claim with copies of the bill of 
lading, freight bill, invoice, and photographs, if available. Our willingness to assist in helping you 
process your claim does not make us responsible for collection of claims or replacement of lost or 
damaged materials. 

Safety Considerations 
Read this manual carefully before using your new product. Do not set up or operate 
the product until you are familiar with all operating instructions and warnings. Do not allow anyone else 
to operate the product until they are also familiar with all operating instructions and warnings. 

Safety Information 
• The product is an air-cooling device. Use it only for its intended purpose. 
• The product should only be operated by authorized personnel. Make sure all operators read and 

understand the Installation and Operation Manual. Keep the manual near the device at all times. 
• When the product is in use, keep all body parts away from it. 
• Only use the product indoors in a well-ventilated area. 
• Do not make any modifications to the product. This voids the warranty and increases the chances 

of injury or property damage. 
• Avoid using an extension cord; they can overheat. If you must use an extension cord, make sure it 

is No. 14 AWG minimum. 
• Do not spray the unit with water. Moisture can harm the motor and other parts of the electrical 

system. 
• Only connect the power cord into a grounded, three-prong GFCI protected receptacle. 
• Lock the two casters that have locking mechanisms before turning on the fan. 
• Make a visual inspection of the product before using it. Check for damaged or missing parts. Do 

not use the product if you find problems with the unit. Instead, remove it from service, 
then contact your dealer, call Cool Boss at (805) 933-9970, or email Cool Boss at 
support@thecoolboss.com. 

• BendPak recommends making a thorough inspection of the product at least once a year. Replace 
any damaged or severely worn parts, decals, or warning labels. 

Symbols 
Following are the symbols used in this manual: 

⚠ DANGER Calls attention to an immediate hazard that will result in death or severe injury. 

⚠ WARNING Calls attention to a hazard or unsafe practice that could result in death or severe 
personal injury. 

mailto:support@thecoolboss.com
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⚠ CAUTION Calls attention to a hazard or unsafe practice that could result in minor personal 
injury, product, or property damage. 

 Tip Calls attention to information that can help you use your product better. 

Liability Information 
BendPak Inc. assumes no liability for damages resulting from: 

• Use of the equipment for purposes other than those described in this manual. 

• Modifications to the equipment without prior, written permission from BendPak Inc. 

• Damage to the equipment from external influences. 

• Incorrect operation of the equipment. 

Frequently Asked Questions 
Question: Is the Cool Boss an air conditioner? 
Answer: No. it is an evaporative air cooler, sometimes called a swamp cooler. The fan pulls in hot 
outdoor air, a water drip system releases water, the water drops evaporate when they meet the hot air, 
lowering the air temperature by up to 26°F, and the fan blows the cooled air in the direction you point 
it. 

Q: How big of an area can a Cool Boss cool? 
A: 2,000 to 2,500 square feet, depending on the layout of the space you are cooling. 

Q: What’s the best way to set up my Cool Boss? 
A: With the back of the unit facing a source of hot, dry air – which is what the Cool Boss will cool—and 
the front facing the area you want to keep cool. It will need to be near a power source also. And 
remember, it is portable. So you can move it to where you need it; it does not have to stay in the same 
place the whole time. 

Q: Does it require special water? 
A: No. Clean, ordinary tap water. 

Q: Is it hard to control the Cool Boss? 
A: Not at all. There a few, easy-to-understand controls on the unit. It also comes with a remote 
control, so that you can turn it on or off or change settings from wherever you happen to be. 

Q: What about maintenance? 
A: Very little. Basically, keep the water tank filled with clean tap water and clean the cooling pad once 
in a while. Dirt and other pollutants from the environment accumulate in the cooling pad, so it is best to 
clean it every so often. Do not clean the cooling pad by spraying it with water with the cooling pad in 
place; instead, remove the cooling pad using the procedure in Maintenance, then clean it. 

Q: Anything else I should know about my Cool Boss? 
A: It includes two impressive features. The louvers on the front of the unit can move from side to side, 
helping the Cool Boss to cover more area. And the negative air ionizer releases negatively charged air 
molecules into the air, which grab onto dust and other particles and pull them out of the air, so you do 
not have to breathe them. It sounds complicated, but just give it a try. 
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Specifications 
Dimensions 
(width by height by depth) 

44" by 59" by 28.5" 
1,118 mm by 1,499 mm by 724 mm 

Weight  115 pounds, 52 kg 

Fan diameter 30", 762 mm 

Maximum airflow 10,595 CFM, 18,000 CMH 

Fan speeds Three: low, medium, and high 

Fan type Axial 

Water consumption 2.65 to 3.96 gallons per hour, 10 to 15 liters per hour 

Water capacity 16 gallons 

Water tank fill methods Two: water inlet on right side of unit (looking at it from the 
front) lets you fill the water tank by pouring water in; water 
source connector on left side of unit lets you hook up a 
water source via the .75 inch NPT fitting. 

Effective cooling area 2,000 to 2,500 square feet 

Power cord length 195",16.25 feet, 3,048 mm 

Sound level < 68 db 

Power source CB-30L: 110 VAC, 50 Hz, single phase 
CB-30H: 208 to 240 VAC, 50/60 Hz, single phase 

Must be 20 amp, fused, and grounded. 

Power consumption 1000 Watts 

Cooling pad size 
(width by height by depth) 

43" by 46" by 4" 
1,092 mm by 1,168 mm by 101.6 mm 
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Components 
System components include the main unit, the control panel, and the remote control. 

The Main Unit 
This figure shows the front of the unit. 
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This figure shows the inside of the unit, from the back. 

 

The Control Panel 
The following figure shows the Control Panel. 
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The Remote 
The following figure shows the remote that comes with the unit (in the box with the casters). 

 

Setup 
To set up the CB-30: 

1. Put on the casters. The casters come in a box with the remote. Two of the casters have 
brake locks; they generally go on the front. 

2. Find a location. Find a suitable location for the unit (hot air to the rear, area to cool to the front). 
It should be inside, near an appropriate power source, and in a low-traffic and well-ventilated area. 
Never roll anything heavy over the power cord. Try to find a location where people will 
not be constantly walking over the power cord, as this is a tripping hazard. Do not run the 
power cord under a rug or other flammable material. 

3. Lock two casters. Once you have settled on a location, press down the locking mechanisms 
on the two casters that have them; using your foot is a good way to do this. To move the unit later, 
flip up the locking mechanisms on the locked casters; again, feet work great for this. 

⚠ CAUTION Do not start the CB-30 until you have locked the two casters; this ensures that it 
stays in place. 

4. Connect to an appropriate power source. Plug the power cord into a grounded, GFCI-
protected power source. It must be 20 amp, fused, and grounded. Cool Boss recommends using 
a circuit that is reserved for the CB-30 and an outlet that cannot be turned off by a switch. Try not 
to use an extension cord. Verify that the Power Cord has an appropriate plug for your selected 
VAC power source. 

For 110 VAC operation, the unit comes from the factory with a Power Cord and Plug; an 
Electrician is not required to connect to a 110 VAC power source. For 220 VAC operation, have 
an Electrician replace the pigtail that comes with your unit with the appropriate Power Cord and 
Plug. 

⚠ DANGER All wiring must be performed by a licensed, certified Electrician. 
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5. Fill the water tank. Find the Water Inlet on the right side of the unit (looking at it from the 
front). Add clean water. Do not overfill; fill to the Max Fill level only. Water temperature must be 
less than 113°F (45°C). You can also connect the Water Source Connector on the left side of the 
unit to a water source using the .75 inch NPT fitting; this makes it easier to fill the water tank. 
Either way, be careful not to overfill the tank. 

6. Check the pad. The cooling pad needs to be correctly installed before you start the CB-30. 

7. Make a visual inspection. Before use, check for problems with the unit. Do not use the 
CB-30 if you find a problem with it. If you find a problem, take the unit out of service, then 
refer to the Maintenance and Troubleshooting sections for more information. If you cannot 
resolve the issue, contact your dealer, email Cool Boss at support@thecoolboss.com, or call 
(800) 253-2363. 

Operation 
To operate the CB-30: 

• Press Power. You can press the power button on the Control Panel or the Power button on the 
remote; either way starts the fan. Check the Control Panel screen to see current settings. 

• Press Cool. Starts the cooling function; the pump begins circulating water. 

⚠ CAUTION Make sure there is water in the water tank before pressing Cool; if not, the water 
pump motor could burn out. 

• Press Speed. Select between High, Medium, and Low fan speeds. On the Control Panel, press 
the Speed button to switch between fan speeds. On the remote, press the button for the fan 
speed you want. 

⚠ WARNING Keep hands and fingers away from the fan when it is running. 

• Press Ion. The built-in ionizer starts releasing negative ions, resulting in cleaner air. 

• Press Swing. The louvers on the front of the unit begin moving, which helps to circulate the cool 
air more efficiently. 

• Refill the water tank. When it gets low, refill the water tank. It holds approximately 17 gallons. 

  

mailto:support@thecoolboss.com
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Maintenance 
⚠ WARNING: Disconnect the unit from its power source before performing any maintenance! 

Make sure the unit cannot get power while maintenance is being performed. 

To maintain the CB-30: 

• Change the water when it gets dirty. Dirt and other pollutants from the environment will 
get into water. The cleaner the water you use, the fresher and cleaner the air you get. Cool Boss 
recommends changing the water frequently, even if you are not using it much. 

• Check the GFCI monthly. Check the GFCI outlet the CB-30 is plugged into once a month to 
ensure it is working and protecting you from electric shock. 

• Clean the outside of the unit. Wipe down the outside of the unit once a month using a 
damp towel or equivalent. 

⚠ WARNING: Do not spray the CB-30 with water. If it gets inside, you could damage the motor 
and/or other parts of the electrical system. 

• Do not open the Control Panel compartment. The Control Panel compartment has no 
user-serviceable parts inside; do not open it. 

• Clean the cooling pad on a regular basis. Dirt and other pollutants from the environment 
get caught in the cooling pad. Clean it regularly to keep the air fresh and clean. 

⚠ CAUTION: Cool Boss recommends wearing gloves when handling the cooling pad. 

To clean the cooling pad: 

1. Remove the plastic crosspiece at the top of the back of the unit by removing the six screws. 

2. Unfasten the grille by removing the 12 screws holding it; four on each side and four on the bottom. 

3. Pull the grille off, then remove the cooling pad. You may need to apply a little pressure to get the 
cooling pad out. 

4. Rinse the cooling pad under running water to clean it. Do not use highly pressurized water. 

5. Take off the drainage valve on the bottom of the unit to drain any remaining water, then clean the 
water tank with a soft cloth. Clean the water sensor, water pump, and drainage valve. Put the 
drainage valve back on. 

6. Clean the outside of the unit with mild soap and a soft cloth. Do not use strong chemicals; they 
could damage the unit. 

7. Put the cooling pad back into place; first put the bottom in and then the top. You may need to 
apply some pressure to get the top of the pad into place. 

8. Fasten the grille by replacing the 12 screws, then put the crosspiece into place and screw it in. 

Make sure to put the holes in the bottom of the crosspiece over the tabs at the top of the grille. 
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Troubleshooting 
Issue Probable Cause Action to Take 

Control Panel off. • No power. 
• Fuse not working. 
• Panel is not working. 

– Check the power supply. 
– Change the fuse (250 V, 15 Amps). 
– Change the panel. 

Unit not working. • No power. 
• Environmental issue. 

– Power cycle the unit. 
– Move the unit. 
– Check the power supply. 

Fan not working or  
moving slowly. 

• Fan is stuck. 
• Fan is broken. 

– Check for blockage. 
– Repair fan. 

Motor not working. • Master control is not working. 
• Panel is not working. 

– Fix/change master control. 
– Fix/change panel. 

Drain valve leaks. • Drain valve is loose. – Tighten drain valve. 

Fan dripping water. • Water pipe is disconnected. – Check water pipe connection. 

Remote not working. • Battery is dead. 
• Something blocking receiver. 

– Replace the battery (CR2025/3V). 
– Clear the blockage. 

Wiring Diagram 
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Labels 
Several labels have yellow backgrounds; some printers cannot correctly print the yellow. 
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