
wall using the supplied hardware  and  
make sure  it is level.

If possible , mount at least one screw
on the left and one on the right 
directly into wall stud.

Slide the shelf onto the metal tubes.

Optional Steps: Install the two phillips   

 

wood screws through the interior metal   
 

Installation Instructions:

1.

2.

3.

4.

Metal wall bracket
Dry anchors and screws

(qty. varies by
 shelf size).

Concealment shelf
One RFID card

Lock pin and bolts

Included Parts:

1.
2.

3.
4.
5.
6.

 tubes into the shelf ceiling. This locks  the 
 shelf onto the bracket. 

Emergency Battery back-up 
7.
8.

1.

2.

3.

5.

4.

6.

7.

8.

One RFID Coin
One RFID Key Fob

CAUTION: You must swipe an RFID device to open and close 
the shelf. Failure to do so will jam the lock, and 
you will then be locked out.

 

Wall

Mount the metal wall bracket to your
metal 
tubes

1.

2.

shelf

2x philips
 wood screws

3.

4.

(Qty. varies by  shelf size)
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Lock Pin Installations:
Place lock pin on the lock pins wooden 
pedestal  inside the cabinet.

Insert both Philips head bolts and tighten.

Install your batteries into the lock and install 
the battery  cover.     
(4 x AAA Batteries not included).

1.

2.

3.

Swipe  your RFID device over the surface  
covering the lock, The lock will beep once 
and opens.  Depending on the weight, you may 
need to press the bottom of the shelf up to 
fully unlock.

1.

      Swipe your RFID  card again, the  lock will 
     beep once and you may close the shelf.

If the batteries are installed properly, the lock 
will beep after they are inserted.

CAUTION: You must swipe an RFID device to open and close
the shelf. Failure to do so will jam the lock, and 
you will then be  locked out.  

!

*
 .

Note:  You may need to �ne tune  the lock 
pin by loosening the screws,  slightly shifting 
the pin to one side until the pin is  perpectly 
aligned with the lock base. 

How to Operate the lock:

 

1.

2.

3.
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