
	

Getting	to	know	your	Ringway	RS400	E-Organ	
1.	Registration	Memory	

Definition	and	Use	of	Registration	Memory.	
This	function	allows	you	to	store	all	the	settings	you	make	on	the	control	panel	and	with	
the	 LCD,	 providing	 a	 convenient	way	 to	 instantly	 change	 all	 voice	 settings	 and	 styles	
while	 you’re	 playing,	 with	 the	 simple	 touch	 of	 a	 single	 button	 on	 the	 registration	
memory	 panel.	 The	 buttons	 are	 conveniently	 located	 between	 the	 upper	 and	 lower	
keyboards	for	easy	access	while	playing	or	during	a	live	performance.	

	

Loading	an	internal	Preset	List	(registration	data	file	bank).	
1. The	 internal	 registration	 memory	 function	 consists	 of	 the	 16	 default	 factory	

registrations	that	are	immediately	available	to	you	when	you	first	power	on	the	
RS400.	 The	 RS400	 also	 has	 four	 banks	 of	 internal	 registration	 memory	 that	
consist	of	the	following:	

a. Factory	Bank	A	–	Organ	Registrations	

b. Factory	Bank	B	–	Combo	Registrations	

c. Factory	Bank	C	–	Orchestral	Registrations	

d. Factory	Bank	D	–	Band	Registrations	

2. To	 see	 the	 selection	 of	 registrations	 available	 within	 the	 four	 banks	 of	 the	
internal	registration	memory,	please	consult	the	Preset	Lists.	

3. To	recall	an	 internal	 registration	data	 file	bank,	hold	down	the	[SHIFT]	button	
located	 within	 the	USB	 DISK	 panel	 area	 and	 then	 press	 registration	 memory	
button	1	(for	bank	A),	2	(for	bank	B),	3	(for	bank	C)	or	4	(for	bank	D).	

4. The	LCD	will	display	Call	OK.	

5. Then	press	the	number	of	the	Preset/registration	memory	required,	i.e.	1	to	16.	

	

Saving	to	an	internal	registration	data	file	bank.	
1. To	save	to	an	internal	registration	data	file	bank,	hold	down	the	[M.REC]	button	

located	 within	 the	USB	 DISK	 panel	 area	 and	 then	 press	 registration	 memory	
button	1	(for	bank	1),	2	(for	bank	2),	3	(for	bank	3)	or	4	(for	bank	4).	

2. The	LCD	will	display	Wait…Save	OK.	

3. Each	bank	 allows	 you	 to	 store	16	 registration	memory	presets:	M1,	M2,	M3	&	
M4.



	

How	 to	 save	 the	 16	 registration	 memory	 presets	 to	 a	 USB	
memory	device.	

1. Insert	the	USB	memory	into	the	RS400	USB	socket	labelled	USB	TO	DEVICE.	

2. Press	the	[M.REC]	button	located	within	the	USB	DISK	panel	area.	

3. The	LCD	will	display	the	new	registration	data	file	as	follows:	REG	000	

4. To	re-name	the	registration	data	file,	remove	the	USB	memory	from	the	RS400	
and	insert	it	in	the	USB	socket	of	your	computer.		

5. Now	edit	the	file	name	accordingly.	

6. The	RS400	LCD	can	display	8	characters	of	the	file	name.	

	

How	 to	 save	 over	 a	 current	 registration	 data	 file	 on	 a	 USB	
memory	device.	

1. Insert	the	USB	memory	into	the	RS400	USB	socket	labeled	USB	TO	DEVICE.	

2. The	RS400	will	automatically	read	the	USB	memory	and	the	first	file	name	will	
be	displayed	on	the	LCD.	

3. Using	either	the	[-/+	SELECT]	buttons	located	within	the	USB	DISK	panel	area,	
select	the	desired	registration	file.	The	file	name	will	appear	on	the	LCD	as	you	
scroll	through	the	USB	memory.	

4. Hold	down	the	[SHIFT]	button	located	within	the	USB	DISK	panel	area,	and	then	
press	the	[M.REC]	button.	

	

How	to	restore	the	RS400	factory	default	settings.	
1. Hold	down	the	[SHIFT]	button	located	within	the	USB	DISK	panel	area	and	then	

press	registration	memory	preset	5.	

2. The	LCD	will	display	R.Recal?	

3. Press	the	[CONFIRM]	button.	

4. The	LCD	will	display	Call	OK.	

The	RS400	has	now	been	restored	to	its	factory	default	settings.	

	



	

Loading	previously	saved	registration	file	data	into	the	RS400.	
1. Insert	the	USB	memory	into	the	RS400	USB	socket	labelled	USB	TO	DEVICE.	

2. The	RS400	will	automatically	read	the	USB	memory	and	the	first	file	name	will	
be	displayed	on	the	LCD.	

3. The	LCD	should	now	read	ASKYFULL.	

4. NOTE:	The	RS400	 categorises	 the	 registration	 file	 data	 on	 the	USB	memory	 in	
alphabetical	order	for	your	convenience.	

5. Using	either	the	[-/+	SELECT]	buttons	located	within	the	USB	DISK	panel	area,	
select	the	desired	registration	file.	The	file	name	will	appear	on	the	LCD	as	you	
scroll	through	the	USB	memory.	

6. Once	 the	 registration	 file	 selection	 is	 made,	 press	 the	 [PLAY]	 button,	 located	
within	the	USB	DISK	panel	area.	

7. The	LCD	will	display	Update?	

8. Press	 the	 [CONFIRM]	 button	 to	 execute	 the	 registration	 loading	 function.	 The	
[CONFIRM]	button	is	located	to	the	right	of	the	[Data]	wheel.	This	panel	area	on	
the	RS400	 is	 referred	 to	 as	 the	navigation	 controls.	 In	 this	panel	 area	you	will	
also	find	the	[-/+	Data]	and	[-/+	ITEM/PAGE]	buttons.	

9. The	LCD	will	display	Update!	

10. The	 loaded	 registration	 file	 data	 is	 now	 available	 through	 the	 registration	
memory	 panel	 buttons	 or	 registration	 presets.	 The	 buttons	 are	 conveniently	
located	between	the	upper	and	lower	keyboards	for	easy	access	while	playing.	

11. NOTE:	 All	 the	 available	 registration	 file	 data	 has	 been	 programmed	 using	 the	
registration	shift	user	mode.	In	the	user	mode	each	press	of	the	right	footswitch	
on	the	expression	pedal,	selects	registration	presets	in	sequence.	

12. To	access	the	sequence	order,	press	the	[INSERT/MODE]	button	located	within	
the	FUNCTION	panel	area	repeatedly	until	Reg	User	is	displayed	on	the	LCD.	

13. Now	 use	 the	 right	 footswitch	 on	 the	 expression	 pedal	 to	 step	 through	 the	
registration	user	sequence.	

14. NOTE:	The	[INSERT/MODE]	button	comprises	of	3	functions:	

a. Mix	Voice	

b. Reg	User	

c. F.	Pitch	

	

	

	

	

	

	



	

Helpful	information	about	the	registration	file	data.	
1. Some	of	 the	 registration	presets	 incorporate	 the	 split	 voicing	 function	on	both	

the	upper	and	lower	keyboards.	

2. Some	of	the	registration	presets	require	that	you	use	your	left	hand	on	the	upper	
keyboard	and	your	right	on	the	lower	keyboard.		I.e.	L.H.	to	U.K.	&	R.H.	to	L.K.	

3. The	following	registration	file	data	includes	rhythm	sequencing:	

a. Autumn	–	SEQ	1	&	2	

b. Georgia	–	SEQ	1	

c. Swingin’	–	SEQ	1	
Copyright	©	Animated	Music	Australia.	All	Rights	Reserved.	ABN	27	342	809	561.	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	


