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Skid Plate Mounting Hardware Kit 

Yamaha  
Wolverine (R Spec) 2016 

J - Clamp  Mounts  
( Total Count) 

32 

M6  -  1 . 0  x  20mm   

Flange Bolts 
12 

Counter Sunk Washers  12 

Main Skid Hardware 

1/4” -  20 x  1 “ 

Flange Bolt 
6 

M6  -  1 . 0  x  20mm   

Flange Bolts  
2 

Counter Sunk Washers 8 
UHMW 3/8 spacers   2 

Front Differential  

 Skid Hardware 

M6  -  1 . 0  x  20mm   

Flange Bolts 4 
Counter Sunk Washers 4 

Rear Skid Hardware 

M6  -  1 . 0  x  20mm   

Flange Bolts 8 

Counter Sunk Washers 8 

Side Skid Hardware 
(On each side) (16 total) 

M6  -  1 . 0  x  20mm   

Flange Bolts 8 

Counter Sunk Washers 8 

Side Skid Hardware 
(On each side) (16 total) 

S2 

 S1 
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Yamaha Wolverine  R Spec 2016-19   

These J-Clips  
provide secure and 

simple mounting 
points for the UHMW 

skid plate. 
Ensure they are  in-

stalled in the correct 
direction. 

Note:  
J-Clip  

Placement For 
Further Steps   

Remove all 
stock skid 

plates  

   
Install: (32x) J-clips, 
With threaded tip pointing 

up towards the vehicle. 
J-clips are difficult to  
remove once installed. 

#1 
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Note: 
Use a nut driver or  

finger thread the bolts  
before Fastening, 

 J-clamps can “strip out”   
if installed incorrectly.  

  

 
Install rear skid, use:    

  M6 -1.0 x 20mm Flange Bolts 

 
 

Install Main skid, use: 
M6 -1.0 x 20mm Flange Bolts 

 
 

Install side skid’s, use: 
M6 -1.0 x 20mm  Flange Bolts 

 

 
Finger tighten all bolts , 

to allow for adjustments ,  
When in place,  

tighten securely.  

we recommend using  
A thread locker  

 compound. 

Yamaha  
Wolverine  R Spec  

#3 

#1 

#3 

#2 

#1 

#2 

#3 

#4 

Main Skid  
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Install : 2x UMHW spacers  

on the front differential 

( S1 & S2 ) 
         (Finger tighten bolts )                      

 
 

 Install :  

 Front differential skid  

  Using 2x bolts (at fig,#2)  

1/4”-20 x 1 “Self Tapping Bolts 

 

 

Install: 2x bolts next to (fig #3)      

{ Referencing fig. #A 2step} 

1/4”-20 x 1 “Self Tapping Bolts 

 

 
 Install : 2x  front bolts 

(M6 -1.0 x 20mm Flange Bolts) 

  { Referencing fig. #A 2step} 

 

 

Make a score or mark 

In the center of the holes in 

( fig #5 ) Drill a  13/64th   inch 

hole,  tap thread if desired  

Use 1/4”- 20  tap & Install  2x  

1/4”-20 x 1 “Self Tapping Bolts 

 

  
Tighten All Bolts Securely 

#6 

#5 

#4 

#3 

#2 

#1 

Note: 

Figure #A 

                    2 step 
 

For the mounting holes under 
the UMHW spacers, back out 

one bolt at a time, ( in 2 steps) 
so it doesn't slip out of place 
 Re-install bolt with washer  

(as shown  in fig #A) 

Yamaha  
Wolverine (R Spec)  

#1a #1b 

#5 

#3 
 #A 

#2 

#4 #A 

#A 

#5* 
#5* 

S1 

S2 

 #A 

Front Diff.  


