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SELF-CENTERING PUNCH

Congratulations on your Master Tool Self-Centering Punch 
purchase. This easy-to-use machine provides professional, 
accurate results every time, saving you time and increasing 
your productivity.
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1. Mount Master Tool Self-Centering Punch securely to bench 
 using your choice of 1/4" bolts or screws.
2. Attach Handle to machine with included Allen Screw as  
 shown in picture (A). 
3. Slide your choice of die into the Die Holder (B) on the machine   
 then tighten the two front Thumb Screws (C) of Die Holder (B)  
 to secure die in place. 
4. Before operating the machine, check the following:
 • Be sure the tip end of the die does not hit the Plastic  
  Guides (D); it should rest between the cutouts on the  
  Plastic Guides (D).
 • With handle in “up” position, adjust Chrome Plated  
  Knuckle (E) so opening between Plastic Guides (D)  
  measures 1/2" wider than the leather or coated  
  webbing strap.
5. Slide leather or coated webbing strap in between Plastic  
 Guides (D) just past the end of the die, bring Handle (A)  
 down until strap is clicked out, then put Handle (A) in “up”  
 position to pull out the clicked piece.
6. Normally, adjusting the preset Leveling Knobs (F) is not necessary,  
 but they can be adjusted up or down only if needed so the die cuts  
 evenly at both ends.
7. If used regularly, be sure to keep your machine properly greased 
 at the Grease Certs (G).

• Large, 3" cam for increased leverage

• Accommodates straps from 1/2" to 3" wide

• Versatile, self-centering design works well with up to 11"-long dies

• Works on leather or coated webbing

A - Handle            
B -Die Holder
C - Thumb Screws              
D - Plastic Guides                
E - Chrome Plated Knuckle
F - Leveling Knobs
G - Grease Certs

Safety •  Keep away from children at all times.

Limited Lifetime Guarantee
Every Master Tool is built to last using the finest materials and skilled American  
workmanship. We are proud to stand behind our products with an unmatched  
Limited Lifetime Guarantee. This quality standard warrants each product for its  
lifetime against defects in materials and workmanship under correct use, normal  
operating conditions and proper application. This guarantee does not extend to  
any component parts not manufactured by Weaver Leather, or if the machine is  
modified in any way. Weaver Leather makes no express warranties other than  
those that are specifically described herein. This warranty is expressly in lieu of  
all other warranties express or implied. There are no implied warranties of any  
kind including merchantability or fitness for a particular purpose. Weaver Leather 
will in no event be liable for any incidental or consequential damages whatsoever, 
nor for any sum in excess of the price received for the goods.


