
Installation InstructionSlim Soft Close Seat

Place the hinges into the fixing holes of the toilet pan Pull the hinges upwards and tighten the screws until 
they are loosely secured allowing for adjustment of the 
seat on the pan.

Align and insert the pins into the hinge anchors and 
firmly press down until they "click" into position. 
Adjust the hinge anchors to make sure the seat lines 
up with the edges of the toilet pan. Remove the seat 
from the hinge anchors by pressing both buttons 
simultaneously and lifting the seat.

Fully tighten the screw and place the cover plates 
over the hinge anchors.

Replace the seat onto the hinges and "click" into 
position.

To remove the seat, press both buttons 
simultaneously and lift the seat from the hinge 
anchors.
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Bild platziert
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Textfeld
Montageanleitung
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Textfeld
Scharniere in den Befestigungslöcher der Toiletten Schüssel platzieren
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Textfeld
Scharnier nach oben ziehen  und Schrauben leicht festziehen, so dass der Deckel noch an der Keramik ausgerichtet werden kann.
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Textfeld
WC Sitz auf die Scharniere stecken bis Sie ein "Click" hören. Scharniere an der Keramik der Toilette ausrichten. WC Sitz durch gleichzeitiges Drücken der beiden Knöpfe am WC Sitz wieder abnehmen.
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Textfeld
Scharniere festziehen und Abdeckkappen auf die Scharniere stecken.
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Textfeld
WC Sitz wieder auf die Scharniere setzen bis zur "Click"-Position
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Textfeld
Um den Sitz zu entfernen, beide Knöpfe am Sitz gleichzeitig drücken und den Deckel von den Scharnieren abheben.




