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Main specif icat ions

Mount ing Suspension

Environment Indoor  dr y

location

Light  source t ype LED

Light  source replaceable Replaceable

(LED on ly) l ight

sour ce by a

pr ofessional

LED t ype LED Module

Lamp holder LED Module

Autoprotected Lamp No

Number of  heads 1

Source Power (W) 16

System Flux (lm) 895

Opt ical

Light ing Type Dir ect

Light ing d ist ribut ion Roto sym m etr ic

CCT  (K) 2700K

Cold Beam Light ing No

Ext reme Cut  of f No

Elect rical

Insulat ion class I I

Frequency (Hz ) 50/60

Main Volt age (Vac) 220-240

Driver In tegr ated

Dimmable t ype Mains Cut

Dim m ing

Bat teries Inside No

Cord length (mm) 9000/3000

Charging Min T ime No

Physical

Colour White

Net  weight  (kg) 3.2

Gross weight  (kg) 7.06

IP 20

IP external 20

Aim

 F0090009 - White

 

Designed by Ronan  & Er wan  Bour oul lec 

Suspended l ight fi tting. Body in  var n i shed alum in ium  sheet, shade in  photo-etched optical  polycar bonate.

In ter nal  r eflector  in  photo-etched ABS. Or ientable body. Power ed di r ectl y fr om  m ains. The LED can  be

dim m ed wi th  a «Tr iac for  Led» dim m er  appr oved by Flos.Flos does not r espond in  case of wr ong electr i cal

connection  system  instal lations. The cable has a useful  length  of 9 m eter s and thus the lam p can  be

suspended 3 m eter s fr om  the cei l ing. Mul tiple r ose wi th  capaci ty to connect up to 5 Aim s al so avai lable.
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Aim

Aim Canopy 

F0093009

Aim Dimmer 

RF22227
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