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Wall lamps for interior equipped with SMD 
LEDs, with direct/indirect light dispersion. 
Die cast aluminium body electrostatically 
painted in mat white.

Duel → 471



Wall lamps for interior 
equipped with SMD LEDs, with 
direct/indirect light dispersion. 
Die cast aluminium body 
electrostatically painted in mat 
white.

Aplice pentru interior echipate cu LED-uri SMD, cu 
dispersie directă/indirectă a luminii. 
Corp din aluminiu turnat sub presiune, vopsit în 
câmp electrostatic culoare alb mat.

Applique per interni, equipaggiate con LED SMD, 
ad emissione luminosa diretta/indiretta. 
Corpo in pressofusione di alluminio, verniciato a 
polveri in colore bianco opaco.

Бра для интерьера оснащенные светодиодами 
SMD, с прямым/отраженным распределением 
света. 
Корпус из алюминия литого под давлением 
и окрашенного в электростатическом поле в 
белый матовый цвет.

Beltéri falikarok, SMD LED-el szerelve, direkt/ 
indirekt fényszórású. 
Nyomás alatt öntött aluminíum szerkezet, 
elektrosztatikus mezőben festett matt fehér színű.

Интериорни аплици, оборудвани с вграден SMD 
LEDs, с директна/индирекна насоченост на 
светлината.
 Тяло от лят алуминий, електростатично 
боядисани в мат бял цвят.

Nástenné interiérové svietidlá, vybavené LED SMD 
diódami, s priamym/nepriamym rozptylom svetla. 
Kovová konštrukcia z hliníka lakovaná v matnej 
bielej farbe.
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Led type SMD LED 5730 18 pcs x 0,5W
Power 9W
Input 220-240V, 50/60Hz
Color temperature 3000K
Lumen source
Lumen system

810 lm
427 lm

CRI 90
Not dimmable
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Led type SMD LED 5730 12 pcs x 0,5W
Power 6W
Input 220-240V, 50/60Hz
Color temperature 3000K
Lumen source
Lumen system

540 lm
213 lm

CRI 90
Not dimmable

  

80
10

0

100

Led type SMD LED 5730 24 pcs x 0,5W
Power 12W
Input 220-240V, 50/60Hz
Color temperature 3000K
Lumen source
Lumen system

1224 lm
711 lm

CRI 90
Not dimmable
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