
PVC REINFORCED BRAIDED AIR & WATER TUBE
SKU / PART NUMBER: PBT

Application: Water, Food, Chemicals, Gas, Oils, Air

Reinforcement: Polyester Fibre

Temperature Rated: -15°C to +60°C

PVC braided tube is manufactured using a high tensile polyester yarn reinforcement to increase the strength of 

the hose. PVC fibre reinforced hose has excellent chemical and physical property, ideally for conveying water, oil 

and gas. It is widely used in construction, agricultural, fishery, project, household and industrial service.

This hose is offered in clear and black, featuring a smooth bore (seamless) for optimal flow rates. The clear 

option provides resistant to ultraviolet rays and provides great transparency.
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Inside Diameter Outside Diameter Working Pressure Bursting Pressure Maximum Coil

5mm 11mm 24 Bar 72 Bar 30 Metres

6mm 11.5mm 20 Bar 60 Bar 30 Metres

8mm 13.5mm 20 Bar 60 Bar 30 Metres

10mm 16mm 20 Bar 60 Bar 30 Metres

13mm 19mm 20 Bar 60 Bar 30 Metres

16mm 23mm 16 Bar 48 Bar 30 Metres

19mm 26mm 16 Bar 48 Bar 30 Metres

25mm 33mm 12 Bar 36 Bar 30 Metres

32mm 42mm 8 Bar 24 Bar 30 Metres

38mm 48mm 6 Bar 18 Bar 30 Metres

51mm 60mm 4.5 Bar 13.5 Bar 30 Metres
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