
RUBBER COTTON OVERBRAID FUEL HOSE
SKU / PART NUMBER: RCO

Application: Unleaded Fuel & Oil Delivery Hose

Reinforcement: Polyester Yarn

Temperature Rated: -30°C to +90°C

Standard: DIN73379 Type B

This is a black nitrite rubber hose with a cotton over braid, suitable for petrol (leaded & unleaded) and diesel 

lines. The hose offers good resistance to weather, oil and abrasion.

Fuel & oil resistant smooth synthetic Nitrile rubber
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 Web: autosiliconehoses.com
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AP Motor Store Limited - VAT No. GB334646006 - Reg No. 09188175

Internal Diameter Outside Diameter Working Pressure Bursting Pressure Bend Radius Weight

3.0mm 7.7mm 10 Bar 10 Bar 40mm 0.04 kg/m

3.5mm 8.3mm 10 Bar 10 Bar 45mm 0.04 kg/m

4mm 9.7mm 10Bar 10 Bar 45mm 0.04 kg/m

4.5mm 10mm 10 Bar 10 Bar 50mm 0.06 kg/m

5mm 10.7mm 10 Bar 10 Bar 55mm 0.07 kg/m

5.5mm 11.2mm 10 Bar 10 Bar 60mm 0.07 kg/m

6mm 11.7mm 10 Bar 10 Bar 60mm 0.08 kg/m

7mm 12.7mm 10 Bar 10 Bar 60mm 0.08 kg/m

7.5mm 13.2mm 10 Bar 10 Bar 70mm 0.09 kg/m

8mm 13.7mm 10 Bar 10 Bar 80mm 0.09 kg/m

9mm 15mm 10 Bar 10 Bar 80mm 0.10 kg/m

10mm 15.7mm 10 Bar 10 Bar 80mm 0.12 kg/m

12mm 18.7mm 10 Bar 10 Bar 100mm 0.17 kg/m
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