
 ONE-TOUCH DIGITAL 
WATER TIMER 

WARNINGS

TECHNICAL DATA BATTERY INSTALLATION

TIMER INSTALLATION

SET WATERING FREQUENCY  
AND WATERING DURATION  

WATERING FREQUENCY

• Low Battery: The timer will stop working and the LED indicator 
  (OFF) flashes red when battery power is low
• Do not expose timer to frost
• Only use clear fresh cold water 
• Remove and store the timer in a dry place during the winter. 
• Replace all batteries at the same time and reset the parameters.

You better use Alkaline batteries - alternatives will result in 
incorrect operation.

Unscrew the controller by hand form the housing of water timer, 
remove the cap of the battery compartment positioned on the 
back side of the cover, being sure that the battery compartment 
is clean.

Insert 3*1.5V AAA alkaline batteries(not included) in the battery 
compartment.(Warning:Make sure to follow the right polarity as 
indicated in the compartment.)

Screw sleeve nut of the water timer on to the outdoor hose 
faucet  and tighten firmly to avoid leaks.

• Every 12 hours 
• Every 24 hours
• Every 48 hours

• 2 minutes
• 5 minutes
• 10 minutes
• 15 minutes

Close properly the battery compart and replace the front cover, 
making sure correct position of the cable to avoid compromising 
their integrity and functionality of the unit control. After 
power-on, all LED lights turn on for 1 second and then go out. 
After the light is off, follow-up operation can be carried out.
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DELAY TIME
START NOW
DELAY 2H
DELAY 4H
DELAY 6H
DELAY 8H
DELAY 10H

DELAY 12H
DELAY 14H
DELAY 16H
DELAY 18H
DELAY 20H
DELAY 22H

Press the      button continuously, and the blue LED starts to 
move clockwise. You can select the specified watering frequency 
and watering duration.

When "START NOW "indicator flash in GREEN.Repeatedly press                     
     button and the next DELAY TIME indicator will lights up in the 
clockwise direction until reach the value desired. Once finish 
setting the delay time and waiting for 4 seconds, the LED indicator 
will light off, the device will be into sleep mode and count down for 
irrigation. DELAY TIME indicator and ON indicator will flash every 4 
seconds during irrigation. 

For example, the following figure shows that watering begins after 
18 hours.

     

    

   

       

In any case, press       button continuously to reset watering 
schedule.                                                                                  
Pressing      
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Max working pressure

Working temperature 3℃-50℃(38℉-120℉)

8.0Bar(120PSI)

2-22Hour

Watering Frequency                                                               

Delay Time 

Watering Duration                                                               

12/24/48Hour

2/5/10/15Min

Battery 3*AAA Alkaline Batteries

Battery life

Waterproof

Max flowing

IP65

35L/Min

Approx.1 year

SET DEALY TIME

WATERING DURATION

Setting 
button 

ON  OFF

Delay
start

Watering
Duration

Watering 
frequency 3/4 inch

outlet 

3/4 inch 
inlet 

For example, the following figure shows 10 minutes of 
watering every 48 hours

For example, the following figure shows START NOW

the device will start watering immediately.
4 seconds. If there is no further operation within this 4 seconds, 
START TIME setting. The "START NOW" indicator will  blinking for 
the LED indicator of the inner ring will lights up in  GREEN for 
Once finish watering schedule setting and waiting for 4seconds, 
SET START TIME

watering frequency.
The preset program are remained and will start up in the next 
if press and hold on the for 3 seconds during the watering. 
The OFF indicator will lights up in red and device stop working 

program can be set now.
lights up in blue and starts to flash, which means that new 
close immediately. Meanwhile the watering duration indicator 
step), press the again, the watering will stop and valve will 
Within 4 seconds of preset schedule indicator lights up(above 

every 4 seconds until finishing the watering schedule.
position, and lighting 4 seconds.This indicator will keep flash 
lights up and run a circle, then stop at the preset schedule 
Press the once during watering, all of LED indicators will 

will flash every 3 seconds until finishing the watering schedule
is started. The Watering Duration indicator and the ON indicator 
lights up in green and last for 4 seconds which means watering 
automatically start working. At this time, the ON indicator will 
Once reaching the preset watering schedule, the device will 
START WATERING

turn on for 3 seconds, then device back to Sleep Mode.
During Checking Mode, the LED light of preset schedule will 

TIME.
The LED light in green indicates the DELAY TIME or START 

of watering.
The LED light in Blue indicates HOW LONG and HOW OFTEN 

which preset.
The LED lights up and run a circle and stop at the position 

program (Checking Mode):
the button once can wake up the LED light and check the 
does not work right away (Sleep mode, no LED lights on): Press 
When the user has completed the first setup, but the device 
SUBSEQUENT PROGRAMMING

RESET

will stop after 25 minutes automatically.
The default time of manual watering is 25 minutes, and watering 
automatically after manual mode is complete.
and manual watering starts.Automatic watering will resume 

  button for 3 seconds,  the ON indicator will lights up in green 
No matter at sleep mode or checking mode, press and hold on

MANUAL WATERING

button until the OFF indicator lights up in red. 

will lights up and all settings will be eliminated.
The red indicator will flash 4 times, then all indicators 


