
After the WLAN card has been installed, the network information must be entered into 

the scale. The network information should be obtained prior to performing the steps 

outlined in the following instructions.

1.     PLU
PROGRAM MODE (1 / 3)

3.     PLU DATA TABLE II
2.     PLU DATA TABLE I

YES
14.)  Press          to select Network Setting

3.)  Press          to access the Communications Menu

11:21 AM

1.)  From the Normal Weigh Mode

DATE

MODEL

CL-5500

February 2019

99 Murray Hill Parkway
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Selecting Label Format Method.cdr

9 1. NETWORK SETTING

COMMUNICATION

2. APPLICATION

(1 / 2)

3. SCALE LOCK / UNLOCK

1. SERVICE TYPE

NETWORK SETTING

2. DHCP

(1 / 3)

3. IP

65.)  Press          to select WLAN Setting SSID : [ CAS_WEP                                  ]

WLAN SETTING

SECURITY  SETTING  (0-5)      [  0 ]
KEY  [ 0000000000000000 ]

(1 / 2)

CL5500

CL5500

CL5500

CL5500

CL5500

2.)  Press ME UN

P UPG
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SSID : [ CAS_WEP                                  ]

WLAN SETTING

SECURITY  SETTING  (0-5)      [  0 ]
KEY  [ 0000000000000000 ]

(1 / 2)

SSID : [ CAS_WEP                                  ]

WLAN SETTING

SECURITY  SETTING  (0-5)      [  0 ]
KEY  [ 0000000000000000 ]

(1 / 2)

SSID : [ CAS_WEP                                  ]

WLAN SETTING

SECURITY  SETTING  (0-5)      [  0 ]
KEY  [                                     ]

(1 / 2)

OPERATION MODE : [ 0 ]

WLAN CONFIG (1 / 1)

1. SERVICE TYPE

NETWORK SETTING

2. DHCP

(1 / 3)

3. IP

Wait for   T1. X. X

CL5500

CL5500

CL5500

CL5500

CL5500

CL5500

5.)  Enter the SSID information then

      press the          key. P INT

6.) Enter the Encryption type and then

     press the          key.

0 :  No Encryption

1 :  WEP64

2 :  WEP128

3 :  WPA, TKIP

4 :  WPA2, TKIP

5 :  WPA2, AES

P INT

5.)  Enter the Security Key or Password

      information then press the          key. P INT

6.)  Enter the Operation Mode and then

      press the          key. The information

      will be entered in memory. 

0 :  Ad-Hoc

1 :  Infrastructure

This setting is automatically selected for

Infrastructure  regardless of the number entered.

Note:

P INT
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