
DSW-100 SERIES
Portion Control Scale

DB SCALE

    - Compact Design and Easy to Clean Stainless Platter
    - lb/oz/kg/g switchable
    - Power adapter included
    - Legal for Trade #22-007
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Head Office    
SHANGHAI DIGITAL BALANCE ELECTRONIC CO., LTD       
No. 788 Songxiu Road, Qingpu Industrial Park, Shanghai 
201703 P. R. China
                   

USA Branch       www.VisionTechShop.com
100 Temple Ave. Hackensack, NJ 07601
Tel:+1-201-679-7793

ON/OFF / ZERO / UNIT / TARE

Alkaline Battery: with backlight : 50hrs,
without backlight : 1000hrs

-10℃ ～ 40℃ / 14℉~104℉

6 digit LCD display
g/kg/lb/oz

Battery D type R20P size 1.5 V x 4 EA or DC 9 V / 300 mA

Display
Unit of Weight

3.31 lb / 1.5 kg

RS-232C
0.15 W

Communication
Power Consumption

9.06(W) x 7.72(D) / 230(W) X /196(D)Stainless Platter Pan(in/mm)
Product Size(in/mm)

Product Weight
Option

Power

Operating temperature

Batt. Life

Keys

DSW-100 SeriesModel
Weighing Range

0.02 lb
960 x 0.5 oz

30 x 0.01 kg
30000 x 10 g

Minimum Graduation

Auxiliary Capacities

6 lb 15 lb 30 lb 60 lb
0.002 lb 0.005 lb 0.01 lb

96 x 0.05 oz 240 x 0.1 oz 480 x 0.2 oz
3000 x 1 g 6000 x 2 g 15000 x 5 g

3 x 0.001 kg 6 x 0.002 kg 15 x 0.005 kg

9.45(W) x 11.22(D) x 4.41(H) / 240(W) x 285(D) x 112(H)

Customer(Rear) Display / RS-232C Interface

Front Side View Customer Display(Rear): Option

Unit: inches (mm)

The function can be changed for improving the machine’s function without any notice.

DISPLAY VIEW
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