CONTRINEX)

DW-Ax-62A-C44 Q@ IO-Link

Device ID 5571329 (0x550301)
OdmkwesnD 10
SI0 mode Supported
Pocesscata metmst
Baudrate COM2 (38.4 kBaud)
Mnmmojetme . o4ms
Service PDU Not supported

Detection 80% Sn Detection at 80% of the Sn distance

Time base for the switching timer.
10h (1;1) (4:3)  Switching timer time base R/W 0=0.1ms: 1=0.4ms: 2=1.6ms: 3=6.4ms.

Output switching mode.
kel i) () g INEI el CEET O(false)=normally close; 1(true)=normally open.

. . . LSB value of the 16-bit detection counter. An LSB READ refreshes
12h (1:3) (7:0)  Detection counter LSB RW  ihe MSB value. Any WRITE operation in LSB resets the counter o 0.

Maximum sensor temperature over whole sensor lifetime. Setto 171
14h (1;5) (7:0) Maximal temperature R (60°C) by default. 255=125°C; 128=42.5°C; 0=-40°C.
Real temp [°C]=(Max_Temp-128)/(128*0.01206)+42.5

Event details Always 0, no event details

Reserved Always 0

Device error 1 if LC oscillator is not running

Device warning 1 if under voltage

Downloads: 10DD files may be downloaded from www.contrinex.com (Download section)



CONTRINEX)

DW-Ax-62A-C44 Q@ IO-Link

Gerate-ID 5571329 (0x550301)

OnkvesenD 10
SIO Modus Unterstitzt

Pozesscaen eBtEmgng
Baudrate COM2 (38.4 kBaud)

MnmaleZyszet o do4ms
Service-PDU Nicht unterstiitzt

Erfassung 80% Sn Erfassung bei Nennschaltabstand Sn x 80 %

10h (1:1) (4:3) Schaltverzégerung Zeitbasis fir die Schaltverzégerung.
Zeitbasis 0=0.1ms; 1=0.4ms; 2=1.6ms; 3=6.4ms.

Schaltart am Ausgang.
kel i) (o) g =Eallceesy 0(falsch)=Offner; 1(wahr)=Schliesser.

. . LSB Wert, 16-Bit-Erfassungscounter. Ein LSB-Lesevorgang aktual-
il ({5 () Y 1S EE o L) il isiert den MSB-Wert. Jeder Schreibvorgang setzt den Counter auf 0.

Maximale Sensor-Temperatur wéhrend der gesamten Sensorlebens-
14h (1;5) (7:0) Maximale Temperatur R dauer. Voreinstellung 171 (60°C). 255=125°C; 128=42.5°C; 0=-40°C.
Real Temp [°C]=(Max_Temp-128)/(128*0.01206)+42.5

Event Detail Immer 0, kein Event Detail

Reserviert Immer O

Geratefehler 1, wenn LC-Oszillator nicht lauft

Geréatewarnung 1, wenn Unterspannung

Downloads: I0ODD-Dateien finden Sie auf der Contrinex-Website www.contrinex.com (unter Download)



