
SEE DIM B
(EM18717 SHOWN)

2', 4', 6', AND 10' AVAILABLE
(4' POLECAM 1000 SHOWN)

SIMULATED FOV OF
90 DEG NARROW FOV
SUITABLE FOR INSPECTION
TO A 4.5" RADIUS

TOGGLE CLAMP
QUICK INSTALL
AND ADJUSTMENT

SLIDE CARRIAGE
SEE DIM A FOR AVAILABLE RANGE

(EM18717 SHOWN)

UMBILICAL EXITS HERE
ADD 6" TO OVERALL
LENGTH FOR CABLE
ROUTING

3.00
TYP.

1/4 X 20 FLAT HEAD SCREWS
FOR HOLD DOWN (LOCATED 4 
INCHES APART EACH SIDE

 4.00 

BASE PLATE TO BE SECURED TO BENCH5 INTERCHANGEABLE OPTICAL 
TIP ADAPTERS AVAILABLE

PRESENT PART IN THIS AREA
PLACE ON ROLLER TYPE FIXTURE
USE LIFT TABLE FOR ELEVATION ADJUSTMENT

REVISIONS
REV. DESCRIPTION BY DATE ECR/ECN#

SLIDE ASSEMBLY SIZES
PART NUMBER SLIDE RANGE 

DIM A
BASE PLATE 

LENGTH DIM B
EM18815 12" [30.5cm] 15" [38.1cm]
EM18816 20" [50.8cm] 23" [58.4cm]
EM18717 28" [71.1cm] 31" [78.7cm]
EM15018 48" [122cm] 51" [129.5cm]
EM15213 79" [200cm] 82" [208cm]
EM15000 96" [244cm] 99" [251.5cm]
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Slide for PoleCam 1000, PoleCam HD 1000 and other optical systems

Current design options provide a number of travel ranges from 12” to 
96".  Extended range may be produced by coupling multiple rails.

The slide could have the following features added:
1. Moveable hard stops in the form of clamps on the rail
2. Scale for down rail motion measurement
3. Encoded down rail motion output
4. Motor driven down rail motion
5. Rotation built into the mount block
6. Encoded rotation motion output

Alternate mount blocks for other viewing tools are available.

TIP ADAPTERS
QN Pole Cam Part # Description QNHD Part # Description

EM18155 90 DEG WIDE OPTICAL 
ADAPTER, POLECAM EM15477 90 DEG WIDE Optical 

Adapter, PoleCam HD

EM18156 45 DEG OPTICAL ADAPTER, 
POLECAM EM15475 45 DEG Optical Adapter, 

PoleCam HD

EM18158 0 DEG OPTICAL ADAPTER, 
POLECAM EM16312 0 DEG Optical Adapter, 

PoleCam HD

EM18157 60 DEG OPTICAL ADAPTER, 
POLECAM EM16313 60 DEG Optical Adapter, 

PoleCam HD

EM18186 90 DEG NAROW OPTICAL 
ADAPTER POLECAM EM16314 90 DEG NARROW DEG 

Optical Adapter, Pole
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