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S E R V I C E  C O M P A N Y

HVAC Duct 
Supports

HVAC Duct Supports

HVAC Duct Supports With Concrete Weighted Bases- 
Pre-Galvanized

• Non-penetrating concrete base design 
eliminates roof penetrations and prevents 
roof leaks 

• Each duct support comes with two rubber 
pads to create a protective barrier between 
concrete base plate and roof surface 

• Standard Finish – 12 GA. Pre-galvanized 
channel conforming to ASTM A653 G90 

• Custom sizes available upon request 

• Stainless steel available upon request
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Quick reference: 
Maximum Height of Duct from ground level: 60'
Ultimate Wind Speed : 120 mph refer to Table #1
Ultimate Wind Speed : 190 mph refer to Table #2

Note: Maximum Distance between supports is 5 feet.
Maximum height for Dimension C should include insulation if applicable 

Rectangular/ Square Duct:

Table #1- 120 MPH ultimate wind speed 

Table #2- 190 MPH ultimate wind speed 

Part #

Part #

Part # A B-Maximum C-Maximum D-Maximum E-Maximum

DS01 48" 36” 36” 42” 480 lbs

DS02 54” 36” 40” 48” 480 lbs

DS03 60” 36” 48” 54” 480 lbs

DS04 66” 36” 54” 60” 440 lbs

DS05 72” 36” 60” 66” 440 lbs

Part # A B-Maximum C-Maximum D-Maximum E-Maximum

DS01 48" 36” 8” 42” 480 lbs

DS02 54” 36” * * 480 lbs

DS03 60” 36” * * 480 lbs

DS04 66” 36” * * 440 lbs

DS05 72” 36” 10” 66” 440 lbs

Table #1- 120 MPH ultimate wind speed

Rectangular/square duct

*Contact factory for sizing

Table #2- 190 MPH ultimate wind speed
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Round Duct:
Quick reference: 
Maximum Height of Duct from ground level: 60'
Ultimate Wind Speed: 120 mph refer to Table #1
Ultimate Wind Speed: 190 mph refer to Table #2

Note: Maximum Distance between supports is 5 feet.
Maximum height for Dimension C should include insulation if applicable 

Table #1- 120 MPH ultimate wind speed

Table #2- 190 MPH ultimate wind speed

Part #

Part #

Part # A B-Maximum C-Maximum E-Maximum

DS01 48" 36” 36” 480 lbs

DS02 54” 36” 40” 480 lbs

DS03 60” 36” 48” 480 lbs

DS04 66” 36” 54” 440 lbs

DS05 72” 36” 60” 440 lbs

Part # A B-Maximum C-Maximum E-Maximum

DS01 48" 36” 36” 480 lbs

DS02 54” 36” 48” 480 lbs

DS03 60” 36” 54” 480 lbs

DS04 66” 36” * 440 lbs

DS05 72” 36” 66” 440 lbs

Table #1- 120 MPH ultimate wind speed

Round duct

*Contact factory for sizing

Table #2- 190 MPH ultimate wind speed


