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QGM Mono Bump 
& Docking Station 

Características Principales
• Interfaz de usuario sencilla e intuitiva
• Portátil, facil de transportar
• Almacenamiento automático de datos
• Acabado resistente de alta calidad de acero pulido negro

WatchGas QGM Mono Dock está construido 
para mantener sus instrumentos seguros. 
Con un simple clic, puede realizar una 
prueba funcional o incluso la calibración 
completa de sus monitores de gas QGM 4, en 
cuestión de segundos.

WatchGas QGM Mono Bump & Docking Station 
proporciona pruebas de impacto y calibración. Se puede 
conectar fácilmente a un cilindro de gas de calibración 
externo. También almacena automáticamente todas las 
mediciones y calibraciones en una tarjeta SD.
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QGM Mono Bump 
& Docking Station 

ESPECIFICACIONES DE LA ESTACIÓN

ORDER INFORMATION FOR ACCESSORIES

Description Article Number
QGM Mono Bump & Docking Station
Only in combination with demand flow regulator

7189181
A0177744

QGM-CAT - LEL 0-100 % LEL 7177138

QGM-CAT - O2 0-30 % Vol / LEL 0-100 % LEL 7177137

QGM-CAT - 
O2 0-30 % Vol / LEL 0-100 % LEL
CO 0-500 ppm / H2S 0-100 ppm

7177135

QGM-IR - LEL 0-100 % LEL 7177131

QGM-IR - O2 0-30 % Vol / LEL 0-100 % LEL 7177132

QGM-IR - 
O2 0-30 % Vol / LEL 0-100 % LEL
CO 0-500 ppm / H2S 0-100 ppm

7177134

WatchGas QGM IR Link 7189170

Size 245 x 214 x 105 mm

Weight 
(without gas cylinder)

2.45 kg

Operating Temperature +5 ~ +40 ˚C

Warranty 2 years

Battery Type Rechargeable battery

Battery Life Up to 1.000 Bump Tests

LEDS 6 Blue LEDs for one  bay

Memory SD 8GB Standard

Log Capacity Approximately Up to 5 million tests (8GB, removable SD memory)

Tests Performed Bump Test and Calibration

Information Stored Bump/Calibration Logs, Individual Monitor Event Logs, Firmware and Unit
Configurations. Automatic certificate

Gases Available LEL (CH4), CO, H2S and O2

Unit Compatibility Works with QGM IR & QGM CAT

Calibration Gas Compatible with 34L, 58L & 116L cylinders

Charging Adaptor 100 - 240V to 12.0V  External
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ACCESSORIES NOTES

IR-Link Calibration Gases
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QGM Mono Bump 
& Docking Station 

Check also our QGM 
range on the WatchGas 

website!

Demand Flow 
Regulator




