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Custom Fit prime eva MATS

Installation Guide

Congratulations on your purchase of PRIME EVA custom-fit floor mats for your vehicle!

PRIME EVA MATS make use of new technology to protect the interior of the vehicle, as well as the driver's and passenger's shoes. 
They are the best solution for protecting your vehicle from dirt, water, and any accidental spills. Water, dust, snow, and dirt are 
trapped in the floor mat, protecting your car's interior.

PRIME EVA floor mats have been specially designed to fit securely into your vehicle.

Please keep this guide together with your car owner's manual for future reference.



Installation instructions:

1. Make sure the vehicle's engine is turned off.

2. Remove all floor mats from the vehicle.

3. Select the PRIME EVA floor mat from the box for the correct position in the vehicle. PRIME EVA floor mats will only fit securely 
when placed in the correct position. Please note that the driver's floor mat will not fit the passenger side, the front passenger floor 
mat will not fit the driver's side, nor the rear passenger floor etc.

4. Put the PRIME EVA floor mat in its place. If your vehicle has retention hooks, make sure that the hooks line up with the holes in 
the floor mat. Secure the PRIME EVA floor mat using the retention hook, which is usually located next to the seat guide rails. Types 
of retention hooks may vary according to vehicle make and model. Depending on the retention hook type, floor mats can be secured 
by inserting a standard hook into the clip hole in the mat, or by clicking on the clip and snapping it onto the standard retention 
hook, or by fixing the clip by rotating the top of the vehicle's retention hook.

5. Make sure the floor mats fit securely into the floor pan, the retention system is secured in place, and the driver's mat slides freely 
under the pedals, without impeding their movement.

6. Important: If you cannot secure the driver's floor mat using the retention system, please do not use PRIME EVA floor mats in this 
vehicle. If you have this problem, please contact our hotline.

7. Please note that the correct position of the driver's floor mat is when it is secured with the standard retention hook, close to the 
driver's seat, and the opposite side slides under the pedals and does not impede their movement.

8. After installation, move the vehicle's pedals through their full range of motion to make sure that the mats do not impede pedal 
movement.

9. Please note that some time is required for the floor mat to completely settle into the floor pan, especially where the floor pan 
shape is not uniform. Depending on the ambient temperature, the floor mat will conform to the vehicle's floor pan shape within 2 to 
7 days.



WARNING!

Please note that improper installation of PRIME EVA floor mats may result in loss of control of the vehicle while driving, which could 
cause serious accidents, and even death. Please follow the instructions. If the PRIME EVA driver's floor mat becomes loose while 
operating the vehicle, drive cautiously to the closest safe location and stop. Once the vehicle is safely stopped, readjust the floor 
mats to their original, secure position.



MAINTENANCE:

Please take out and clean your PRIME EVA floor mats regularly to remove dirt and debris.

With our technology, it takes just 3 seconds to clean the floor mats without using water (see 3 sec cleaning pictogram).

For daily care, do not wash the floor mats, just remove them from the car and shake: gently remove the floor mats from the vehicle, 
position them vertically, and clean with one or more palm strikes on the floor mat back. With two or three firm strikes dirt, dust, 
and water will be removed from the cells.

Clean heavily soiled floor mats with detergents and water.

Regular care ensures longer service life for the floor mats.

Use only mild detergent and water for cleaning. Although PRIME EVA MATS are made of a polymer, which is resistant to harsh 
environments, use of aggressive chemicals or abrasive detergents for cleaning is not recommended.

The back of the mats is equipped with a special anti-slip mesh. To avoid damage to this mesh, avoid contact with sharp and cutting 
objects, naked flames, and also be careful when washing with high pressure water devices. When washing with such devices, keep 
a distance of at least 20 inches from the mat.



