
In a World 
 That’s Quickly 
 Changing...

MODEL ROCKET & MID-POWER  
HOBBY ROCKET CATALOG 



COMPLETE STARTER SETS  
ARE WHERE TO BEGIN!

COMPLETE STARTER SETS  
ARE WHERE TO BEGIN!

Back of Starter Set box features full-color illustrations 
of rocket cross-section & parts, flight sequence 

explanation and rocket motor performance.

ASTRA III
TM

FLYING MODEL  ROCKET  
STARTER SET  (No. 1406)

FEATURES Q-JET BLACK MAXTM

 COMPOSITE PROPELLANT 
MODEL ROCKET MOTORS!  

Ready-To-Launch In  45 To 60 Minutes.
Features Reusable Range  Operations Box

ASTRA III MODEL  ROCKET KIT
Colored Body Tubes  & Plastic Parts

Kevlar Shock Cord System
14” dia. Recovery Parachute

Stick-On Decals
 LIFT-OFF LAUNCH PAD

Tilt Adjustment
Rocket Stand-Off

36” Launch Rod
Metal Blast Deflector

 
PHASERTM LAUNCH CONTROLLER

Futuristic Handheld Design 
Bright Red LED Arming Light 

Two-Handed Operation 
Pre-Attached Safety Key 

18’ Launch Cable 

3 Q-JET BLACK MAX B4-4FJ  
MODEL  ROCKET MOTORS

High Performance  Composite Propellant
Denser Tracking Smoke

Faster Lift-Offs
Includes Initiators , Recovery Wadding & Q-PicsTM

Also available as the  Astra III 
Flying Model Rocket Launch 
Set (No. 1407)  without Q-Jet 
Model  Rocket Motors, Initiators, 
Recovery Wadding & Q-Pics.

Also available as the  Quick-Q 
Flying Model Rocket Launch Set 
(No. 1409)  without Q-Jet Model 
 Rocket Motors, Initiators,  
Recovery Wadding & Q-Pics.

For Product Pricing, visit the 
AeroTech/Quest website at 
www.aerotech-quest.com 
or scan this QR code.

SKILL LEVEL  
KIT CODING
SKILL LEVEL 1 - Beginner Modeler
SKILL LEVEL 2 - Experienced Modeler
SKILL LEVEL 3 - Advanced Modeler
SKILL LEVEL 4 - Expert Modeler
SKILL LEVEL 5 - Master Modeler

QUICK-Q
TM

FLYING MODEL ROCKET  
STARTER SET  

(No. 1408)

FEATURES Q-JET
 WHITE LIGHTNINGTM 

COMPOSITE PROPELLANT  
MODEL ROCKET MOTORS! 

Ready-To-Launch In  45 To 60 Minutes
Features Reusable Range  Operations Box

QUICK-Q MODEL  ROCKET KIT
Colored Body Tubes  & Plastic Parts

Kevlar Shock Cord System
14” dia. Recovery Parachute

Stick-On Decals

LIFT-OFF LAUNCH PAD
Tilt Adjustment

Rocket Stand-Off
36” Launch Rod

Metal Blast Deflector

PHASERTM LAUNCH CONTROLLER
Futuristic Handheld Design 
Bright Red LED Arming Light 
Two-Handed Operation 
Pre-Attached Safety Key 
18’ Launch Cable 

3 Q-JET  
WHITE LIGHTNING B6-4W  
MODEL ROCKET MOTORS
High Performance  Composite Propellant
Brilliant White Exhaust Plume & 
Bright White Smoke At Lift-Off 
Includes Initiators , Recovery Wadding  
& Q-Pics
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NEW!

NEW!

Black Max Lift-Off

White Lightning Lift-Off



NOVIATM
(No. 1006)

Flights up to 1,800 ft. (549 m)
SKILL LEVEL 1
LENGTH: 11.5 in. (29.2 cm)
DIA.: .787 in. (20 mm/T20)
FINS: Laser-Cut Balsa
RECOVERY: Streamer
Q-JET™ Motors To Use:    
Black Max™: A3-4FJ, B4-4FJ, B4-6FJ, 
C12-6FJ, C12-8FJ, D16-6FJ, D16-8FJ
White Lightning™: B6-4W, B6-6W , 
C18-6W, C18-8W, D20-6W, D20-8W

QUICK-QTM
(No. 1623)

Flights up to 1,000 ft. (305 m)
SKILL LEVEL 1
LENGTH: 19.5 in. (49.5 cm)
DIA.: 1.181 in.(30 mm/T30)
FINS: Plastic Fin-Assembly
RECOVERY: 14 in. Parachute
Q-JET™ Motors To Use:  
Black Max™: A3-4FJ, B4-4FJ, C12-6FJ, 
C12-8FJ, D16-6FJ, D16-8FJ
White Lightning™: B6-4W, C18-6W,  
C18-6W, D20-6W, D20-8W 

ASTRATM
(No. 1004)

Flights up to 1,200 ft. (366 m)
SKILL LEVEL 1
LENGTH: 15 in. (38.1 cm)
DIAMETER: .984 in. (25 mm/T25)
FINS:  Laser-Cut Balsa
RECOVERY: 14 in. Parachute
Q-JET™ Motors To Use:    
Black Max™: A3-4FJ, B4-4FJ,  C12-6FJ,  
C12-8FJ, D16-6FJ, D16-8FJ  
White Lightning™: B6-4W, B6-6W, C18-6W,  
D20-6W, D20-8W

ASTRA IIITM
(No. 1610)

Flights up to 1,200 ft. (366 m)
SKILL LEVEL 1
LENGTH: 15 in. (38.1 cm)
DIA.: 1.181 in. (30 mm/T30)
FINS: Plastic Fin-Assembly
RECOVERY: 14 in. Parachute
Q-JET™ Motors To Use:     
Black Max™: A3-4FJ, B4-4FJ,  
C12-6FJ, C12-8FJ, D16-6FJ, D16-8FJ
White Lightning™: B6-4W, C18-6W,  
C18-8W, D20-6W, D20-8W

STARHAWKTM
(No. 1005)

Flights up to 1,400 ft. (427 m)
SKILL LEVEL 1

LENGTH: 13 in. (33 cm)
DIA.: .787 in. (20 mm/T20)

FINS: Plastic Fin-Unit 
RECOVERY: Streamer

Q-JET™ Motors To Use:    
Black Max™: A3-4FJ, B4-4FJ, B4-6FJ, 

C12-6FJ, C12-8FJ, D16-6FJ, D16-8FJ 
White Lightning™: B6-4W, B6-6W, 
C18-6W, C18-8W, D20-6W, D20-8W

VIPERTM
(No. 1008)

Flights up to 1,200 ft. (366 m)
SKILL LEVEL 1

LENGTH: 17 in. (43 cm)
DIA.: .984 in. (25 mm/T25)

FINS: Plastic Fin-Unit 
RECOVERY: 14 in. Parachute

Q-JET™ Motors To Use:     
Black Max™: A3-4FJ, B4-4FJ, C12-6FJ,  

C12-8FJ, D16-6FJ, D16-8FJ
White Lightning™: B6-4W, C18-6W,  

C18-8W, D20-6W, D20-8W

BIG BETTYTM
(No. 1014)

Flights up to 800 ft. (244 m)
SKILL LEVEL 1

LENGTH: 23 in. (58.4 cm)
DIA.: 1.575 in. (40 mm/T40)

FINS: Laser-Cut Balsa 
RECOVERY: 14 in. Parachute

Q-JET™ Motors To Use:     
 Black Max™: B4-4FJ, C12-4FJ, C12-6FJ, 

D16-6FJ, D16-8FJ
White Lightning™: B6-4W, C18-4W, 

C18-6W, D20-6W, D20-8W

TOTALLY TUBULARTM
(No. 1012)

Flights up to 1,500 ft. (457 m)
SKILL LEVEL 1

LENGTH: 16 in. (40.6 cm)
DIA.: .787 in. (20 mm/T20)

FINS: Multi-Aerotube
RECOVERY: Streamer

Q-JET™ Motors To Use:    
 Black Max™: A3-4FJ, B4-4FJ, C12-6FJ, 

D16-6FJ, D16-8FJ
White Lightning™: B6-4W, C18-6W,  

D20-6W, D20-8W

PAYLOADER ONETM
(No. 1018)

Flights up to 1,200 ft. (366 m)
SKILL LEVEL 1 
LENGTH: 16.25 in. (41.3 cm)
DIA.: .984 in. (25mm/T25)
FINS:  Laser-Cut Balsa
RECOVERY: 14 in. Parachute
Q-JET™ Motors To Use:  
Black Max™: A3-4FJ, B4-4FJ, C12-4FJ, 
C12-6FJ, D16-6FJ, D16-8FJ
White Lightning™: B6-4W, C18-4W, C18-6W, 
D20-6W, D20-8W

TRITON-XTM
(No. 1617)

Flights up to 900 ft. (274 m)
SKILL LEVEL 1 
LENGTH: 33 in. (83.8 cm)
DIA.: 1.378 in. (35 mm/T35)
FINS: Plastic Fin-Assembly 
RECOVERY: Dual 14 in. Parachute
Q-JET™ Motors To Use:  
Black Max™: B4-4FJ, C12-4FJ, C12-6FJ, 
D16-6FJ, D16-8FJ  
White Lightning™:  B6-4W,  
C18-4W, C18-6W, D20-6W, D20-8W

PENETRATORTM
(No. 1618)

Flights up to 800 ft. (244 m)
SKILL LEVEL 1 
LENGTH: 37 in. (94 cm)
DIA.: 1.378 in. (35 mm/T35)
FINS:  Plastic Fin-Assembly
RECOVERY: Dual 14 in. Parachutes
Q-JET™ Motors To Use:  
Black Max™: B4-4FJ, C12-4FJ, C12-6FJ, 
D16-6FJ, D16-8FJ  
White Lightning™: B6-4W, C18-4W, C18-6W, 
D20-6W, D20-8W

SEEKERTM
(No. 1611)

Flights up to 1,200 ft. (366 m)
SKILL LEVEL 1 
LENGTH: 26 in. (66 cm)
DIA.: 1.181 in. (30 mm/T30)
FINS:  Plastic Fin-Assembly
RECOVERY: 14 in. Parachute
Q-JET™ Motors To Use:  
Black Max™: A3-4FJ, B4-4FJ, C12-4FJ, 
C12-6FJ, D16-6FJ, D16-8FJ
White Lightning™: B6-4W, C18-4W, C18-6W, 
D20-6W, D20-8W 

QUEST AMERICATM
(No. 1020)

Flights up to 1,500 ft. (547 m)
SKILL LEVEL 1 
LENGTH: 14 in. (35.6 cm)
DIA.: 1.181 in. (30 mm/T30)
FINS:  Laser-Cut Balsa
RECOVERY: 14 in. Parachute 
Q-JET™ Motors To Use:  
Black Max™: A3-4FJ, B4-4FJ, B4-6FJ, 
C12-6FJ, C12-8FJ, D16-6FJ, D16-8FJ
White Lightning™:  B6-4W, C18-6W,  
C18-8W, D20-6W, D20-8W

COBALTTM
(No. 1021)

Flights up to 300 ft. (91.5 m)
SKILL LEVEL 1 

LENGTH: 7.5 in. (19 cm)
DIA.: 1.575 in. (40 mm/T40)

FINS:  Laser-Cut Balsa
RECOVERY: Streamer 

Q-JET™ Motors To Use:  
 Black Max™: A3-4FJ, B4-4FJ

White Lightning™:  B6-4W

PLANET PROBETM
(No. 1022)

Flights up to 250 ft. (76 m)
SKILL LEVEL 1 

LENGTH: 4.12 in. (10.5 cm)
DIA.: 6.75 in. (171.5 mm)

FINS: Paper Cone
RECOVERY: Tumble

Q-JET™ Motors To Use:  
 Black Max™: B4-4FJ, C12-4FJ

White Lightning™:  B6-4W, C18-4W

GAMMA-RAY PAYLOADERTM 
(No. 2004)

Flights up to 1,200 ft. (366 m)
SKILL LEVEL 2 

LENGTH: 17.38 in. (44 cm)
DIA.: .787 in. (20mm/T20)

FINS:  Laser-Cut Balsa
RECOVERY: 14 in. Parachute

Q-JET™ Motors To Use:  
 Black Max™: A3-4FJ,  

B4-4FJ, C12-6FJ, C12-8FJ,  
D16-6FJ, D16-8FJ

White Lightning™: B6-4W, C18-6W,  
C18-8W, D20-6W, D20-8W

SUPERBIRDTM
(No. 2010)

Flights up to 1,100ft. (335 m)
SKILL LEVEL 2

LENGTH: 31.25 in. (79.4 cm)
DIA.: .1.378 in. (35 mm/T35)

FINS:  Laser-Cut Balsa
RECOVERY: Dual 14 in. Parachutes

Q-JET™ Motors To Use:  
 Black Max™: B4-4FJ, C12-4FJ, C12-6FJ, 

D16-6FJ, D16-8FJ
White Lightning™: B6-4W,  

C18-4W, C18-6W, D20-6W, D20-8W

SKILL LEVEL 1  
MODEL ROCKET KITS 

KITS USE 
18mm x 70mm Q-JET 

ROCKET MOTORS

KITS USE 
18mm x 70mm Q-JET 

ROCKET MOTORS

SKILL LEVEL 1 & 2   
MODEL ROCKET KITS 
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FirstFire 
MicroTM

Initiator

“Bunny Eared”
Initiator Leads

Motor 
Casing

Q-PicTM 
Initiator 
Holder

Casing  
Void

Propellant
Slot/Core

Composite 
Propellant

Delay 
Element

Ejection  
Charge

Ejection  
Cap

Bulkhead

Nozzle

Initiator Tip

COURIERTM
(No. 2011)

Flights up to 900 ft. (274 m)
SKILL LEVEL 2
LENGTH: 19.9 in. (50.5 cm)
DIA.: 1.378 in. (35 mm/T35)
FINS:  Laser-Cut Balsa
RECOVERY: Dual 14 in. Parachutes
Q-JET™ Motors To Use:    
Black Max™: B4-4FJ,  
C12-4FJ, C12-6FJ, D16-6FJ, D16-8FJ
White Lightning™: B6-4W, C18-4W, 
C18-6W, D20-6W, D20-8W

BRIGHT HAWKTM
(No. 1017)

Flights up to 800 ft. (244 m)
SKILL LEVEL 1
LENGTH: 21.5 in. (54.6 cm)
DIA.: 1.378 in. (35 mm/T35)
FINS: Plastic Fin-Unit
RECOVERY: 14 in. Parachute
Q-JET™ Motors To Use:    
 Black Max™: B4-4FJ, C12-4FJ, C12-6FJ, 
D16-6FJ, D16-8FJ
White Lightning™: B6-4W, C18-4W, 
C18-6W, D20-6W, D20-8W

STRIKER AGMTM
(No. 2020)

Flights up to 1,200 ft. (366 m)
SKILL LEVEL 2
LENGTH: 27.75 in. (70.5 cm)
DIA.: 1.378 in. (35 mm/T35)
FINS:  Laser-Cut Balsa 
RECOVERY: 14 in. Parachute
Q-JET™ Motors To Use:   
Black Max™: B4-4FJ, C12-4FJ, C12-6FJ, 
D16-6FJ, D16-8FJ
White Lightning™: B6-4W, C18-4W, 
C18-6W, D20-6W, D20-8W

HARPOONTM
(No. 3008)

Flights up to 700 ft. (213 m)
SKILL LEVEL 3 
LENGTH: 20.5 in. (52.1 cm)  
DIA.: 1.575 in. (40 mm / T40) 
FINS:  Laser-Cut Balsa
RECOVERY: 14 in. Parachute 
Q-JET™ Motors To Use:   
 Black Max™:  B4-4FJ, C12-4FJ,  
C12-6FJ, D16-6FJ, D16-8FJ  
White Lightning™:  B6-4W, C18-4W, 
C18-6W, D20-6W, D20-8W 

SPORTTM
(No. 1007)

Flights up to 2,200 ft. (670 m) 
SKILL LEVEL 1 

LENGTH: 16” (40.6 cm)
DIA.: 1.378” (35mm)

FINS: Plastic Fin-Unit
RECOVERY: Streamer

Q-JET™ Motors To Use:  
White Lightning™: D22-7W,  
D22-10W, E26-7W, E26-10W

FALCONTM
(No. 1009)

Flights up to 1,800 ft. (549m)
SKILL LEVEL 1

LENGTH: 24” (60.6 cm)
DIA.: 1.378” (35mm)

FINS: Plastic Fin-Unit
RECOVERY: 14” Parachute

Q-JET™ Motors To Use:  
White Lightning™: D22-4W,  

D22-7W, E26-4W, E26-7W

 

ICARUSTM
(No. 2006)

Flights up to 1.400 ft. (427m)
SKILL LEVEL 2 

LENGTH: 31” (78.7 cm)
DIA.: 1.378” (35mm)

FINS: Laser-Cut Balsa
RECOVERY: Dual 14” Parachutes

Q-JET™ Motors To Use: 
White Lightning™: D22-4W,  

D22-7W, E26-4W, E26-7W

HIGH PERFORMANCE 18MM X 70MM “A” TO “D” SIZE 
COMPOSITE PROPELLANT MODEL ROCKET MOTORS
•  Same Family Of Solid Propellant As NASA’s Space Shuttle  

Boosters, Military Missiles, Sounding Rockets and NASA’s  
new SLS moon rocket boosters.

•   Black Max Q-Jets Deliver Faster Lift-Offs, Denser Dark Tracking  
Smoke & More Reliable Lift-Off Performance.

•  White Lightning Q-Jets Produce A Brilliant White Exhaust Plume  
& Bright White Smoke At Lift-Off.

•  Q-Jet Complete Launch Packs Include Rocket Motors,  
Initiators, Recovery Wadding & Q-Pics.

•  All Q-Jet Composite Propellant Model Rocket Motors  
Are Competitively Priced With Traditional Black Powder  
Model Rocket Motors.

2.5 / .6
2.5 / .6

4.9 / 1.1
4.9 / 1.1
9.8 / 2.2
9.8 / 2.2
9.8 / 2.2

12.4 / 2.8
12.4 / 2.8
12.4 / 2.8

Total Impulse
(N-sec / lb-sec)

7.0 / 1.6
7.0 / 1.6
7.0 / 1.6
7.0 / 1.6

17.5 / 3.9
17.5 / 3.9
17.5 / 3.9
22.3 / 5.0
22.3 / 5.0
22.3 / 5.0

Peak
Thrust (N / lb)

2.1 / .07
2.1 / .07
3.6 / .13
3.6 / .13
7.7 / .20
7.7 / .20
7.7 / .20
9.9 / .31
9.9 / .31
9.9 / .31

Propellant
Weight (g / oz)

17.9 / .6
17.9 / .6
19.8 / .7
19.8 / .7

23.7 / .74
23.7 / .74
23.7 / .74
25.7 / .85
25.7 / .85
25.7 / .85

Total 
Weight (g / oz)

56 / 2
28 / 1
85 / 3

28 / 1.5
113 / 4

113 / 3.3
71 / 2.5
340 / 12
227 / 8
170 / 6

Max Lift-Off  
Weight (g / oz)

A3-4FJ  #6108
A3-6FJ  #6109
B4-4FJ  #6112
B4-6FJ  #6113
C12-4FJ  #6116
C12-6FJ  #6117
C12-8FJ  #6118
D16-4FJ  #6120
D16-6FJ  #6121
D16-8FJ  #6122

18mm x 70mm
Black MaxTM

A6-4, A8-3
A8-5

B4-4, B6-4
B6-6
C6-3
C6-5
C6-7

D12-3
D12-5
D12-7

Equivalent Black Powder 
Rocket Motor Type

4.9 / 1.1
4.9 / 1.1
9.8 / 2.2
9.8 / 2.2
9.8 / 2.2

13.8 / 3.1
13.8 / 3.1
13.8 / 3.1

Total Impulse
(N-sec / lb-sec)

8.9 / 2.0
8.9 / 2.0

23.6 / 5.3
23.6 / 5.3
23.6 / 5.3
24.3 / 5.5
24.3 / 5.5
24.3 / 5.5

Peak
Thrust (N / lb)

2.8 / .10
2.8 / .10
5.6 / .20
5.6 / .20
5.6 / .20
8.7 / .31
8.7 / .31
8.7 / .31

Propellant
Weight (g / oz)

19.0 / .67
19.0 / .67
20.9 / .74
20.9 / .74
20.9 / .74
24.1 / .85
24.1 / .85
24.1 / .85

Total 
Weight (g / oz)

85 / 3
28 / 1.5
113 / 4

113 / 3.3
71 / 2.5
340 / 12
227 / 8
170 / 6

Max Lift-Off  
Weight (g / oz)

B6-4W  #6123
B6-6W  #6124
C18-4W  #6125
C18-6W  #6126
C18-8W  #6127
D20-4W  #6130
D20-6W  #6131
D20-8W  #6132

18mm x 70mm
White LightningTM

B4-4, B6-4
B6-6
C6-3
C6-5
C6-7

D12-3
D12-5
D12-7

Equivalent Black Powder 
Rocket Motor Type

Prod. 
No.

Prod. 
No.

COMPOSITE PROPELLANT  
MODEL ROCKET MOTORS

SKILL LEVEL 1, 2 & 3  
MODEL ROCKET KITS

6 7Black Max Lift-OffWhite Lightning Lift-Off

KITS USE 
18mm x 70mm Q-JET

&
24mm x 70mm Q-JET
ROCKET MOTORS

Includes Motor Mount Adapter for  
18mm x 70mm Rocket Motors



SKYSCOPE ALTITUDE MEASURER  
(No. 7812)

A

B

C

D

E

G

F

H

A. NOSE CONE 
Guides airflow  around the  rocket 
(streamlines). 

B. RECOVERY SYSTEM 
Parachute, streamer or  other device for 
retrieving  the rocket safely and intact.

C. WADDING
Protects recovery system  from hot 
ejection  charge gases.

D. BODY TUBE 
Main structural part,  (airframe), 
usually a  strong paper tube.

E. LAUNCH LUG 
Attaches rocket to  Launch Pad launch 
 rod for initial  guidance at Lift-Off.

F. FINS 
Keep rocket traveling straight.  

G. Q-JET ROCKET MOTOR 
Safe non-reusable device.  A new 
Q-Jet rocket motor is needed for each 
 rocket flight. 

H. MOTOR MOUNT
Holds rocket motor  in place.

PARTS OF QUEST MODEL ROCKET
NOTE: Kit features may vary.

 ASTRA III MODEL ROCKET KIT MID-POWER LAUNCH SYSTEM & ACCESSORIES
MANTIS DELUXE LAUNCH PAD (No. 89281)

The most versatile model rocket launch pad available.  
See page 12 for more features and detailed information.

 

INTERLOCK LAUNCH CONTROLLER(No. 89381)
Professional style launch controller featuring the “Key-Eject”  

safety key ejection system. See page 12 for more  
features and detailed information.

 
 
 
 

FIRSTFIRE MINI & JR. INITIATORS

FIRSTFIRE MINI INITIATORS (No. 89899) 
for D & E Composite Propellant Model Rocket Motors (3/pk.)

FIRSTFIRE JR. INITIATORS (No. 89895)
for E, F & G Composite Propellant Model Rocket Motors (3/pk.) 

Complete Pre-Packed Educational Classroom Packs featuring 12 pc. & 25 pc. Value Packs 
for Rocket Kits & Q-Jet Rocket Motors, plus Quest Classroom Water Rocket Systems are 

available on page 10 & 11 and on our AeroTech/Quest website at www.aerotech-quest.com.

Complete Pre-Packed Educational Classroom Packs featuring 12 pc. & 25 pc. Value Packs 
for Rocket Kits & Q-Jet Rocket Motors, plus Quest Classroom Water Rocket Systems are 

available on page 10 & 11 and on our AeroTech/Quest website at www.aerotech-quest.com.

NEW 24MM X 70MM Q-JET  “D” & “E” SIZE  
WHITE LIGHTNINGTM  COMPOSITE PROPELLANT   
MODEL ROCKET MOTORS
•  Smaller, Lighter and More Powerful Composite Propellant Model 

Rocket Motors.
•  Features Aerospace Grade White Lightning, AeroTech’s Most Popular 

Propellant Formulation.
•  Nearly A Full “D” With 19.3 N-sec Total Impulse & 0.9 Sec Burn Time.
•  High Thrust “E” With 27.9 N-sec Total Impulse & 1.2 sec Burn Time.
•  Designed With A Built-In Thrust Ring To Fit Into A 24mm x 70mm Motor Mount.
•  Attractive Clamshell Packaging Which Is USPS Mailable.

NEW 24mm x 95mm Q-JET  “E” & “F” SIZE  
WHITE LIGHTNINGTM  COMPOSITE PROPELLANT  
MODEL ROCKET MOTORS
•  Smaller, Lighter and More Powerful Composite Propellant 

Mid-Power Model Rocket Motors.
•  Features Aerospace Grade White Lightning, AeroTech’s Most 

Popular Propellant Formulation.
•  A Full “E” With 40.0 N-sec Total Impulse and  

1.1 Sec Burn Time.
•  Mid-Range “F” With 46.0 N-sec Total Impulse and 

 1.1 sec Burn Time.
•  Designed With A Built-In Thrust Ring To Fit Into A  

24mm x 95mm Motor Mount.
•  Attractive Clamshell Packaging Which Is USPS Mailable.

19.3 / 4.3
19.3 / 4.3
19.3 / 4.3
27.9 / 6.3
27.9 / 6.3
27.9 / 6.3

Total Impulse
(N-sec / lb-sec)

27.6 / 6.2
27.6 / 6.2
27.6 / 6.2
27.9 / 6.3
27.9 / 6.3
27.9 / 6.3

Peak
Thrust (N / lb)

12.0 / .42
12.0 / .42
12.0 / .42
18.3 / .65
18.3 / .65
18.3 / .65

Propellant
Weight (g / oz)

37.5 / 1.3
37.5 / 1.3
37.5 / 1.3
44.0 / 1.6
44.0 / 1.6
44.0 / 1.6

Total 
Weight (g / oz)

397 / 14
340 / 12
284 / 10
454 / 16
397 / 14
340 / 12

Max Lift-Off  
Weight (g / oz)

D12-4
D12-5
D12-7

E12-4, E16-4
E12-6, E16-6
E12-8, E16-8

Equivalent Black Powder 
Rocket Motor Type

D22-4W  #6133
D22-7W  #6134
D22-10W  #6136
E26-4W  #6140
E26-7W  #6142
E26-10W  #6144

24mm x 70mm
White LightningTM

Prod. 
No.

40.0 / 9.0
40.0 / 9.0
40.0 / 9.0

46.0 / 10.34
46.0 / 10.34
46.0 / 10.34

Total Impulse
(N-sec / lb-sec)

43.7 / 9.8
43.7 / 9.8
43.7 / 9.8

50.5 / 11.3
50.5 / 11.3
50.5 / 11.3

Peak
Thrust (N / lb)

25.4 / .09
25.4 / .09
25.4 / .09

30.0 / 1.06
30.0 / 1.06
30.0 / 1.06

Propellant
Weight (g / oz)

56 / 1.98
56 / 1.98
56 / 1.98
62 / 2.19
62 / 2.19
62 / 2.19

Total 
Weight (g / oz)

726 / 25.6
635 / 22.4
544 / 19.2
835 / 29.5
730 / 25.7
626 / 22.1

Max Lift-Off  
Weight (g / oz)

E12-4, E16-4
E12-6, E16-6
E12-8, E16-8

F15-4
F15-6
F16-8

Equivalent Black Powder 
Rocket Motor Type

E35-5W  #6150
E35-8W #6152
E35-11W  #6154
F41-5W #6160
F41-8W #6162
F41-11W #6164

24mm x 95mm
White LightningTM

Prod. 
No.

LAUNCH SYSTEM  
& ACCESSORIES

COMPOSITE PROPELLANT  
MODEL ROCKET MOTORS
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MODEL ROCKET  
LAUNCH SYSTEMS  

& ACCESSORIES

15’ PHASER LAUNCH  
CABLE EXTENSION  

for launching “E” to “G”size 
rocket motors.   

(Extends Phaser launch 
cable to more than 30’)  

(No. 7815)

COMPLETE LAUNCH  
CONTROL SYSTEM (No. 7700) 

Includes Lift-Off Launch Pad & Phaser Launch Controller. 

FUTURISTIC HANDHELD PHASERTM  LAUNCH CONTROLLER (No. 7512)    
Bright Red LED Arming Light, Two-Handed Operation,  
Pre-Attached Safety Key, 18’ Launch Cable

LIFT-OFF LAUNCH PAD (NO. 7610)   
 Features tilt adjustment, rocket stand-off, two-piece   
36” launch rod & metal  blast deflector.

PARACHUTE RECOVERY WADDING  (100 sheets) (No. 7021)

FIRSTFIRE MICRO INITIATORS  (3/pk.) (No. 7026)

NEW!



DIE-CUT FEATHERWEIGHT RIGID FOAM FINS
Fool-proof fin alignment combined with 
ultralight material, reduces weight and 
increases altitude of rocket. 

TILT/STAKE
Secures Launch Pad to 
the ground and allows 
Pad tilt in 5° increments.

STANDARD BICYCLE FILL VALVE
Use standard air pump  

with pressure gauge (Not Included). 

SOFT FOAM BUMPER

TUMBLE RECOVERYUSES AIR & WATER  
AS ROCKET FUEL

PET SODA BOTTLE
Durable material 

withstands 100s of 
pressurizations. 

(Provided by student  
— Not Included

MOLDED  
ROCKET NOZZLE

Restricts release rate 
of fuel creating higher 

and longer thrust.

15 FOOT PULL CORD
Stand back for a better view of your 

launch and don’t get wet! 

SAFETY RELEASE LEVER
Holds rocket safely and 

securely until ready-to-launch. 

15 FOOT PULL CORD
Stand back for a better view of your 

launch and don’t get wet! 

MODEL ROCKET KITS
AVAILABLE IN 12 & 25 PACKS

EDUCATIONAL VALUE PACKS 
FOR SCHOOLS, CAMPS  
& YOUTH GROUPS

EDUCATIONAL VALUE PACKS
& WATER ROCKETS
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EDUCATIONAL  
VALUE PACKS

EDUCATIONAL  
WATER ROCKETS  
FOR TEACHERS, YOUTH GROUPS & CAMPS

Delux Single Water Rocket Starter Set #7360
Water Rocket Two Rocket Set  #7361
Single Water Rocket   #7332
6 Piece Water Rocket Class Set  #7316
All-Inclusive 6 Water Rocket Class Pack #7324
12 Piece Water Rocket Class Pack  #7315
25 Piece Water Rocket Class Pack  #7314
Complete Water Rocket Launch System #7308

Prod. No. Educational Water Rocket Kits

For additional  
information on Quest 
Educational Value 
Packs, Water Rockets, 
Micro Maxx Rockets, 
Model rocket kit parts 
& Product Pricing 

check out the AeroTech/Quest website at 
www.aerotech-quest.com  
or scan this QR code.

Q-JET COMPOSITE PROPELLANT   
MODEL ROCKET MOTORS

INCLUDES ROCKET MOTORS,  
INITIATORS, RECOVERY WADDING & Q-PICS  

AVAILABLE IN 12 & 25 PACKS

Q-JET ROCKET MOTOR VALUE PACKS 
BLACK MAX 

Multi-Motor 12PK
Includes 3 ea. A3-4FJ, B4-4FJ, C12-6FJ & D16-6FJ   

A3-4FJ Q-Jet Rocket Motors
B4-4FJ Q-Jet Rocket Motors
C12-4FJ Q-Jet Rocket Motors
C12-6FJ Q-Jet Rocket Motors
D16-4FJ Q-Jet Rocket Motors
D16-6FJ Q-Jet Rocket Motors

WHITE LIGHTNING
Multi-Motor 12PK

Includes 4 ea. B6-4W, C18-6W & D20-6W 
B6-4W Q-Jet Rocket Motors
C18-4W Q-Jet Rocket Motors
C18-6W Q-Jet Rocket Motors
D20-4W Q-Jet Rocket Motors
D20-6W Q-Jet Rocket Motors

  Product No. 
12pk      25pk

#6312 

#6304   #6404
#6314   #6414
#6324   #6424
#6326   #6426
#6364   #6464
#6366   #6466

#6317

#6318   #6418
#6334   #6434
#6336   #6436
#6374   #6474
#6376   #6476

NOVIA ROCKET KIT  
12PK #5482  
25PK #5582

VIPER ROCKET KIT
12PK #5494
25PK #5594

STARHAWK  
ROCKET KIT

12PK #5483
25PK #5583

ASTRA ROCKET KIT
12PK #5484
25PK #5584

ASTRA III ROCKET KIT
12PK #5495
25PK #5595

COURIER ROCKET KIT
12PK #5496
25PK #5596

PAYLOADER ONE   
ROCKET KIT

12PK #5485
25PK #5585



MID-POWER  
MODEL ROCKET KITS

MID-POWER  
MODEL ROCKETRY

BIG DOG No. 5010
SKILL LEVEL 3 
LENGTH: 32.5”/ 82.6 cm  
DIA.: 1.92” / 50 mm
RECOVERY: Fabric Parachute 
ENERJET Motors To Use:  
E20-4W, E20-7W, E30-4T, E30-7T, F44-8W,  
F52-5C, F52-8C, F67-6W, F67-9W HIGH-Q No. 5012

SKILL LEVEL 3
LENGTH: 30.5”/ 77.5 cm 

DIA.: 1.92” / 50 mm
RECOVERY: Fabric Parachute 

ENERJET Motors To Use:  
E20-4W, E20-7W, E30-4T, E30-7T, F44-8W,  

F52-5C, F52-8C, F67-6W, F67-9W

MINOTAUR No. 5015
SKILL LEVEL 4
LENGTH: 28.75”/ 73.0 cm  
DIA.: 1.92” / 50 mm 
RECOVERY: Fabric Parachute
ENERJET Motors To Use: 
E20-4W, E30-4T, F44-4W, F52-5C, 
F52-8C, F67-4W, F67-6W

MEAN GREEN No. 5013
SKILL LEVEL 3 

LENGTH: 24.5”/ 62.2 cm  
DIA.: 1.92” / 50 mm

RECOVERY: Fabric Parachute 
ENERJET Motors To Use: 

E20-4W, E20-7W, E30-4T, E30-7T, F44-8W,  
F52-5C, F52-8C, F67-6W, F67-9W

  QUAD RUNNER No. 5016
SKILL LEVEL 4
LENGTH: 27.5”/ 69.9 cm
DIA.: 1.92” / 50 mm
RECOVERY: Fabric Parachute 
ENERJET Motors To Use: 
E20-4W, E20-7W, E30-4T, E30-7T, F44-4W,  
F44-8W, F52-5C, F52-8C, F67-6W, F67-9W

LIL’ GRUNT No. 5014
SKILL LEVEL 3 

LENGTH: 17.0”/ 43.2 cm  
DIA.: 1.92” / 50 mm

RECOVERY: 36” Fabric Streamer 
ENERJET Motors To Use: 

E20-4W, E20-7W, E30-4T, E30-7T, F44-8W,  
F52-5C, F52-8C, F67-6W, F67-9W

NIKE RAM No. 4800
SKILL LEVEL 3 
LENGTH: 24.25”/ 61.6 cm  
DIA.: 1.37” / 35 mm
RECOVERY: Streamer 
ENERJET Motors To Use: 
E24-10C, F20-7W, F23-7FJ, F27-8R,  
F42-8T, F52-12C, F67-9W, F67-14C 

MID-POWER ROCKET KITS DESIGNED FOR “E” & “F” SIZE 
COMPOSITE PROPELLANT MODEL ROCKET MOTORSINITIATOR  

SYSTEMS PACKAGE (ISP) 
MID-POWER MODEL ROCKET LAUNCH SET  

(No. 89001)
The ISP Launch Set includes the Initiator Mid-Power Rocket Kit,  

advanced Mantis Launch Pad & Professional Style Interlock Launch Controller.

INITIATOR MID-POWER ROCKET KIT
Innovative, versatile & durable advanced model rocket design.  Features heavy duty nose cone & body tube 

pre-slit for perfect fin alignment.  Pre-shaped polymer fins, with precision molded low drag airfoils, fit directly 
into the motor mount just like a professional rocket.  Baffle ejection system eliminates the need for parachute 

recovery wadding to protect the 24” dia. nylon parachute.  Features anodized aluminum motor retainer system, 
fabric elastic shock cord, optional launch rail guides and colorful self-adhesive decals.  Over 3 feet long with a 

2.6” dia. cross section.  Flies with E, F & G size composite propellant model rocket motors.

MANTIS LAUNCH PAD
The most versatile model rocket launch pad available.  

Designed to launch A to G size model rockets and 
accommodates 1/8”, 3/16” & 1/4” dia. launch rods.  Rotates 

360 degrees and features a dial-in launch angle adjustment up 
to 15 degrees from the vertical.  Loaded rocket is positioned 

24” above the ground with a swing-arm that lowers the launch 
rod to a horizontal position making launch prep fast, easy & 

safe.  Rugged aluminum launch pad legs slide in for easy set-up 
& slide out for easy storage.  Features a two-piece 1/4” dia. 
launch rod, rocket stand-off & angled metal blast deflector.

INTERLOCK  
LAUNCH CONTROLLER

Professional style launch controller featuring the “Key-Eject” 
safety key ejection system, requiring two-handed launch control 
operation.  Once armed the Interlock Controller emits a warning 

tone alerting spectators that a launch is eminent.  Designed with a 
flip-open case, bright graphics, large safety key & 40 feet of power 

cord to attach to a 12-volt power source.   

HERE’S  HERE’S  
WHERE TO  WHERE TO  
BEGIN IN BEGIN IN 

MID-POWER  MID-POWER  
MODEL  MODEL  

ROCKETRY!ROCKETRY!
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Barracuda™Sleek, slender and over 4 feet tall, the 
Barracuda is sure to impress everyone 

with its standout good looks and majestic 

flights. As with all our kits, the features 

include molded fins and nose cone, and a 

no-wadding ejection system!Specifications:Length: 56”/142 cmDiameter: 1.9”/4.7 cmWeight (without motor): 14oz/400gms
Fins: 3
Product No. 89020

Recommended RMS Motors:
Motor Proj. Altitude (ft/m)
E18-4W 750 / 230E11-3J 500 / 150E28-4T 800 / 240F24-7W 1100 / 330F12-5J 700 / 210F39-6T 1150 / 350F35-8W 1510 / 460E16-4W 600 / 180E23-5T 600 / 180F40-7W 1900 / 580F22-7J 1400 / 430F52-8T 1850 / 560G53-7FJ 2350 / 710G64-10W 3000 / 910G71-10R 3000 / 910G76-10G 3000 / 910

Recommended SU Motors:
Motor Proj. Altitude (ft/m)
E15-4W 820 / 250E30-4T 820 / 250F32-8T 1510 / 460F20-7W* 1510 / 460F23-7FJ* 1260 / 380F25-9W 1630 / 500F26-9FJ 1360 / 410F27-8R* 1200 / 370F42-8T* 1250 / 380F50-9T 1730 / 530G38-7FJ 1990 / 610G40-10W 2480 / 760G77-10R 2600 / 790G78-10G 2600 / 790G79-10W 2600 / 790G80-13T** 3380 / 1030*Econojet Motor**137 N-sec version

Cheetah™Like its namesake, this rocket is simply fast! 

The Cheetah is also AeroTech’s altitude champ, 

soaring to over 4000 feet on “G80T” power. 

Our patented no-wadding ejection system and 

nylon parachute bring this cat back home flight 

after flight.

Specifications:Length: 32”/81 cmDiameter: 1.9”/4.7 cmWeight (without motor): 10oz/280gms
Fins: 3
Product No. 89016

Recommended RMS Motors:
Motor Proj. Altitude (ft/m)
D15-4T 400 / 120E18-7W 1150 / 350E11-5J 900 / 270E28-7T 1150 / 350F24-7W 1500 / 450F12-5J 1200 / 360F39-9T 1550 / 470F35-8W 2040 / 620E16-7W 950 / 290E23-8T 900 / 270F40-10W 2300 / 700F22-7J 1850 / 560F52-8T 2200 / 670G53-7FJ 2750 / 830G64-10W 3200 / 970G71-10R 3200 / 970G76-10G 3200 / 970

Recommended SU Motors:
Motor Proj. Altitude (ft/m)
E15-7W 1130 / 340E30-7T 1290 / 390F32-8T 2040 / 620F20-7W* 2040 / 620F23-7FJ* 1760 / 540F25-9W 2180 / 660F26-9FJ 1880 / 570F27-8R* 1700 / 520F42-8T* 1720 / 520F50-9T 2240 / 680G38-7FJ 2540 / 770G40-10W 3050 / 930G77-10R 3150 / 960G78-10G 3150 / 960G79-10W 3150 / 960G80-13T** 4110 / 1250*Econojet Motor**137 N-sec version

Wart-Hog™As tough and “stout” as its namesake, the 

AeroTech Wart-Hog blends E, F, and G perfor-

mance with the construction convenience of 

molded fins and self-adhesive decals to create a 

large rocket of a different breed.Specifications:Length: 37”/94 cmDiameter: 2.6”/6.7 cmWeight (without motor): 14oz/400gms
Fins: 4
Product No. 89018

Recommended RMS Motors:
Motor Proj. Altitude (ft/m)
E18-4W 600 / 180E11-3J 450 / 140E28-4T 650 / 200F24-4W 850 / 260F12-3J 600 / 180F39-6T 850 / 260F35-5W 1290 / 390E16-4W 500 / 150E23-5T 500 / 150F40-7W 1350 / 410F22-5J 1050 / 320F52-8T 1300 / 400G53-7FJ 1650 / 500G64-7W 1900 / 580G71-7R 1900 / 580G76-7G 1900 / 580

Recommended SU Motors:
Motor Proj. Altitude (ft/m)
E15-4W 730 / 220E30-4T 800 / 240F32-4T 1290 / 390F20-4W* 1290 / 390F23-4FJ* 1100 / 340F25-6W 1430 / 440F26-6FJ 1240 / 380F27-4R* 1100 / 340F42-4T* 1060 / 320F50-6T 1450 / 440G38-7FJ 1710 / 520G40-7W 1990 / 610G77-7R 2100 / 640G78-7G 2100 / 640G79-7W 2100 / 640G80-10T** 2660 / 810*Econojet Motor**137 N-sec version
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Barracuda™Sleek, slender and over 4 feet tall, the 
Barracuda is sure to impress everyone 

with its standout good looks and majestic 

flights. As with all our kits, the features 

include molded fins and nose cone, and a 

no-wadding ejection system!Specifications:Length: 56”/142 cmDiameter: 1.9”/4.7 cmWeight (without motor): 14oz/400gms
Fins: 3
Product No. 89020

Recommended RMS Motors:
Motor Proj. Altitude (ft/m)
E18-4W 750 / 230E11-3J 500 / 150E28-4T 800 / 240F24-7W 1100 / 330F12-5J 700 / 210F39-6T 1150 / 350F35-8W 1510 / 460E16-4W 600 / 180E23-5T 600 / 180F40-7W 1900 / 580F22-7J 1400 / 430F52-8T 1850 / 560G53-7FJ 2350 / 710G64-10W 3000 / 910G71-10R 3000 / 910G76-10G 3000 / 910

Recommended SU Motors:
Motor Proj. Altitude (ft/m)
E15-4W 820 / 250E30-4T 820 / 250F32-8T 1510 / 460F20-7W* 1510 / 460F23-7FJ* 1260 / 380F25-9W 1630 / 500F26-9FJ 1360 / 410F27-8R* 1200 / 370F42-8T* 1250 / 380F50-9T 1730 / 530G38-7FJ 1990 / 610G40-10W 2480 / 760G77-10R 2600 / 790G78-10G 2600 / 790G79-10W 2600 / 790G80-13T** 3380 / 1030*Econojet Motor**137 N-sec version

Cheetah™Like its namesake, this rocket is simply fast! 

The Cheetah is also AeroTech’s altitude champ, 

soaring to over 4000 feet on “G80T” power. 

Our patented no-wadding ejection system and 

nylon parachute bring this cat back home flight 

after flight.

Specifications:Length: 32”/81 cmDiameter: 1.9”/4.7 cmWeight (without motor): 10oz/280gms
Fins: 3
Product No. 89016

Recommended RMS Motors:
Motor Proj. Altitude (ft/m)
D15-4T 400 / 120E18-7W 1150 / 350E11-5J 900 / 270E28-7T 1150 / 350F24-7W 1500 / 450F12-5J 1200 / 360F39-9T 1550 / 470F35-8W 2040 / 620E16-7W 950 / 290E23-8T 900 / 270F40-10W 2300 / 700F22-7J 1850 / 560F52-8T 2200 / 670G53-7FJ 2750 / 830G64-10W 3200 / 970G71-10R 3200 / 970G76-10G 3200 / 970

Recommended SU Motors:
Motor Proj. Altitude (ft/m)
E15-7W 1130 / 340E30-7T 1290 / 390F32-8T 2040 / 620F20-7W* 2040 / 620F23-7FJ* 1760 / 540F25-9W 2180 / 660F26-9FJ 1880 / 570F27-8R* 1700 / 520F42-8T* 1720 / 520F50-9T 2240 / 680G38-7FJ 2540 / 770G40-10W 3050 / 930G77-10R 3150 / 960G78-10G 3150 / 960G79-10W 3150 / 960G80-13T** 4110 / 1250*Econojet Motor**137 N-sec version

Wart-Hog™As tough and “stout” as its namesake, the 

AeroTech Wart-Hog blends E, F, and G perfor-

mance with the construction convenience of 

molded fins and self-adhesive decals to create a 

large rocket of a different breed.Specifications:Length: 37”/94 cmDiameter: 2.6”/6.7 cmWeight (without motor): 14oz/400gms
Fins: 4
Product No. 89018

Recommended RMS Motors:
Motor Proj. Altitude (ft/m)
E18-4W 600 / 180E11-3J 450 / 140E28-4T 650 / 200F24-4W 850 / 260F12-3J 600 / 180F39-6T 850 / 260F35-5W 1290 / 390E16-4W 500 / 150E23-5T 500 / 150F40-7W 1350 / 410F22-5J 1050 / 320F52-8T 1300 / 400G53-7FJ 1650 / 500G64-7W 1900 / 580G71-7R 1900 / 580G76-7G 1900 / 580

Recommended SU Motors:
Motor Proj. Altitude (ft/m)
E15-4W 730 / 220E30-4T 800 / 240F32-4T 1290 / 390F20-4W* 1290 / 390F23-4FJ* 1100 / 340F25-6W 1430 / 440F26-6FJ 1240 / 380F27-4R* 1100 / 340F42-4T* 1060 / 320F50-6T 1450 / 440G38-7FJ 1710 / 520G40-7W 1990 / 610G77-7R 2100 / 640G78-7G 2100 / 640G79-7W 2100 / 640G80-10T** 2660 / 810*Econojet Motor**137 N-sec version
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Astrobee D™

The AeroTech flagship. A painstakingly 

crafted scale model, the “D” is nearly 6 

feet of breathtaking molded detail. All of 

AeroTech’s trademark construction fea-

tures combine with “G” power to make 

this kit a “must have” rocket experience.

Specifications:

Length: 68”/173 cm

Diameter: 2.6”/6.7 cm

Weight (without motor): 28oz/790gms

Fins: 4 

Product No. 89015

Recommended RMS Motors:

Motor Proj. Altitude (ft/m)

F40-4W 750 / 230

F52-5T 750 / 230

G64-4W 1350 / 410

G71-4R 1350 / 410

G76-4G 1350 / 410

Recommended SU Motors:

Motor Proj. Altitude (ft/m)

F50-4T 720 / 220

G38-4FJ 950 / 290

G40-4W 1140 / 410

G77-4R 1200 / 370

G78-4G 1200 / 370

G79-4W 1200 / 370

G80-7T* 1530 / 470

*137 N-sec version

Sumo™
For those who love to see a short, fat rocket 

with slow lift offs, the Sumo is it! A big four 

inch diameter kit with impressive decals, the 

SUMO really stands out!

Specifications:

Length: 39”/99 cm

Diameter: 4.0”/10.1 cm

Weight (without motor): 32oz/907gms

Fins: 4 

Product No. 89024

Recommended RMS Motors:

Motor 
Proj. Altitude (ft/m)

G64-4W 1000 / 300

G71-4R 1000 / 300

G76-4G 1000 / 300

H128W-S* 2000 / 600

H165R-S* 2000 / 600

H238T-S* 2000 / 600

H180W-M* 2600 / 790

H210R-M* 2600 / 790

H220T-M* 2600 / 790

H250G-M* 2600 / 790

Recommended SU Motors:

Motor 
Proj. Altitude (ft/m)

G38-4FJ 690 / 210

G40-4W 870 / 270

G77-4R 950 / 290

G78-4G 950 / 290

G79-4W 950 / 290

G80-7T** 1220 / 370

*29mm High Power RMS Motor  

**137 N-sec version

Mirage™
For those who want to fly a really big rock-

et, the Mirage is it! Lift-offs are impres-

sively slow and realistic when this 7 foot 

monster roars off the pad on “G” power. 

Recovery is on two big nylon parachutes.

Specifications:

Length: 87”/220 cm

Diameter: 2.6”/6.7 cm

Weight (without motor): 31oz/880gms

Fins: 3

Product No. 89019

Recommended RMS Motors:

Motor Proj. Altitude (ft/m)

F40-4W 650 / 200

F52-5T 650 / 200

G64-4W 1300 / 400

G71-4R 1300 / 400

G76-4G 1300 / 400

Recommended SU Motors:

Motor Proj. Altitude (ft/m)

F50-4T 510 / 160

G38-4FJ 680 / 210

G40-4W 870 / 270

G77-4R 950 / 290

G78-4G 950 / 290

G79-4W 950 / 290

G80-7T* 1210 / 370   

*137 N-sec version

G-Force™

This kit stands over five feet tall! 

Featuring a big four inch diameter, the 

G-Force provides spectacular slow 

lift-offs when powered by AeroTech 

“G” motors. 

Specifications:

Length: 60”/152cm

Diameter: 4”/10.1 cm

Weight (without motor): 32oz/907gms 

Fins: 3

Product No. 89021

Recommended RMS Motors:

Motor Proj. Altitude (ft/m)

G64-4W 800 / 240

G71-4R 800 / 240

G76-4G 800 / 240

Recommended SU Motors:

Motor Proj. Altitude (ft/m)

G38-4FJ 440 / 130

G40-4W 600 / 180

G77-4R 700 / 210

G78-4G 700 / 210

G79-4W 700 / 210

G80-7T* 880 / 270  

*137 N-sec version

Projected Altitudes

For a given motor/rocket combina-

tion, the projected altitude shown 

will vary from rocket to rocket and 

flight to flight because of differences 

in launch site elevation, completed 

rocket weight, smoothness of finish, 

weather conditions and normal varia-

tion in motor performance. Projected 

altitudes are for a sea level launch site 

and without the rocket carrying any 

payload.
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Astrobee D™
The AeroTech flagship. A painstakingly crafted scale model, the “D” is nearly 6 feet of breathtaking molded detail. All of AeroTech’s trademark construction fea-tures combine with “G” power to make this kit a “must have” rocket experience.Specifications:Length: 68”/173 cmDiameter: 2.6”/6.7 cmWeight (without motor): 28oz/790gmsFins: 4 

Product No. 89015

Recommended RMS Motors:Motor Proj. Altitude (ft/m)F40-4W 750 / 230F52-5T 750 / 230G64-4W 1350 / 410G71-4R 1350 / 410G76-4G 1350 / 410

Recommended SU Motors:Motor Proj. Altitude (ft/m)F50-4T 720 / 220G38-4FJ 950 / 290G40-4W 1140 / 410G77-4R 1200 / 370G78-4G 1200 / 370G79-4W 1200 / 370G80-7T* 1530 / 470*137 N-sec version

Sumo™
For those who love to see a short, fat rocket with slow lift offs, the Sumo is it! A big four inch diameter kit with impressive decals, the SUMO really stands out!

Specifications:Length: 39”/99 cmDiameter: 4.0”/10.1 cmWeight (without motor): 32oz/907gmsFins: 4 
Product No. 89024

Recommended RMS Motors:Motor Proj. Altitude (ft/m)G64-4W 1000 / 300G71-4R 1000 / 300G76-4G 1000 / 300H128W-S* 2000 / 600H165R-S* 2000 / 600H238T-S* 2000 / 600H180W-M* 2600 / 790H210R-M* 2600 / 790H220T-M* 2600 / 790H250G-M* 2600 / 790
Recommended SU Motors:Motor Proj. Altitude (ft/m)G38-4FJ 690 / 210G40-4W 870 / 270G77-4R 950 / 290G78-4G 950 / 290G79-4W 950 / 290G80-7T** 1220 / 370*29mm High Power RMS Motor  **137 N-sec version

Mirage™
For those who want to fly a really big rock-et, the Mirage is it! Lift-offs are impres-sively slow and realistic when this 7 foot monster roars off the pad on “G” power. Recovery is on two big nylon parachutes.

Specifications:Length: 87”/220 cmDiameter: 2.6”/6.7 cmWeight (without motor): 31oz/880gmsFins: 3
Product No. 89019

Recommended RMS Motors:Motor Proj. Altitude (ft/m)F40-4W 650 / 200F52-5T 650 / 200G64-4W 1300 / 400G71-4R 1300 / 400G76-4G 1300 / 400

Recommended SU Motors:Motor Proj. Altitude (ft/m)F50-4T 510 / 160G38-4FJ 680 / 210G40-4W 870 / 270G77-4R 950 / 290G78-4G 950 / 290G79-4W 950 / 290G80-7T* 1210 / 370   *137 N-sec version

G-Force™
This kit stands over five feet tall! Featuring a big four inch diameter, the G-Force provides spectacular slow lift-offs when powered by AeroTech “G” motors. 

Specifications:Length: 60”/152cmDiameter: 4”/10.1 cmWeight (without motor): 32oz/907gms Fins: 3
Product No. 89021

Recommended RMS Motors:Motor Proj. Altitude (ft/m)G64-4W 800 / 240G71-4R 800 / 240G76-4G 800 / 240

Recommended SU Motors:Motor Proj. Altitude (ft/m)G38-4FJ 440 / 130G40-4W 600 / 180G77-4R 700 / 210G78-4G 700 / 210G79-4W 700 / 210G80-7T* 880 / 270  *137 N-sec version

Projected AltitudesFor a given motor/rocket combina-tion, the projected altitude shown will vary from rocket to rocket and flight to flight because of differences in launch site elevation, completed rocket weight, smoothness of finish, weather conditions and normal varia-tion in motor performance. Projected altitudes are for a sea level launch site and without the rocket carrying any payload.
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IQSY Tomahawk™

If you have never built a scale model before, 

the Tomahawk makes the perfect first project. 

Loaded with striking detail and E, F, and G 

power capable, this is one scale model that 

flies like a real sounding rocket.

Specifications:

Length: 41”/104 cm

Diameter: 1.9”/4.7 cm

Weight (without motor): 11oz/310gms

Fins: 4
Product No. 89014

Recommended RMS Motors:

Motor Proj. Altitude (ft/m)

E18-7W 900 / 270

E11-5J 600 / 180

E28-7T 850 / 260

F24-7W 1100 / 330

F12-5J 800 / 240

F39-6T 1250 / 380

F35-8W 1800 / 550

E16-7W 850 / 260

E23-5T 650 / 200

F40-10W 2100 / 640

F22-7J 1500 / 450

F52-8T 1950 / 590

G53-7FJ 2450 / 740

G64-10W 3150 / 950

G71-10R 3150 / 950

G76-10G 3150 / 950

Recommended SU Motors:

Motor Proj. Altitude (ft/m)

E15-7W 930 / 280

E30-7T 1100 / 340

F32-8T 1800 / 550

F20-7W* 1800 / 550

F23-7FJ* 1530 / 470

F25-9W 1920 / 590

F26-9FJ 1640 / 500

F27-8R* 1500 / 450

F42-8T* 1510 / 460

F50-9T 2010 / 610

G38-7FJ 2290 / 700

G40-10W 2790 / 850

G77-10R 2900 / 880

G78-10G 2900 / 880

G79-10W 2900 / 880

G80-13T** 3780 / 1150

*Econojet Motor

**137 N-sec version

Strong Arm™
Featuring molded plastic fins and strakes, 

a huge self-adhesive decal sheet, and the 

styling of the Navy’s Standard ARM missile, 

the Strong Arm is as beautiful to look at as 

it is to fly.

Specifications:

Length: 44”/112 cm

Diameter: 2.6”/6.7 cm

Weight (without motor): 18oz/510gms

Fins: 4 
Product No. 89017

Recommended RMS Motors:

Motor Proj. Altitude (ft/m)

E18-4W 450 / 140

E28-4T 500 / 150

F24-4W 700 / 210

F39-6T 700 / 210

F35-5W 810 / 250

E16-4W 400 / 120

F40-7W 1150 / 350

F22-5J 850 / 260

F52-8T 1150 / 350

G53-5FJ 1450 / 440

G64-7W 1800 / 550

G71-7R 1800 / 550

G76-7G 1800 / 550

Recommended SU Motors:

Motor Proj. Altitude (ft/m)

E15-4W 300 / 90

E30-4T 420 / 130

F32-4T 810 / 250

F20-4W* 810 / 250

F23-4FJ* 640 / 200

F25-6W 920 / 280

F26-6FJ 720 / 220

F27-4R* 650 / 200

F42-4T* 660 / 200

F50-6T 1000 / 300

G38-7FJ 1180 / 360

G40-7W 1560 / 480

G77-7R 1650 / 500

G78-7G 1650 / 500

G79-7W 1650 / 500

G80-10T** 2160 / 660

*Econojet Motor

**137 N-sec version

HV Arcas™
This replica is 60% the size of the actual high-

velocity Arcas sounding rocket and features 

precision molded fins, authentic decals, a data 

plate and detailed engineering blue-print.

Specifications:

Length: 56”/142 cm

Diameter: 2.6”/6.7 cm

Weight (without motor): 22oz/620gms

Fins: 4
Product No. 89012

Recommended RMS Motors:

Motor Proj. Altitude (ft/m)

E28-4T 450 / 140

F24-4W 500 / 150

F39-6T 550 / 170

F35-5W 630 / 190

F40-4W 1100 / 330

F52-5T 1000 / 300

G53-5FJ 1300 / 400

G64-7W 1750 / 530

G71-7R 1750 / 530

G76-7G 1750 / 530

Recommended SU Motors:

Motor Proj. Altitude (ft/m)

E30-4T 310 / 90

F32-4T 630 / 190

F20-4W* 630 / 190

F23-4FJ* 490 / 150

F25-6W 820 / 250

F26-6FJ 630 / 190

F27-4R* 550 / 170

F42-4T* 580 / 180

F50-6T 820 / 250

G38-7FJ 1090 / 330

G40-7W 1360 / 410

G77-7R 1500 / 460

G78-7G 1500 / 460

G79-7W 1500 / 460

G80-10T** 1920 / 590

*Econojet Motor  

**137 N-sec version

Rocketeers observe a launch at the Red Glare 2008 

(photo by Mark Canepa).
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IQSY Tomahawk™

If you have never built a scale model before, 

the Tomahawk makes the perfect first project. 

Loaded with striking detail and E, F, and G 

power capable, this is one scale model that 

flies like a real sounding rocket.

Specifications:

Length: 41”/104 cm

Diameter: 1.9”/4.7 cm

Weight (without motor): 11oz/310gms

Fins: 4

Product No. 89014

Recommended RMS Motors:

Motor Proj. Altitude (ft/m)

E18-7W 900 / 270

E11-5J 600 / 180

E28-7T 850 / 260

F24-7W 1100 / 330

F12-5J 800 / 240

F39-6T 1250 / 380

F35-8W 1800 / 550

E16-7W 850 / 260

E23-5T 650 / 200

F40-10W 2100 / 640

F22-7J 1500 / 450

F52-8T 1950 / 590

G53-7FJ 2450 / 740

G64-10W 3150 / 950

G71-10R 3150 / 950

G76-10G 3150 / 950

Recommended SU Motors:

Motor Proj. Altitude (ft/m)

E15-7W 930 / 280

E30-7T 1100 / 340

F32-8T 1800 / 550

F20-7W* 1800 / 550

F23-7FJ* 1530 / 470

F25-9W 1920 / 590

F26-9FJ 1640 / 500

F27-8R* 1500 / 450

F42-8T* 1510 / 460

F50-9T 2010 / 610

G38-7FJ 2290 / 700

G40-10W 2790 / 850

G77-10R 2900 / 880

G78-10G 2900 / 880

G79-10W 2900 / 880

G80-13T** 3780 / 1150

*Econojet Motor

**137 N-sec version

Strong Arm™

Featuring molded plastic fins and strakes, 

a huge self-adhesive decal sheet, and the 

styling of the Navy’s Standard ARM missile, 

the Strong Arm is as beautiful to look at as 

it is to fly.

Specifications:

Length: 44”/112 cm

Diameter: 2.6”/6.7 cm

Weight (without motor): 18oz/510gms

Fins: 4 

Product No. 89017

Recommended RMS Motors:

Motor Proj. Altitude (ft/m)

E18-4W 450 / 140

E28-4T 500 / 150

F24-4W 700 / 210

F39-6T 700 / 210

F35-5W 810 / 250

E16-4W 400 / 120

F40-7W 1150 / 350

F22-5J 850 / 260

F52-8T 1150 / 350

G53-5FJ 1450 / 440

G64-7W 1800 / 550

G71-7R 1800 / 550

G76-7G 1800 / 550

Recommended SU Motors:

Motor Proj. Altitude (ft/m)

E15-4W 300 / 90

E30-4T 420 / 130

F32-4T 810 / 250

F20-4W* 810 / 250

F23-4FJ* 640 / 200

F25-6W 920 / 280

F26-6FJ 720 / 220

F27-4R* 650 / 200

F42-4T* 660 / 200

F50-6T 1000 / 300

G38-7FJ 1180 / 360

G40-7W 1560 / 480

G77-7R 1650 / 500

G78-7G 1650 / 500

G79-7W 1650 / 500

G80-10T** 2160 / 660

*Econojet Motor

**137 N-sec version

HV Arcas™
This replica is 60% the size of the actual high-

velocity Arcas sounding rocket and features 

precision molded fins, authentic decals, a data 

plate and detailed engineering blue-print.

Specifications:

Length: 56”/142 cm

Diameter: 2.6”/6.7 cm

Weight (without motor): 22oz/620gms

Fins: 4

Product No. 89012

Recommended RMS Motors:

Motor Proj. Altitude (ft/m)

E28-4T 450 / 140

F24-4W 500 / 150

F39-6T 550 / 170

F35-5W 630 / 190

F40-4W 1100 / 330

F52-5T 1000 / 300

G53-5FJ 1300 / 400

G64-7W 1750 / 530

G71-7R 1750 / 530

G76-7G 1750 / 530

Recommended SU Motors:

Motor Proj. Altitude (ft/m)

E30-4T 310 / 90

F32-4T 630 / 190

F20-4W* 630 / 190

F23-4FJ* 490 / 150

F25-6W 820 / 250

F26-6FJ 630 / 190

F27-4R* 550 / 170

F42-4T* 580 / 180

F50-6T 820 / 250

G38-7FJ 1090 / 330

G40-7W 1360 / 410

G77-7R 1500 / 460

G78-7G 1500 / 460

G79-7W 1500 / 460

G80-10T** 1920 / 590

*Econojet Motor  

**137 N-sec version

Rocketeers observe a launch at the Red Glare 2008 

(photo by Mark Canepa).
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Barracuda™Sleek, slender and over 4 feet tall, the Barracuda is sure to impress everyone with its standout good looks and majestic 
flights. As with all our kits, the features include molded fins and nose cone, and a 
no-wadding ejection system!
Specifications:Length: 56”/142 cmDiameter: 1.9”/4.7 cmWeight (without motor): 14oz/400gmsFins: 3

Product No. 89020

Recommended RMS Motors:Motor Proj. Altitude (ft/m)E18-4W 750 / 230E11-3J 500 / 150E28-4T 800 / 240F24-7W 1100 / 330F12-5J 700 / 210F39-6T 1150 / 350F35-8W 1510 / 460E16-4W 600 / 180E23-5T 600 / 180F40-7W 1900 / 580F22-7J 1400 / 430F52-8T 1850 / 560G53-7FJ 2350 / 710G64-10W 3000 / 910G71-10R 3000 / 910G76-10G 3000 / 910
Recommended SU Motors:Motor Proj. Altitude (ft/m)E15-4W 820 / 250E30-4T 820 / 250F32-8T 1510 / 460F20-7W* 1510 / 460F23-7FJ* 1260 / 380F25-9W 1630 / 500F26-9FJ 1360 / 410F27-8R* 1200 / 370F42-8T* 1250 / 380F50-9T 1730 / 530G38-7FJ 1990 / 610G40-10W 2480 / 760G77-10R 2600 / 790G78-10G 2600 / 790G79-10W 2600 / 790G80-13T** 3380 / 1030*Econojet Motor**137 N-sec version

Cheetah™Like its namesake, this rocket is simply fast! 
The Cheetah is also AeroTech’s altitude champ, 
soaring to over 4000 feet on “G80T” power. 
Our patented no-wadding ejection system and 
nylon parachute bring this cat back home flight 
after flight.

Specifications:Length: 32”/81 cmDiameter: 1.9”/4.7 cmWeight (without motor): 10oz/280gmsFins: 3
Product No. 89016

Recommended RMS Motors:Motor Proj. Altitude (ft/m)D15-4T 400 / 120E18-7W 1150 / 350E11-5J 900 / 270E28-7T 1150 / 350F24-7W 1500 / 450F12-5J 1200 / 360F39-9T 1550 / 470F35-8W 2040 / 620E16-7W 950 / 290E23-8T 900 / 270F40-10W 2300 / 700F22-7J 1850 / 560F52-8T 2200 / 670G53-7FJ 2750 / 830G64-10W 3200 / 970G71-10R 3200 / 970G76-10G 3200 / 970
Recommended SU Motors:Motor Proj. Altitude (ft/m)E15-7W 1130 / 340E30-7T 1290 / 390F32-8T 2040 / 620F20-7W* 2040 / 620F23-7FJ* 1760 / 540F25-9W 2180 / 660F26-9FJ 1880 / 570F27-8R* 1700 / 520F42-8T* 1720 / 520F50-9T 2240 / 680G38-7FJ 2540 / 770G40-10W 3050 / 930G77-10R 3150 / 960G78-10G 3150 / 960G79-10W 3150 / 960G80-13T** 4110 / 1250*Econojet Motor**137 N-sec version

Wart-Hog™As tough and “stout” as its namesake, the 
AeroTech Wart-Hog blends E, F, and G perfor-
mance with the construction convenience of 
molded fins and self-adhesive decals to create a 
large rocket of a different breed.
Specifications:Length: 37”/94 cmDiameter: 2.6”/6.7 cmWeight (without motor): 14oz/400gmsFins: 4

Product No. 89018

Recommended RMS Motors:Motor Proj. Altitude (ft/m)E18-4W 600 / 180E11-3J 450 / 140E28-4T 650 / 200F24-4W 850 / 260F12-3J 600 / 180F39-6T 850 / 260F35-5W 1290 / 390E16-4W 500 / 150E23-5T 500 / 150F40-7W 1350 / 410F22-5J 1050 / 320F52-8T 1300 / 400G53-7FJ 1650 / 500G64-7W 1900 / 580G71-7R 1900 / 580G76-7G 1900 / 580
Recommended SU Motors:Motor Proj. Altitude (ft/m)E15-4W 730 / 220E30-4T 800 / 240F32-4T 1290 / 390F20-4W* 1290 / 390F23-4FJ* 1100 / 340F25-6W 1430 / 440F26-6FJ 1240 / 380F27-4R* 1100 / 340F42-4T* 1060 / 320F50-6T 1450 / 440G38-7FJ 1710 / 520G40-7W 1990 / 610G77-7R 2100 / 640G78-7G 2100 / 640G79-7W 2100 / 640G80-10T** 2660 / 810*Econojet Motor**137 N-sec version
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Astrobee D™

The AeroTech flagship. A painstakingly 

crafted scale model, the “D” is nearly 6 

feet of breathtaking molded detail. All of 

AeroTech’s trademark construction fea-

tures combine with “G” power to make 

this kit a “must have” rocket experience.

Specifications:

Length: 68”/173 cm

Diameter: 2.6”/6.7 cm

Weight (without motor): 28oz/790gms

Fins: 4 
Product No. 89015

Recommended RMS Motors:

Motor Proj. Altitude (ft/m)

F40-4W 750 / 230

F52-5T 750 / 230

G64-4W 1350 / 410

G71-4R 1350 / 410

G76-4G 1350 / 410

Recommended SU Motors:

Motor Proj. Altitude (ft/m)

F50-4T 720 / 220

G38-4FJ 950 / 290

G40-4W 1140 / 410

G77-4R 1200 / 370

G78-4G 1200 / 370

G79-4W 1200 / 370

G80-7T* 1530 / 470

*137 N-sec version

Sumo™
For those who love to see a short, fat rocket 

with slow lift offs, the Sumo is it! A big four 

inch diameter kit with impressive decals, the 

SUMO really stands out!

Specifications:

Length: 39”/99 cm

Diameter: 4.0”/10.1 cm

Weight (without motor): 32oz/907gms

Fins: 4 
Product No. 89024

Recommended RMS Motors:

Motor Proj. Altitude (ft/m)

G64-4W 1000 / 300

G71-4R 1000 / 300

G76-4G 1000 / 300

H128W-S* 2000 / 600

H165R-S* 2000 / 600

H238T-S* 2000 / 600

H180W-M* 2600 / 790

H210R-M* 2600 / 790

H220T-M* 2600 / 790

H250G-M* 2600 / 790

Recommended SU Motors:

Motor Proj. Altitude (ft/m)

G38-4FJ 690 / 210

G40-4W 870 / 270

G77-4R 950 / 290

G78-4G 950 / 290

G79-4W 950 / 290

G80-7T** 1220 / 370

*29mm High Power RMS Motor  

**137 N-sec version

Mirage™
For those who want to fly a really big rock-

et, the Mirage is it! Lift-offs are impres-

sively slow and realistic when this 7 foot 

monster roars off the pad on “G” power. 

Recovery is on two big nylon parachutes.

Specifications:

Length: 87”/220 cm

Diameter: 2.6”/6.7 cm

Weight (without motor): 31oz/880gms

Fins: 3
Product No. 89019

Recommended RMS Motors:

Motor Proj. Altitude (ft/m)

F40-4W 650 / 200

F52-5T 650 / 200

G64-4W 1300 / 400

G71-4R 1300 / 400

G76-4G 1300 / 400

Recommended SU Motors:

Motor Proj. Altitude (ft/m)

F50-4T 510 / 160

G38-4FJ 680 / 210

G40-4W 870 / 270

G77-4R 950 / 290

G78-4G 950 / 290

G79-4W 950 / 290

G80-7T* 1210 / 370   

*137 N-sec version

G-Force™
This kit stands over five feet tall! 

Featuring a big four inch diameter, the 

G-Force provides spectacular slow 

lift-offs when powered by AeroTech 

“G” motors. 

Specifications:

Length: 60”/152cm

Diameter: 4”/10.1 cm

Weight (without motor): 32oz/907gms 

Fins: 3
Product No. 89021

Recommended RMS Motors:

Motor Proj. Altitude (ft/m)

G64-4W 800 / 240

G71-4R 800 / 240

G76-4G 800 / 240

Recommended SU Motors:

Motor Proj. Altitude (ft/m)

G38-4FJ 440 / 130

G40-4W 600 / 180

G77-4R 700 / 210

G78-4G 700 / 210

G79-4W 700 / 210

G80-7T* 880 / 270  

*137 N-sec version

Projected Altitudes

For a given motor/rocket combina-

tion, the projected altitude shown 

will vary from rocket to rocket and 

flight to flight because of differences 

in launch site elevation, completed 

rocket weight, smoothness of finish, 

weather conditions and normal varia-

tion in motor performance. Projected 

altitudes are for a sea level launch site 

and without the rocket carrying any 

payload.
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The AeroTech flagship. A painstakingly crafted scale model, the “D” is nearly 6 feet of breathtaking molded detail. All of AeroTech’s trademark construction fea-tures combine with “G” power to make this kit a “must have” rocket experience.Specifications:Length: 68”/173 cmDiameter: 2.6”/6.7 cmWeight (without motor): 28oz/790gmsFins: 4 

Product No. 89015

Recommended RMS Motors:Motor Proj. Altitude (ft/m)F40-4W 750 / 230F52-5T 750 / 230G64-4W 1350 / 410G71-4R 1350 / 410G76-4G 1350 / 410

Recommended SU Motors:Motor Proj. Altitude (ft/m)F50-4T 720 / 220G38-4FJ 950 / 290G40-4W 1140 / 410G77-4R 1200 / 370G78-4G 1200 / 370G79-4W 1200 / 370G80-7T* 1530 / 470*137 N-sec version

Sumo™
For those who love to see a short, fat rocket with slow lift offs, the Sumo is it! A big four inch diameter kit with impressive decals, the SUMO really stands out!

Specifications:Length: 39”/99 cmDiameter: 4.0”/10.1 cmWeight (without motor): 32oz/907gmsFins: 4 
Product No. 89024

Recommended RMS Motors:Motor Proj. Altitude (ft/m)G64-4W 1000 / 300G71-4R 1000 / 300G76-4G 1000 / 300H128W-S* 2000 / 600H165R-S* 2000 / 600H238T-S* 2000 / 600H180W-M* 2600 / 790H210R-M* 2600 / 790H220T-M* 2600 / 790H250G-M* 2600 / 790
Recommended SU Motors:Motor Proj. Altitude (ft/m)G38-4FJ 690 / 210G40-4W 870 / 270G77-4R 950 / 290G78-4G 950 / 290G79-4W 950 / 290G80-7T** 1220 / 370*29mm High Power RMS Motor  **137 N-sec version

Mirage™
For those who want to fly a really big rock-et, the Mirage is it! Lift-offs are impres-sively slow and realistic when this 7 foot monster roars off the pad on “G” power. Recovery is on two big nylon parachutes.

Specifications:Length: 87”/220 cmDiameter: 2.6”/6.7 cmWeight (without motor): 31oz/880gmsFins: 3
Product No. 89019

Recommended RMS Motors:Motor Proj. Altitude (ft/m)F40-4W 650 / 200F52-5T 650 / 200G64-4W 1300 / 400G71-4R 1300 / 400G76-4G 1300 / 400

Recommended SU Motors:Motor Proj. Altitude (ft/m)F50-4T 510 / 160G38-4FJ 680 / 210G40-4W 870 / 270G77-4R 950 / 290G78-4G 950 / 290G79-4W 950 / 290G80-7T* 1210 / 370   *137 N-sec version

G-Force™
This kit stands over five feet tall! Featuring a big four inch diameter, the G-Force provides spectacular slow lift-offs when powered by AeroTech “G” motors. 

Specifications:Length: 60”/152cmDiameter: 4”/10.1 cmWeight (without motor): 32oz/907gms Fins: 3
Product No. 89021

Recommended RMS Motors:Motor Proj. Altitude (ft/m)G64-4W 800 / 240G71-4R 800 / 240G76-4G 800 / 240

Recommended SU Motors:Motor Proj. Altitude (ft/m)G38-4FJ 440 / 130G40-4W 600 / 180G77-4R 700 / 210G78-4G 700 / 210G79-4W 700 / 210G80-7T* 880 / 270  *137 N-sec version

Projected AltitudesFor a given motor/rocket combina-tion, the projected altitude shown will vary from rocket to rocket and flight to flight because of differences in launch site elevation, completed rocket weight, smoothness of finish, weather conditions and normal varia-tion in motor performance. Projected altitudes are for a sea level launch site and without the rocket carrying any payload.
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MID-POWER  
MODEL ROCKET KITS

MID-POWER  
MODEL ROCKET KITS

NOTE: Kit features may vary.

INITIATOR MID-POWER  
MODEL ROCKET KIT 

Heavy Duty Nose Cone

High Strength Elastic Shock 
Cord

Pre-Assembled  Nylon 
Parachute

Molded Ejection Gas Baffle

Cooling Mesh

Pre-Slotted Body Tube

Fin-Lok TM Rings

Motor  Retainer

Precision Airfoil Molded 
Fins with Fin-LokTM Tab

A

B

C

D

E

F

G

G

H

I

A

B

C

D

E

F

G

H

I

PARTS OF A 
MID-POWER 

MODEL ROCKET
WART-HOG No. 89018
SKILL LEVEL 3 
LENGTH: 37.0”/ 94.0 cm 
DIA.: 2.6” / 66 mm
RECOVERY: Nylon Parachute 
ENERJET Motors To Use:  
E20-4W, E30-4T, F44-4W, F52-5C,  
F67-6W, G74 6W, G74-9W, G80-10T

ARREAUXBEE-HI No. 89022
SKILL LEVEL 3 

LENGTH:  54.0” / 137.2 cm 
DIA.: 2.6” / 66 mm

RECOVERY: Nylon Parachute 
ENERJET Motors To Use:  

E20-4W, E30-4T, F44-4W, F52-5C, F52-8C, F67-
4W, F67-6W, G74-9W, G80-10T

BARRACUDA No. 89020
SKILL LEVEL 3 
LENGTH: 56.0”/ 142.0 cm 
DIA.: 1.9” / 48 mm
RECOVERY: Nylon Parachute
ENERJET Motors To Use:  
E20-4W, E30-4T, F44-4W, F52-5C,  
F67-6W, G74-6W, G74-9W, G80-10T

G-FORCE No. 89021
SKILL LEVEL 4 

LENGTH: 60.0”/ 152.0 cm
DIA.: 4.0” / 102 mm

RECOVERY: Nylon Parachute
ENERJET Motors To Use:  

F52-5C, F67-4W, G74-6W, G80-7T

ARREAUX No. 89013
SKILL LEVEL 3 

LENGTH: 43.0”/ 109.0 cm  
DIA.: 1.9” / 48 mm

RECOVERY: Nylon Parachute
ENERJET Motors To Use: 

E20-7W, E30-7T F44-8W, F52-5C, F52-8C, F67-
9W, G74-9W, G80-10T, G80-13T

INITIATOR No. 89011
SKILL LEVEL 3 
LENGTH: 39.0”/ 99.0 cm  
DIA.: 2.6” / 66 mm
RECOVERY: Nylon Parachute 
ENERJET Motors To Use: 
E20-4W, E30-4T, F44-4W, F52-5C, F67-6W,  
G74-6W, G74-9W, G80-10T

MUSTANG No. 89010
SKILL LEVEL 3 

LENGTH: 32.0”/ 81.0 cm
DIA.: 1.9” / 48 mm

RECOVERY: Nylon Parachute 
ENERJET Motors To Use: 

E20-7W, E30-7T F44-8W, F52-8C, 
F67-9W, G74-9W, G80-10T, G80-13T

MID-POWER ROCKET KITS DESIGNED FOR “E”, “F” & “G” SIZE 
COMPOSITE PROPELLANT MODEL ROCKET MOTORS

HV ARCAS No. 89012
SKILL LEVEL 3 
LENGTH: 56.0”/ 142.0 cm  
DIA.: 2.6” / 66 mm
RECOVERY: Nylon Parachute 
ENERJET Motors To Use:  
E20-4W, E30-4T F44-4W, F52-5C, F67-6W, 
G74-6W, G74-9W, G80-7T, G80-10T

TOMAHAWK No. 89014
SKILL LEVEL 3 

LENGTH: 41.0”/ 104.0 cm  
DIA.: 1.9” / 48 mm

RECOVERY: Nylon Parachute 
ENERJET Motors To Use:  

E20-7W, E30-7T, F44-8W, F52-8C,  
F67-9W, G74-9W, G80-10T, G80-13T

CHEETAH No. 89016 
SKILL LEVEL 3 
LENGTH: 32.0”/ 81.0 cm  
DIA.: 1.9” / 48 mm
RECOVERY: Nylon Parachute 
ENERJET Motors To Use:  
E20-7W, E30-7T, F44-8W, F52-8C,  
F67-9W, G74-9W, G80-10T, G80-13T

STRONG-ARM No. 89017
SKILL LEVEL 3 

LENGTH: 44.0”/ 112.0 cm  
DIA.: 2.6” / 66 mm 

RECOVERY: Nylon Parachute
ENERJET Motors To Use:  

E20-4W, E30-4T, F44-4W, F52-5C,  
F67-6W, G74-6W, G74-9W, G80-10T

MIRAGE No. 89019
SKILL LEVEL 4
LENGTH: 87.0”/ 220.0 cm
DIA.: 2.6” / 66 mm
RECOVERY: Nylon Parachute
ENERJET Motors To Use: 
F44-4W, F67-4W, F52-5C, F67-6W,  
G74-6W, G80-7T

ASTROBEE-D No. 89015
SKILL LEVEL 4 

LENGTH: 68.0”/ 173.0 cm  
DIA.: 2.6” / 66 mm

RECOVERY: Nylon Parachute
ENERJET Motors To Use:  

F44-4W, F52-5C, F67-4W, G74-6W, G80-7T

SUMO No. 89024
SKILL LEVEL 4 
LENGTH: 39.0”/ 99.0 cm 
DIA.: 4.0” / 102 mm
RECOVERY: Nylon Parachute 
ENERJET Motors To Use:  
F52-5C, F67-4W, G74-6W, G80-7T

MID-POWER ROCKET KITS DESIGNED FOR “E”, “F” & “G” SIZE 
COMPOSITE PROPELLANT MODEL ROCKET MOTORS
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The AeroTech / Quest Team 
attends major rocket launches 

from coast to coast.

FirstFireTM Initiator

Rubber Band

Built-In Thrust Ring

Composite Propellant

Initiator Leads

Rocket Motor Casing

Motor Nozzle

Propellant Core

Initiator Tip

Delay Element

Ejection Charge

Ejection Cap

Bulkhead

Classic  
Enerjet 

(C)

Dark 
Matter 
(DM)

Warp-9 
(N)

Black 
Jack 

(J)

Redline 
(R)

Blue
Thunder 

(T)

Mojave
Green 

(G)

White
Lightning 

(W)

Propellant Examples:

AeroTech produces “A” to “O” size composite propellant hobby rocket motors.  “A” 
to “D” size rocket motors are known as Model Rocket Motors.  “E” to “G” size rocket 
motors are known as Mid-Power Model Rocket Motors.  “H” to “O” size rocket motors 
are known as High Power Hobby Rocket Motors.  Every time you move from one letter 
designation to the next the maximum power or Total Impulse of the rocket motor generally 
doubles.  Example: A “B” motor can be up to twice as powerful as an “A” motor; a “C” 
motor is normally twice as powerful as a “B” and can be up to 4 times as powerful as an 
“A” rocket motor, etc.  More powerful rocket motors allow you to reach higher altitudes 
and carry interesting payloads like cameras and telemetry packages aloft.

AeroTech produces a variety of composite propellant 
formulations including White Lightning (W), Blue 
Thunder (T), Black Jack (J), Black Max (FJ), Redline 
(R), Classic (C), Warp-9 (N), Mojave Green (G), 
Metalstorm (M), Dark Matter (DM) & Propellant X (X).  
The “E”, “F” & “G” type rocket motors with “W” at 
the end of the type designation use White Lightning 
propellant, which produces a brilliant white flame, 
dense bright white exhaust and a throaty roar at 
ignition.  Easy to track & exciting to watch, White 
Lightning looks & sounds like a real sounding rocket 
vehicle.  The “E”, “F” & “G” type rocket motors that 
have a “T” at the end of their motor type designation 
use Blue Thunder propellant, which produces a 
bright violet-blue flame with a minimum of exhaust 
smoke.  Blue Thunder motors provide a higher level of 
thrust than White Lightning motors of the same total 
impulse and are perfect for high lift-off acceleration. 
The variety of launches below illustrates the visual 
differences between AeroTech’s various solid 
composite propellant formulations. 

AEROTECH ROCKET MOTORS UTILIZE THE SAME FAMILY  
OF HIGH PERFORMANCE COMPOSITE PROPELLANT  
AS NASA’S SPACE SHUTTLE BOOSTERS,  
MILITARY MISSILES  
AND SOUNDING ROCKETS.

MID-POWER COMPOSITE PROPELLANT 
MODEL ROCKET MOTORS

35 / 7.9
35 / 7.9

33.56 / 7.5
33.56 / 7.5
41.5 / 9.3
41.5 / 9.3

47 / 10.6
47 / 10.6
47 / 10.6

56.9 / 12.8
56.9 / 12.8
56.9 / 12.8

61.1 / 13.7
61.1 / 13.7
61.1 / 13.7

82.74 / 18.6

34.9 / 7.8
34.9 / 7.8

49.3 / 11.1
49.3 / 11.1
50 / 11.2
50 / 11.2

40.6 / 9.1
40.6 / 9.1
40.6 / 9.1

61.3 / 13.8
61.3 / 13.8
61.3 / 13.8

86 / 19.3
86 / 19.3
86 / 19.3

94.5 / 21.2

49 / 1.73
49 / 1.73
47 / 1.66
47 / 1.66
48 / 1.69
48 / 1.69

70.3 / 2.48
70.3 / 2.48
70.3 / 2.48
64 / 2.26
64 / 2.26
64 / 2.26

80 / 2.82
80 / 2.82
80 / 2.82

87.6 / 3.09

16 / 0.56
16 / 0.56

17.8 / 0.63
17.8 / 0.63
20 / 0.71
20 / 0.71

31 / 1.09
31 / 1.09
31 / 1.09
30 / 1.06
30 / 1.06
30 / 1.06

30 / 1.06
30 / 1.06
30 / 1.06

39.3 / 1.39

1.6
1.6

1.02
1.02
1.0
1.0

1.5
1.5
1.5
1.7
1.7
1.7 

0.95
0.95
0.95
1.04

340 / 12 
269 / 9.5
454 / 16
454 / 16
454 / 16
283 / 10

454 / 16.01
300 / 7.82
283 / 10.0

500 / 17.64
350 / 12.35
330 / 11.64

620 / 20
620 / 20
510 / 18
454 / 16 

24mm x 70mm (2/pack)

E20-4W 52004
E20-7W 52007
E30-4T 53004
E30-7T 53007
F44-4W 64404
F44-8W 64408

24mm x 95mm (1/pack)

F30-4FJ 63004
F30-6FJ 63006
F30-8FJ 63008
F32-4T 63204
F32-6T 63206
F32-8T 63208

29mm x 83mm (2/pack) 

F67-4W 66704
F67-6W 66706
F67-9W 66709
G74-4W 77405

N/A
E12-6, E12-8, E16-6, E16-8

N/A
E12-6, E12-8, E16-6, E16-8

N/A
F15-4, F15-6, F15-8

N/A
F15-4

F15-6, F15-8
N/A

F15-4
F15-6, F15-8

N/A
F15-4

F15-6, F15-8
N/A

Total Impulse
(N-sec / lb-sec)

Peak
Thrust (N / lb)

Total 
Weight (g / oz)

Propellant 
Weight (g / oz)

Thrust Duration 
(Seconds)

Max Lift-Off  
Weight (g / oz)

Rocket Motor 
Type & Size

Equivalent Black Powder 
Rocket Motor Type

Prod. 
No.

16 17
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— Gary Rosenfield at age 17  
Company Founder & President

Propellant Core

FirstFire MiniTM  
Initiator

Delay  
Element

Rubber  
Band

Motor Nozzle

Motor Casing

Motor  
Thrust Ring

Initiator Tip

Ejection Charge

Bulkhead

Composite 
Propellant

Ejection Cap

“Our Classic Enerjet  
rocket motor captures 

the spirit of the original 
Enerjet rocket motor, 
which inspired me to 

become a model rocket 
manufacturer.”

CLASSIC ENERJET   
E24C, F52C & F67C 29MM X 83MM  
 COMPOSITE PROPELLANT   
MID-POWER MODEL ROCKET MOTORS
Mimics The Look, Sound & Performance Of Original Enerjet Propellant, Which Was 
Used In The First Composite Propellant Model Rocket Motors From 1970 to 1974.
The F52C features AeroTech’s “Classic” Propellant Formulation delivering 66.2 
N-Sec. (14.9 lb.) of total impulse with a 1.3 second burn time and total weight of  
2.9 oz. (81.4 g).  Impressive lift-offs with visible supersonic shock diamonds 
emanating from a transparent ignition flame with translucent exhaust plume and 
no smoke that appears to make your rocket leap-off the launch pad.  Each Classic 
Enerjet motor type is available in 3 different time delays and features a molded 
plastic thrust ring. The E24C and F52C Classic Enerjet motors have 30 grams or 
less of propellant, making them USPS mailable. 
Retail packaged in an attractive 2-motor clamshell with FirstFire™ Mini Initiators 
and nostalgic motor instruction and performance insert.  
Great rocket motors for nearly all Enerjet by AeroTech Mid-Power Model Rocket Kits. 

“A Blast From The Past!”

36.3 / 8.2
36.3 / 8.2
36.3 / 8.2

66.2 / 14.9
66.2 / 14.9
66.2 / 14.9
77.5 / 17.4
77.5 / 17.4
77.5 / 17.4

Total Impulse
(N-sec / lb-sec)

33.0 / 7.4
33.0 / 7.4
33.0 / 7.4

74.6 / 16.8
74.6 / 16.8
74.6 / 16.8
72.8 / 16.4
72.8 / 16.4
72.8 / 16.4

Peak Thrust (N 
/ lb)

18.4 / 0.65
18.4 / 0.65
18.4 / 0.65

30 / 1.1
30 / 1.1
30 / 1.1

36.8 / 1.3
36.8 / 1.3
36.8 / 1.3

Propellant
Weight (g / oz)

70.7 / 2.5
70.7 / 2.5
70.7 / 2.5
81.4 / 2.9
81.4 / 2.9
81.4 / 2.9
85.7 / 3.0
85.7 / 3.0
85.7 / 3.0

Total 
Weight (g / oz)

510.3 / 18
396.9 / 14
311.9 / 11
623.7 / 22
510.3 / 18
396.9 / 14
652.0 / 23
538.6 / 19
425.2 / 15

N/A
E12-4, E16-4

E12-6, E12-8, E16-6, E16-8
N/A

F15-4
F15-6, F15-8

N/A
F15-4

F15-6, F15-8

Max Lift-Off  
Weight (g / oz)

 Equivalent Black Powder 
Rocket Motor Type

E24-4C
E24-7C
E24-10C
F52-5C
F52-8C
F52-12C
F67-6C
F67-9C
F67-14C

#52404
#52407
#52410
#65212
#65214
#65216
#66710
#66712
#66714

Classic EnerjetTM 
29mm x 83mm

Prod.  
No.

1.6
1.6
1.6
1.3
1.3
1.3
1.4
1.4
1.4

Thrust Duration
(seconds)

19

Note: All “E“ & “F” Single-Use 
Composite Propellant Model 
Rocket Motors, listed in this 
catalog, are non-HazMat USPS 
shippable up to 25 lbs. total box 
weight.  All “G” Size Single-Use 
Composite Propellant Model 
Rocket Motors must be shipped 
via UPS or FedEx and will incur 
a HazMat shipping fee.
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82.74 / 18.6
82.74 / 18.6
51.75 / 11.6
51.75 / 11.6
41.2 / 9.3
41.2 / 9.3

49.6 / 11.2
49.6 / 11.2

52.93 / 11.9
52.93 / 11.9

77.9 / 17.5
77.9 / 17.5
77.9 / 17.5
62.2 / 14.0
62.2 / 14.0
76.8 / 17.3
76.8 / 17.3
76.8 / 17.3

94 / 21.1
94 / 21.1

97.14 / 21.8
97.14 / 21.8
97.14 / 21.8
103 / 23.2
103 / 23.2
103 / 23.2

109.94 / 24.7
109.94 / 24.7
109.94 / 24.7
108.3 / 24.4
108.3 / 24.4
108.3 / 24.4
136.6 / 30.7
136.6 / 30.7
136.6 / 30.7

94.5 / 21.2
94.5 / 21.2
40.3 / 9.1
40.3 / 9.1
29.8 / 6.7
29.8 / 6.7
37.7 / 8.5
37.7 / 8.5

66.0 / 14.8
66.0 / 14.8

46.8 / 10.5
46.8 / 10.5
46.8 / 10.5
39.2 / 8.8
39.2 / 8.8

79.6 / 17.9
79.6 / 17.9
79.6 / 17.9

78.2 / 17.6
78.2 / 17.6
84.5 / 19.0
84.5 / 19.0
84.5 / 19.0

100.5 / 22.6
100.5 / 22.6
100.5 / 22.6
101.9 / 22.9
101.9 / 22.9
101.9 / 22.9
93.9 / 21.1
93.9 / 21.1
93.9 / 21.1

108.5 / 24.4
108.5 / 24.4
108.5 / 24.4

39.3 / 1.39
39.3 / 1.39
30 / 1.06
30 / 1.06
30 / 1.06
30 / 1.06

28.4 / 1.00
28.4 / 1.00
27 / 0.95
27 / 0.95

90 / 3.18
90 / 3.18
90 / 3.18

101 / 3.56
101 / 3.56
85 / 3.00
85 / 3.00
85 / 3.00

106.4 / 3.75
106.4 / 3.75
122.6 / 4.33
123.4 / 4.35
122.6 / 4.33
122 / 4.30
123 / 4.34
123 / 4.34
124 / 4.37
125 / 4.41
126 / 4.45
123 / 4.34
124 / 4.37
124 / 4.37

127.6 / 4.50
127.9 / 4.51
129.3 / 4.56

39.3 / 1.39
39.3 / 1.39
30 / 1.06
30 / 1.06
30 / 1.06
30 / 1.06

28.4 / 1.00
28.4 / 1.00
27 / 0.95
27 / 0.95

36 / 1.27
36 / 1.27
36 / 1.27
43 / 1.52
43 / 1.52
38 / 1.34
38 / 1.34
38 / 1.34

55 / 1.94
55 / 1.94

53.8 / 1.90
53.8 / 1.90
53.8 / 1.90
59.1 / 2.09
59.1 / 2.09
59.1 / 2.09
59.7 / 2.11
59.7 / 2.11
59.7 / 2.11
60.1 / 2.12
60.1 / 2.12
60.1 / 2.12
62.5 / 2.21
62.5 / 2.21
62.5 / 2.21

1.04
1.04
2.49
2.49
2.21
2.21
2.03
2.03
1.23
1.23

3.1
3.1
3.1
2.4
2.4
1.4
1.4
1.4

2.18
2.18
2.38
2.38
2.38
1.28
1.28
1.28
1.38
1.38
1.38
1.5
1.5
1.5
1.7
1.7
1.7

680 / 24
397 / 14 

500 / 17.64
350 / 12.35
450 / 15.87
300 / 7.82

500 / 17.64
350 / 12.35
550 / 19.4

400 / 14.11

700 / 24.69
550 / 19.4

400 / 14.11
450 / 15.87
300 / 7.82

800 / 28.22
650 / 22.93
500 / 17.64

900 / 31.75
600 / 21.16

1130 / 39.86
750 / 26.46
480 / 16.93

1130 / 39.86
750 / 26.46
480 / 16.93

1130 / 39.86
750 / 26.46
480 / 16.93

1130 / 39.86
750 / 26.46
480 / 16.93
1474 / 52
907 / 32
567 / 20

29mm x 83mm (2/pack) 

G74-6W 77406
G74-9W 77409
F20-4W 62004
F20-7W 62007
F23-4FJ 62304
F23-7FJ 62307
F27-4R 62704
F27-8R 62708
F42-4T 64204
F42-8T 64208

29mm x 98mm (1/pack)

F25-4W 62504
F25-6W 62506
F25-9W 62509
F26-6FJ 62606
F26-9FJ 62609
F50-4T 65004
F50-6T 65006
F50-9T 65009
 
29mm x 124mm (1/pack)

G38-4FJ 73804
G38-7FJ 73807
G40-4W 74004
G40-7W 74007
G40-10W 74010
G77-4R 77704
G77-7R 77707
G77-10R 77710
G78-4G 77404
G78-7G 77407
G78-10G 77410
G79-4W 77904
G79-7W 77907
G79-10W 77910
G80-7T 78007
G80-10T 78010
G80-13T 78013

N/A
N/A
N/A

F15-4, F15-6, F15-8
N/A

F15-4, F15-6, F15-8
N/A

F15-4, F15-6, F15-8
N/A

F15-4, F15-6, F15-8

N/A
F15-4

F15-6, F15-8
N/A

F15-4, F15-6, F15-8
N/A

F15-4
F15-6, F15-8

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

Total Impulse
(N-sec / lb-sec)

Peak
Thrust (N / lb)

Total 
Weight (g / oz)

Propellant 
Weight (g / oz)

Thrust Duration 
(Seconds)

Max Lift-Off  
Weight (g / oz)

Rocket Motor 
Type & Size

Equivalent Black Powder 
Rocket Motor Type

Prod. 
No.

MID-POWER COMPOSITE PROPELLANT MODEL ROCKET MOTORS

Want To Go Even Higher 
With More Powerful 
Rocket Motors?

Check out AeroTech  
High-Power Hobby Rocket  

Motors “H” to “O” Sizes  
at www.aerotech-quest.com  

or scan this QR Code.

Dan Michael’s 3/4 Scale 
Patriot Missile using 
an AeroTech DMSTM “O”  
Size Rocket Motor
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