
Jeep Wrangler JK Front Tube Bumper 

Installation Instructions 

Thank you for purchasing our Jeep JK tube front 

bumper! 

Installation Notes: 

 This bumper is designed to be used with 

the Warn Zenon series winch.  Other 

winches with a 10” x 4.5” mounting 

pattern may fit but have not been 

tested. 

 This bumper will not accommodate 

OEM fog lights.  Two holes have been 

provided in the top of the bumper to 

mount aftermarket lights. 

 It is recommended to test fit all 

components for proper fit, before 

painting or powder coating. 

 

Tools required: 

 Ratchet 

 Standard and metric socket set 

 Combination wrench set 

Step 1: 

Remove your existing front bumper.  Due to the 

variations in front bumpers it is recommended 

to consult the factory service manual for your 

particular model for proper procedure.   

Step 2: 

If installing a winch, attach the winch fairlead to 

the bumper with the hardware provided with 

your fairlead. 

 

Step 3: 

Place the new bumper on the Jeep.  Line the 

eight studs in the bumper up with the eight 

holes in the end of the frame.  Install the 

provided 8 flat washers and nuts on the studs.  

Only start the nuts a few threads. 

 

Step 4: 

If installing a winch, place the winch in the 

bumper now, but do not bolt the winch down.  

It may be necessary to slide the bumper 

forward to gain the required clearance to lower 

the winch into place. 

 

Step 5: 

Hand tighten the 8 nuts installed on the studs in 

step 3.  Place the two side brackets on either 

side of the winch.  Install two 3/8”-1 bolts with 

washer on the top and bottom and a 3/8” lock 

nut on the bottom on each bracket.  It may be 

necessary to shift the winch in the bumper to 

gain access to all hardware. 



 

Step 6: 

Install the flag nut inside the section of frame 

where the hole lines up with the bracket 

installed in step 5.  Place the provided 3/8”-3/4” 

bolt with washer through the bracket, frame, 

and thread into the flag nut.  Repeat step 5 and 

this step for the opposite side of the frame. 

 

Step 7: 

Tighten all hardware.  Torque the 7/16” nuts to 

50 Ft Lbs., torque all 3/8” hardware to 30 Ft Lbs.  

Install winch mounting hardware and torque to 

manufacturer specifications. 

Step 8: 

Ensure that all hardware is tight.  Re-tighten all 

hardware 500 miles after installation.  Check 

hardware for tightness after every 3000 miles. 

Congratulations you have completed the 

installation of you JK front tube bumper! 
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