
1 
 

Tools you will need: 

• Flathead screwdriver 

• Needle nose pliers 

• Torx bits 

• Metric allen keys 

• 6mm or ¼” drill bit 

• Drill 

• Measuring tape 

• Marker 

• Plastic pry tool for removing trim 

 

Install the front brackets before the rear brackets.  

1. Using your marker and measuring tape, mark the locations for drilling the holes to mount the 

front brackets. Once you’ve marked the hole locations, confirm the markings by holding up the 

bracket to them. When you’ve confirmed their locations, drill the holes using your 6mm or ¼” 

drill bit. The following measurements were taken on the left side of the vehicle and can be used 

as a reference (measurements are in millimeters).
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2. Remove the pillar trim panels. 

a. Fold the rear seats down. 

b. Remove the Allen head screws holding the rear seat catches in. 

  
c. Using a flathead screwdriver, remove the rear trim panel rivets. 

 
d. Remove the upper cap on the trim panel above the seat belt retraction point. Behind 

the cap is a single torx head screw, remove the torx head screws on both sides. 
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e. Next, remove the rubber door seals from the pillar trim panels. 

 
f. Lastly, using a plastic pry tool, pop the pillar trim panels loose. There are three clips, 

note the locations of them below: 
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3. With the pillar trim panels removed, install the front brackets using the supplied hardware. You 

should only tighten them to “snug” for now, they will need to be adjusted later. Ensure that the 

nut holders are facing the right direction so that the nuts will not pull out when you tighten the 

Allen screws down.  

 
 

4. After both front brackets are installed with the hardware tightened “snug”, reinstall the pillar 

trim pieces. The bracket height after installation should be similar to the following picture 

(measurements are in millimeters): 
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5. With the brackets in place, install the cargo cover. You will likely have to adjust the distance 

between the two front brackets, this is possible since the brackets have been designed with a 

slotted feature. Loosen the hardware a little and adjust the left-to-right spacing as needed.  

 

 
 

With the front brackets installed and the cargo cover in place, it is now much easier to install the rear 

brackets. The rear brackets are held in with 1 fastener each, holes have to be drilled for these 2 

fasteners. 

1. Pull the cargo cover back and have a friend help you hold it in position while you mark the 

positions for drilling the holes to mount the rear brackets. 
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2. With your friend holding the cargo cover level and in position, hook the rear brackets into the 

cover and hold them where they need to be mounted to maintain the position of the cover. 

Mark (or move straight to drilling) the holes to mount the brackets. Once you mark the holes, 

you can let the cargo cover go back to its resting position.  

 

 
 

3. Next you will need to remove the rear pillar trim panels, see step 4 for this. Be careful doing this 

since the clips are VERY brittle. The only reason you need to do this is to hold the nut from the 

backside while tightening the bracket into place. You can also try doing this by leaving the trim 

panel in place and using the “alternate access point” 

  
 

Alternate Access Point 
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4. Remove the rear pillar trim panels. The two clip locations are shown in the below picture, just 

pull the panel and it will pop free. 

 
 

5. Using your flathead screwdriver, remove the plastic rivet shown below: 
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6. You can now easily install the rear brackets. Hold the nut using your needle nose pliers while 

tightening the rear brackets down (tighten a bit more than “snug”). Do this as shown below:  

 
 

7. Reinstall the plastic rivet and pillar trim panels - and you’re done! 

 


