
Magnetic Aquarium Cover Kit 

Installation guide 

 

 

1.  Measure the top rim of your aquarium in millimetres. Start with the front edge and back edge. A 3ft 

tank may often be 900mm or 914.4mm (exactly 3ft). Trim the lengths of pvc and magnetic strip and 

magnetic tape to the correct length if needed. 

2. Measure the length of the side panels. It may be considered a 3x2 aquarium but it could be 600mm or 

609.6mm.  

The width of the strip used on the front (13mm) and back (13mm) panels needs to be considered 

when cutting the side pieces.  So if your side panel is 609.9mm long, the strips will need to be cut to 

583.9mm. 
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3.  Assemble all 4 lengths together with corner brackets by sliding the pvc strips into the groove of the 

corner pieces. The corner pieces with stainless steel latches should be used at the front. Your 

assembled square or rectangle should have the exact same measurements as the rim of your 

aquarium. 

 

  

4.  Flip the structure and lay on the floor so that the groves face upwards. Lay the 5mm mesh netting 

evenly across the frame.  

5. Press the magnetic groove strips into the frame securing the netting to the frame. Start with one side 

and work your way around the frame. Always checking for straightness and wrinkles. Keep the net 

pulled tight but do not pull too tight so that the frame warps.  

 

6. Check the inside dimension to ensure the net has not been pulled too tight.  

 
 

 

 

7. Using a sharp blade cut the excess netting off the outside of the Frame  

 



8. Now that the cover has been assembled, the rim of the aquarium must be prepared for the magnetic 

tape.  

This process is very important!!   

Wash the rim of the aquarium with a wet cloth ensuring that all dirt, salt or marks are totally 

removed. Dry the surface. Now use the alcohol wipes to wipe down the surface again. The surface 

can be left to air dry or a clean cloth (no paper) can be used.  

Any particles and impurities will reduce the effectiveness of the adhesive tape.  

 

9. Once the surface is perfectly clean and dry, the magnetic tape can be carefully applied. Start at one 

end. Line the tape up and guide it along the rim as you press it down. Be careful not to touch the 

adhesive side when applying. Press the tape down firmly on the rim and let it sit for at least hour 

before placing the net cover on.  

 
 

 

10. Avoid lifting the cover unnecessarily and try to avoid getting the adhesive magnet wet.  

Excessive lifting and splashing can put strain on the adhesive material that holds the tape to the 

glass rim and could cause the adhesive tape to loosen. 

  

 

 

 

 

 


