
 
  

 

 

TANNING SYSTEM MANUAL 
 

 



WELCOME 
 
 
Thanks for choosing the TANNING SYSTEM . Please read the following to help 
assist you with the set up and maintenance of your spray tan system. 
  

 

QUICK SET UP GUIDE 
 
The TANNING SYSTEM contains： 
 
□1  1 X Blower                            □2  1 X Spray Gun Applicator 
□3  1 X Flexible Hose                      □4  1 X Power Cord 
□5  1 X Manual with accessories 
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SPRAY GUN APPLICATOR 
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SPRAY GUN APPLICATOR 
 
                          Set nozzle cap by unscrewing the nozzle bezel. Turn the 

nozzle cap to correct position and tighten the bezel to hold 
the nozzle cap in place. Set the nozzle cap in vertical 
position for up and down spraying and horizontal position for 
left and right spraying. 

                                 
 
                    

 

 
Adjust solution dial at the back of the applicator, below the 
hose connector, to choose the amount/flow of solution you 
would like to spray. Start with a small amount of spray and 
increase by winding out the dial until the desired result 
reached. 

 

 
Attach hose. Pull back the quick connector on the hose and 
insert the hose connector(at the back of the gun). Release 
the quick connector fitting and check the hose is firmly 
connected. 

                         

HOW TO SPRAY TAN 
 
Basic Steps: 
1. Attach hose to blower. Insert hose fitting into blower and turn clockwise until firm. 
2. Attach Power cord. Connect it between power socket in blower and power jack on the 
wall. 
3. Fill with solution. Unscrew solution cup from spray gun applicator, fill with solution and 
fit on. 
4. Attach hose to spray gun applicator. Pull back the quick connector on the hose and 

 

 

 

 



insert the hose connector at the back of the gun 
5.Turn on by pressing the on/off button. 
6. Pull the trigger to start spraying, release to cease. 
 
Spray Effect Adjustment: 
1. Shape of mist: Unscrew the nozzle bezel and set the nozzle cap tilted, horizontal or 
vertical, then tighten the bezel. Refer the effects in nozzle cap setting of SPRAY GUN 
APPLICATOER. 
2. Solution flow control: Wind out solution dial(at the back of spray gun applicator, below 
hose connector) to increase flow, wind in to decrease. 
 
Notes: 
1. Avoid over tightening hose into the blower in case its components crack. 
2. You can dry your body by the air flow of the blower. 
3. During tanning, make sure there is no craps, small debris, pieces of paper etc. under 
the blower, in case the air inlet is blocked. 
4. Air hose may be hot after working for a long time, do not touch the part close to the 
blower. 
 

REGULAR MAINTENANCE GUIDE 
 

1.After tanning, please clean the solution cup, the tube and nozzle at once. Spray water or 
alcohol to clean the inside parts of the gun. 
2.Clean the filter after tanning. 
3.Do not keep the blower working continuously for more than 30min. For long time using, 
please switch it off every 30min. 
4. Do not spill any liquid on the blower. 

TROUBLE SHOOTING 

 

If you are experiencing problems with this tanning system, in the first instance please 
carefully read the relevant sections of the Use Manual and the Troubleshooting section 
below. If you cannot solve your problem please contact your supplier for further 
assistance. 

 

PROBLEM CAUSE WHAT TO DO 

My solution 
is bubbling 
in the cup 

Seal is not in properly Fit the gun  

Solution cup is not screwed in 
correctly 

Unscrew and reattach the cup 

The cup is cross- threaded Unscrew and reattach the cup 

Solution cup is overfilled Remove some solution from the 
cup 



The air flow 
is cutting in 
and out 

The filter is dirty Clean the filter and dry 

The spray 
blower will 
not turn on 

Power cord not attached Ensure the power cord is firmly 
attached to the base of the 
blower and wall socket 

Electricity not turned on Ensure that power point is on 
The spray 
gun 
applicator 
is leaking 

Gun cup is not tight enough Tighten the gun cup 
Too much solution Remove some solution from the 

cup 
Nozzle may be blocked Clean nozzle and spray some 

water 
Applicator is angled too sharply while 
spraying 

Keep the applicator on a lesser 
angle while spraying 

Chucking nut is loose Tighten it with the spanner 
The 
spraying is 
spluttering 

Not enough solution Add solution to the cup 

Nozzle may be blocked Clean nozzle and spray some 
water 

Air pressure is low Clean filter 

Hose 
coming out 
of blower 

Hose not correctly fitted to blower Ensure the fitting is inserted and 
locked 

Hose fitting broken after over 
tightening 

Contact your supplier or service 
agent 

No solution 
is coming 
out of the 
spray gun 
applicator 

Nozzle may be blocked Clean nozzle and spray some 
water 

Not enough solution Add solution to the cup 

Trigger is jammed Set the solution dial at 
maximum and pull the trigger 
repeatedly until it frees 

Solution dial on applicator is set too 
tight 

Wind out solution dial on 
applicator 

 


