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WILDEN PUMPS
SALES - SERVICE - REPAIR

T810 FLAP VALVE 51mm (2”) TURBO-FLOTM 

BRAHMATM BOLTED METAL PUMP

TECHNICAL SPECIFICATIONS

RUBBER-FITTED T8 METAL PUMP ROLL CAGES TO SUIT

AIR INLET 3/4” FNPT

LIQUID INLET 51 mm

LIQUID DISCHARGE 51 mm

CONNECTION TYPE NPT/BSPT (Threaded)

MAX SUCTION LIFT CAPABILITY 7.6 m Dry
9.3 m Wet

MAX FLOW RATE 617 lpm (163 gpm)

MAX PRESSURE 8.6 bar (125 psi)

MAX DIAMETER SOLIDS 51 mm

DISPLACEMENT PER STOKE* 1.7 L

*Cycle = 2 strokes
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SALES - SERVICE - REPAIR

T8 BALL VALVE 51mm (2”)  
TURBO-FLOTM CLAMPED  
METAL PUMP

TECHNICAL SPECIFICATIONS

PERFORMANCE ROLL CAGES TO SUIT

AIR INLET 3/4” FNPT

LIQUID INLET 51 mm

LIQUID DISCHARGE 51 mm

CONNECTION TYPE NPT/BSPT (Threaded)

MAX SUCTION LIFT CAPABILITY Dry lift 6.4 m

MAX FLOW RATE 617 Ipm (163 gpm)

MAX PRESSURE 8.6 bar (125 psi)

MAX DIAMETER SOLIDS 6.4 mm

DISPLACEMENT PER STOKE* 2.69 L

*Cycle = 2 strokes


