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, 

Chrome pattern (dark brown) printed on flat, ideal 
for backlight applications 

 
Soda lime glass 3.0 mm thick,  

▪ surface roughness <0.025 µm 
▪ surface flatness: 5-10 µm 
▪ transmission (420~700 nm) >85% 

Standard coating: low reflective dark brown chrome 
▪ reflectivity <25%@550 nm 
▪ optical density: >3 
▪ no pinhole bigger than 0.001 mm 

Overall accuracy: +/-0.001 mm 

Grid width tolerance: +/-0.001 mm 

Grid length tolerance: +/-0.001 mm 

Thermal expansion coefficient: <100x10-7 / °C 

Accuracy from target edge to pattern: +/-0.05 mm 

Dimension & thickness tolerance: +/-0.1 mm 

Beveled edges: +/-1° angle 

 

pvCal Checkerboard Glass 
Calibration targets checkerboard pattern for accurate & precise measurements, 
compatible to OpenCV, Sherlock, etc. 

Pattern size mm 16.5x16.5 20.6x20.6 25.75x25.75 30.5x30.5 51x51 55.5x55.5 92.5x92.5 105x105 

Grid size mm 0.1x0.1 0.2x0.2 0.25x0.25 0.5x0.5 1.0x1.0 1.5x1.5 2.5x2.5 3.0x3.0 

Grid array 165x165 103x103 103x103 61x61 51x51 37x37 37x37 35x35 

Dimensions mm 25x25 30x30 38x38 50x50 62x62 65x65 100x100 127x127 

 

Larger dimensions / patterns available on request. 


