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APPLIANCE DIMENSIONS FRAMING DIMENSIONS 

 

 

               

 

 

 Where applicable, add 6" for fresh air pipe and/or 
10" for forced air pipe to the width of the chase. 
When drywall panels or any other finishing 

material inside the chase around the fireplace is to 
be used, add its thickness to the measurement. 

 

 

 

LEGEND 

A 4” Fresh air inlet 

F 6” Forced air outlet 

G 8” Gravity air outlet 

CORNER INSTALLATION 

 

LEGEND 

Combustible 
material allowed 
in this area  

Non-combustible 
material only in 
this area  

 

ELECTRIC 
INLET (2) 

24 1/2" 
622 mm 

41" 
1041 mm 
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FACING MATERIAL SHELF,  MANTLE, AND WALL PROJECTION 

   

 

 

HEARTH EXTENSION CONSTRUCTION AND DIMENSIONS 

 

*If fireplace is installed directly on the floor or on a raised base of less than 4", the hearth extension floor area must extend at least 16" (406 mm) in 
front of the fireplace with R-value equal to or greater than 1.00. Use 1/2'' Micore or refer to manual for equivalent insulation. 

 
LEGEND 

Combustible 
material allowed 
in this area  

Non-combustible 
material only in 
this area  

 

3" 
76 mm 

No combustible 
material in this area 

Non-combustible facing material must be 80" 
(2032 mm) min. or up to the ceiling. 

* 

* Clearance may be 

reduced by use of 
approved heat shield. 
See Owner manual. 

13" 
330 mm 

3" 
76 mm 

8" 
203 mm 

41 ½ 
1054mm 


