
Overview

Specifications

Standard Features

1 One piece stringer
1 Integral molded F.R.P. deck
2 F.R.P. Side bench with compartments
1 F.R.P. Steering console
1 F.R.P. Dry deck
1 F.R.P. Transom well
2 F.R.P. Boarding platform
1 70 Gal. Fuel tank
4 8" Plastic cleat
2 Side deck scupper
1 Hydraulic steering system
5 3" Cable boot
2 Air tank side rack (16 tanks)
1 Polyethylene rub rail with vinyl insert
1 F.R.P. Transom cover
1 Basic electrical system
2 Bronze drain plug
4 1/2" Stainless steel bow and stern eyes

Optional accessories

* Maximum HP based on Yamaha 4-Stroke 
   Outboard engines.
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Eduardoño S.A.S can make improvements and/or Updates of its products and its technical sheet.
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Diver 320ST

1 Navigation lights set, 1 2000 Gph. Bilge pump, 1 Polymer bow 
deck compartment, 1 Boarding ladder, 1 F.R.P. Hard top with 
aluminum structure, 1 F.R.P. Transom platform, 1 Bow deck 
cushion set, 1 8" Plastic cleat, 1 85 A-h / 105 A-h Battery box, 1 
Side bench cushion (set of 2), 1 Steering console acrylic 
windshield, 1 Single engine single battery switch, 1 Stainless steel 
console handrail, 1 Stainless steel bow rail, 1 Twin engine tie bar, 
1 Twin engine twin battery switch, 1 Polyurethane paint graphic

The Diver 320 ST is a commercial scuba diving operator’s boat. The model is designed with twin side scuba tank racks for 16 tanks 
each placed over the side benches, a stern steering console and two side console platforms for boarding and immersing.


