
 

                                Waxoyl DIY Kit Instructions   
            Tips before starting 

-Please wear eye shields, gloves, and particulate mask while doing the 
application, as they will make the job safer and easier.   

- Work in a well-ventilated area. 

- Make sure your windows are fully up. 

-The areas to be treated should be clean and free of mud, dust, rust, and salt.  
A trip to the DIY car wash and thorough underbody cleaning with the wand is 
definitely recommended.    

-  Flaking rust should be removed with a putty knife or wire brush.  If the 
product is applied to loose surfaces, it will fall off with the surface it is 
attached to.  For best results, proper prep work is necessary  

-Shake the cans well before use and intermittently while spraying. 

-If you are working in a cold environment, it may be necessary to warm the 
cans in a bucket of hot water to get them to flow and atomize properly. 

-Both products can be easily broken down and cleaned up with vegetable oil, 
so have some on hand to aid in removing product from any areas that it was 
accidently applied, including your skin. 

-As a rule of thumb, avoid application of either product to anything that spins 
or gets hot.  This includes but is not limited to: 

     A)  Brake rotors, which if contaminated with either product could malfunction. 

       B)  Drive shafts/CVs, which if treated unevenly could cause the shaft to go out of 
balance.   If you do treat an item that spins during vehicle operation, do it evenly.  

       C)  Exhaust components, which will produce unpleasant “burning off” odors once 
the vehicle reaches operating temperature. 

        D)  Heat sinks which are meant to dissipate heat from critical components. 



 
 

                                                      Cavity wax procedure: 

 

1) Remove the standard spray cap from the Waxoyl Cavity Wax can and 
install the 360 degree lance cap.  The lance will be used to penetrate 
factory access holes and spray the vehicles interior surfaces.   

2) Locate appropriate access holes into the areas to be treated and insert 
the lance into the access hole to the appropriate depth and slowly 
withdraw while spraying.  You should see a “fog” coming out of other 
access holes as you withdraw signaling that the entire interior surface is 
being coated.  Use multiple access points to make sure that no surfaces 
are missed.  Apply liberally, but understand that with a heavier coating 
you may experience some dripping out of the lowest access points.  This 
can easily be cleaned up with a rag and a small amount of vegetable oil.  
This product will not harm seals or electrical connections and will 
actually lubricate any moving parts within the cavity like window tracks 
and door hardware.  

3)  Lance and spray the hood, trunk lid, doors, quarter panels, sills, and any 
other appropriate areas (see diagrams below).  Some of these areas may 
be easier to reach once the vehicle has been raised and can be done in 
the next step while spraying the underbody members. 

 

 



 

 
 
 

 
 

 
 

4)  Raise and support the vehicle in accordance with the manufacturer’s 
recommendations if necessary.  Safety first! 

5)  Finish any application areas that you put off until the vehicle was raised 
and spray any underside cavities that may be exposed to the elements.  This 
includes the inside of frame members, suspension components, etc.  

 



 
 

                                  Hardwax Application Procedure 

 

 

1) Visually break the vehicle into 1/4s and do 1 at a time to make sure you do 
not miss any spots. 

2) Hold the Hardwax can 6”-10” from the surface to be treated and spray all 
appropriate underbody areas from bumper to bumper including the wheel 
wells.   A heavier coat will provide more protection.  Areas that have pre-
existing rust or are likely to see abrasion from road conditions, like wheel 
wells and suspension components should be treated more heavily so there is 
enough product on the area to saturate and “self-heal”.  It’s better to apply 
multiple light coats, rather than one heavy coat. 

3) Check the sprayed surfaces from multiple angles looking for “shadows” 
and missed spots.  Waxoyl can only protect surfaces that it’s applied to!  
Missed spots will be vulnerable to the elements. 

4) Safely lower the vehicle and allow the product to cure for 24 hours if 
possible.   If this is not possible, avoid dirt roads while the product is still 
tacky, as it will collect any debris it comes in contact with.  Warm, dry 
weather will allow the product to cure more quickly, so use your best 
judgement on cure time. 

5) Clean off any accidental spills or overspray with vegetable oil, followed by 
the cleaning agent of your choice. 

6) Save any extra materials for annual checks and reapplication to areas that 
have abraded off. 

 

  


