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Disclaimer:
The data and information contained in this specification sheet are subject to change without notice; the ratings supplied are provided based on the product 
manufacturer. The information contained in this specification sheet should not be considered a warranty, expressed or implied, including, but not limited to, a 
warranty of merchantability or fitness for a particular purpose. In no event shall Veroboard be liable for any incidental or consequential damages resulting from 
the use, misuse, or inability to use the product. This exclusion applies regardless of whether such damages are sought based on breach of warranty, breach of 
contract, negligence, strict liability in tort, or any other legal theory.

Model No.: SR-1009EATYWI-5C (R-8A)
Input Voltage: 12-24V DC
Output Current: 8A x 5CH
Output Wattage: 96-192W/CH
Input Voltage: 36V DC
Output Current: 6A x 5CH
Output Wattage: 216W/CH
Input Voltage: 48V DC
Output Current: 4A x 5CH
Output Wattage: 192W/CH
App Controller: Android, iOS
Compatible Remote Controllers: SR-2819S-CCT(R2)
             SR-2819S RGBW(R3)

SR-2858Z4-5C RGBW+CCT(R4) 
SR-2819S-DIM(R1)

Case Temperature (Tc): 75º C
Ambient Temperature (Ta): 20º C~+5º0 C
Dimensions: 170mm x 59mm x 29mm

(6.7" x 2.3" x 1.125")
Certifications: CE/cRU/RoHS

SR-1009EATYWI-5C (R-8A)
Constant Voltage Receiver, 12-48V 96-216W/CH

SKU: 666561430795

Name: ___________________________________

Company: _________________________________

Phone: ___________________________________

Email: ____________________________________ 

Features:
• 5 channel full functional constant voltage RF LED receiver.
• Available with 12-48VDC and max. 5A per channel output.
• Enables driving of RGB and dual color (warm white and cold white) LED lighting with a single receiver while pairing with an RGB & CCT remote.
• Supports mono chrome, dual color, RGB and RGBW LED lighting while pairing with corresponding remote or wall-mounted control.
• Full compatibility with a variety of mono chrome, dual color, RGB/RGBW and RGB+CCT RF remotes.
• Multiple zones can be controlled separately or synchronously with endless receivers in each zone.
• Each receiver can be controlled by 8 different remotes maximally.
• Can be WiFi controlled by an app installed on iOS or Android mobile devices while working with WiFi-RF converter.
• Brightness of each R, G, B, and W can be adjustable to achieve millions of colors.
• Radio frequency available: 869.5/434/916.5MHz.














