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PROJECT DATE

FIXTURE TYPE LOCATION

3-118-xxxx

SPECIFICATIONS

INPUT VOLTAGE

ENERGY
SPECIFICATIONS 

FINISHES

STANDARDS

3 Blades / 52” Blade Sweep / 14.2° Blade-Pitch
4” and 6” downrod (Included)
Optional downrods available for high ceilings
6 Speeds - Reversible;
0.400A on high / 0.03A on low
32W on high /2W on low
170 rpm on high / 47 rpm on low
Wall control (Included)
Remote control 3-8-2000-0 (Optional)

120V

Airfl ow: 6618 CFM 
Electric Energy Consumption: 32 W (Excludes Lights)
Airfl ow effi ciency: 200 CFM/W
Note: Measured at high speed

Gloss Black (-1!5), Aged Brass/White (-640)
Satin Nickel (-24), Aged Brass/Black (-1540) 

UL Dry, UL Damp

LIGHT KIT NUMBER

LUMEN OUTPUT

LIGHT SOURCE

OPTIONAL LIGHT INFORMATION

3-9-118

1036 lm (LM-79), 1583 Initial

LED Light kit 1x18W, 3000K, 90CRI
Dimmable LED with Matte White Polycarbonate

DIMENSIONS
W: Blade Sweep 52”
Ht.: 12.25”
Ceiling to blades: 8.52”
Note: Measured using 4” downrod

-24 Satin Nikel-115 Gloss Black -1540 Aged Brass/Black

-640 Aged Brass/White
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