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Innovative Power Solutionso

UPS2032 / UPS2042 / UPS2082
Line Interactive UPS Series - 650 VA / 1500VA / 1000 VA

Features
2 YEAR o , -
EXCHANGE * Line interactive for efficiency
WARRANTY S— e Multiple output sockets
(T (UPS2032: 2,

UPS2082-2042: 4)

¢ In-built data line (RJ-45)
surge supressor

e Control panel with
graphics display

¢ |n-built voltage regulator

¢ |ncludes OPEN VIEW software
for remote monitoring &
shutdown (Windows, Linux,
Mac OS X)

e 2 year exchange warranty
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UPS2042
1500 VA uPS2082
1000 VA UPS2032
650 VA

Control Panel

Alarm
Operation with battery
Normal operation
On / Off
Load present
Load level (5 steps)
General alarm
Battery fault / Replace the battery
Overload
. Battery capacity
. Normal mode / Battery mode (flashing)

. Automatic voltage / Regulation active
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UPS2082 & UPS2042

Connections
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uPS2082 uPS2042

Output sockets

USB port

Mains input cable

Circuit breaker

NTP data line suppressor
Fan
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Innovative Power Solutionso

UPS2032 / UPS2042 / UPS2082
Line Interactive UPS Series - 650 VA / 1500VA / 1000 VA

UPS Sizing Guide

Load(%)
UPS | Full 20% 0% 40% 50% 50%
SEADAN #| Rating |Load
A VA | W |Runtime*| VA [ W |Runtime*| VA | W [Runtime*| VA | W |Runtime*| VA | W |Runtime*
(VA} | (W)
UPS52032 650 360 | 130 | 72 28 195 | 107 17 260 | 144 11 325 | 180 6 390 | 216 4
UP52082 1000 | 600 | 200 | 120 44 300 | 180 24 400 | 240 16 500 | 300 12 600 | 360 9
UP52042 1500 | 900 | 300 | 180 32 450 | 270 21 600 | 360 13 750 | 450 9 900 | 540 8
Load(%)
L3 70% 75% 80% 90% 100% (Full Load)
SEADAN #| Rating |Load
A VA | W [Runtime®| VA | W |Runtime*| VA [ W [Runtime®*| VA | W |Runtime*| VA [ W |Runtime®
(VA) | (W)
UP 52032 650 360 | 455 | 252 2 488 | 270 2 520 | 288 2 585 | 324 <2.03 650 | 360 <2.03
UPS52082 1000 | 600 | 700 | 420 7 750 | 450 6 800 | 480 5 900 | &40 <523 (1000 600 «5.23
UP 52042 1500 | 900 (1050 | 630 6 1125 | 675 <6.00 |1200| 720 <6.00 [1350| 810 <6.00 (1500 900 =6.00
* approximate runtime (minutes)
Specifications
Model Number UPS2032 UPS2082 UPS2042
Sn B650VA 1000VA 1500VA
General Pn 360W 600W 900W
Input / Output 1/1
Rated Voltage 230V
Inout Voltage Tolerance 170 ~ 280V
P Rated Frequency 50/60 Hz with automatic selection
Mains Connection IEC320 socket
Automatic Voltage Regulation (AVR) v v 4
Rated Voltage 230V +10%
Output Rated Frequency 50/ 60Hz +1%
Wave Form Step wave
Protection Overload, significant discharge and short circuit
Output - Australian 3 pin sockets 2
Batteries Type Sealed lead-acid maintenance free - expected life 3/5 years
Interfaces USB
Communication | Local Communication Software Local view
Data Line Protection NTP data line suppressor
Safety EN 62040-1, AS 62040-1
Standards EMC EN 62040-2, AS 62040-2
Product Certification CE, C-Tick (N876)
UPS Cabinet Dimensions (mm) 100 (W) x 145 (H) x 290 (D) | 145 (W) x 165 (H) x 345 (D) | 145 (W) x 205 (H) x 390 (D)
aine Weight 5.2 kg 9.7 kg 11.2 kg
Specifications are subject to change without prior notice
' VIC Unit 7, 170 Forster Road, Mt Waverley VIC 3149
n ' ‘ Ce|ebl’atl ng NSW Unit 5, 142 James Ruse Drive, Parramatta NSW 2150
X = QLD 15-19 Hudson Road, Albion QLD 4010
i i WA  Unit 4, 200 Balcatta Road, Balcatta WA 6021
SeCUI’Ity & electronlcs W ACT Unit 2, 157-161 Gladstone Street, Fyshwick ACT 2609

You're in very secure company

1300 366 851 | seadan@seadan.com.au | www.seadan.com.au
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