
Introducing the Luminar SA-2000 StandAlone Gas 
Log Fire by Illusion, Australia’s leading manufacturer 
of Gas Log Fires. 

The Illusion Luminar SA-2000 StandAlone features 
bold styling in a small, but high-performance gas 
log heater that suits most homes where space is a 
premium. 

Capable of heating up to 60sq metres, the sleek 
Australian-made Luminar SA-2000 StandAlone Gas 
Log Fire is fitted with a 2-speed fan, can operate on 
either Natural Gas or LPG and comes with a 10-year 
Firebox Warranty.
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INSTALLATION
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VERTICAL INSTALL
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SA-2000 DIMENSIONS
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The diagrams below show examples of stand alone Luminar installs with respect to 
clearances from combustible materials ie: walls. The minimum distance from the REAR 
of all Luminar Stand Alone models to any combustible surface is 100mm. The minimum 
distance from the SIDES of all Luminar Stand Alone models is 100mm.  The minimum 
distance from the REAR CORNERS to combustible walls in a 45 degree corner install 
is 50mm. 

SA-2000 CLEARANCES

Example Corner Install (ALL LUMINAR SA-2000)

50mm
(Min.)

50mm
(Min.)

Example Rear wall(ALL LUMINAR SA-2000)

100mm

200mm

While each Illusion Luminar SA-2000 Gas Log Fires have been designed for simple 
installation with the approved balanced flue provided, all Illusion Luminar Gas Log Fires 
require an authorised gasfitter to install.

All details and dimensions quoted here are correct at the time of writing but 
may be subject to change. Please check with your dealer before commencing 
any building works or installations of these appliances. A slight reduction in 
performance may result if high ceilings, large glass areas or lack of insulation are 
present. Illusion reserves the right to alter specifications without notice. Photos 
are for illustrative purposes only. Some colours may vary due to the printing 
process.
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CERTIFICATION

Certi�cate Holder:   Illusion Australia Pty. Ltd.
    145 South Gippsland Hwy.
     Dandenong South Vic 3175
    ABN:  35005 834 784

Manufacturer:      A.G.Building Developments Pty. Ltd.

Certi�cate Number:  GMK 10350
Issue Date:        21/7/2017

Distributor:  Brand Name:    Model ID: 

ILLUSION LUMINAR FS-1000

All Illusion Luminar Gas Log Fires have been tested and approved to AS: 4558

ILLUSION LUMINAR SA-2000

Luminar SA-2000 SERIES

UP TO 60 SQ METRES




