
Introducing the Luminar 3000 Gas Log Fire by Illusion, Australias 
foremost manufacturer of  Gas Log Fires.
 
The Luminar 3000 features economy, performance and style 
and it’s compact dimensions makes it the perfect choice 
to keep smaller areas warm and comfortable in your home 
without breaking the budget.

Capable of heating up to 80 sq metres, the stunning Illusion 
Luminar 3000 Inbuilt Gas Log Fires are available in a range 
of colours including Metallic Black with several trim options 
designed to suit any decor.

Luminar
GAS LOG FIRE3000 SERIES

Au s t r a l i a ’s  Le a d i n g  G a s  Lo g  F i r e  M a n u f a c t u r e rINBUILT GAS LOG F IRES BY ILLUSION



INSTALLATIONCERTIFICATION

LUMINAR 
3000

Gas Log 
Fire

Stud Wall

Approved 
Vertical 

Flue Cowl

Flashing 
(Supplied 

by 
Installer)

Minimum 
500mm

from flue cowl exit 
to roof penetration

Appliance 
Fascia

ALL LUMINAR GAS 
LOG FIRES MUST BE 
INSTALLED IN 
ACCORDANCE WITH
AS-NZS 5601 
CURRENT EDITION

Minimum distance from top of 
unit to any combustible framing 
is  50mm.
Minimum distance from rear of 
unit to any combustible material 
is 10mm.
Minimum distance from side of 
unit to any combustible material 
is 50mm

Clear path to vent 
air to ceiling

INBUILT CLEARANCES

Model 3000 
100mm Active 
&  152mm  
Outer case

EXAMPLE LUMINAR 3000
 VERTICAL INSTALL
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Brick
Veneer

Clearance 
from rear to 
combustible 
wall 10mm

Minimum 
distance from 

flue case 
outer pipe to 
combustible 
materials is 

10mm

Luminar
3000

Gas Log 
Fire

Stud Wall or 
frame.

Approved  
Flue Cowl

EXAMPLE LUMINAR 3000 
HORIZONTAL INSTALL

Appliance 
Fascia

Minimum 
distance from 

flue case 
outer pipe to 
combustible 
materials is 

10mm

Minimum distance from top of 
unit to any combustible framing 
is  50mm.
Minimum distance from rear of 
unit to any combustible material 
is 10mm.
Minimum distance from side of 
unit to any combustible material 
is 50mm

Clear path to vent 
air to ceiling

INBUILT CLEARANCES

Model 3000 
100mm Active &  
152mm  Outer 
case
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300mm
minimum

We recommend a minimum of 
1.4 metres of vertical fluing 

before penetrating the wall at 
90 degrees and terminating 

with a horizontal cowl.

ALL LUMINAR GAS 
LOG FIRES MUST BE 
INSTALLED IN 
ACCORDANCE WITH
AS-NZS 5601 
CURRENT EDITION

Brick
Veneer

Fascia width 1056mm
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Rear case 
depth

430mm

Rear casing width 945mm
 (Including spacer bkts.)
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The frame and plaster cutout dimensions as shown 
above should be cut as accurately as possible to 
ensure adequate coverage by the  appliance fascia. 
Illusion can supply fabricated full metal frames to 
simplify the installation and reduce costs.

FRAME CUTOUT
Luminar 3000 Frame and plaster cutout dimensions.
NOTE: Minimum frame depth 450mm.
Example Wall mount shown below.

950mm

605mm

450m
m

250mm

www.illusionfires.com.au
The dimensions, etc quoted here are correct at the time of writing but may be subject to change. Please check with your dealer 
before commencing any building works or installations of these appliances. A slight reduction in performance may result if high 

ceilings, large glass areas or lack of insulation are present. Ultimate reserves the right to alter specifications without notice. 
Photos are for illustrative purposes only. Some colours may vary due to the printing process.

Please note: The Luminar Flue system must be installed by an Authorised installer.
Some installations may require the provision of a hearth to protect the floor from radiant heat. Contact your Illusion dealer for more information.


