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PARTS AND PERFORMANCE

WHISPER-QUIET NOISE

NOISE FLOOR OF <1μV

CABLE

Extra-large OFHC copper power cable
for high power delivery with low loss

TOP AND LOWER LID

Aircraft -grade 6063 aluminium in dark 
bronze for long-life/excellent heat dissipation



MEASURES

148mm

55mm
50mm

1m



CIRCUIT PERFORMANCE
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Advanced circuits beneath the <1μV noise floor:

• Active noise Cancellation II

• Audiophile transformer specially developed for the Elite

• Large aluminium conductive polymer capacitors

• Enlarged input/output capacitance

• 30% extra headroom for instant power delivery for 
exceptional transients

• Noise-free adaptive multi-mode controller





AUDIO BAND NOISE FLOOR
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<1μV | iFi iPower Elite

100μV | Audiophile Linear Power Supply (LPS)

1000μV | Generic Power Supply

Noise floor is the random noise and excl. AC mains related components and switching freq (<30μV).



1μV



SPECIFICATIONS
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Input 100-240VAC (50-60Hz/1.5A)

Output 5V/5.0A; 12V/4.0A; 15V/3.5A; 24V/2.5A

Output plug 5.5x2.5mm Reverse Polarity Plug (White)

Noise floor ~1uV

Dimensions 148 x 55 x 50 mm / 5.8" x 2.2" x 1.3"

Weight 550 g (1.2 Ibs)

Warranty period 12 months

*Specifications are subject to change without notice



INPUT / OUTPUT

AC INPUT
100V-240V

DC OUTPUT
A.  5V 5A

B. 12V 4A
C. 15V 3.5A

D. 24V  2.5A
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