
Description: 1/4” Stereo male plug with screw on gold plated cover. Fits cables up to 8mm/.31”. 

Base metal: High copper content brass
Plating: Silver/rhodium
Termination: Solder

GRQ SM (straight mono) 

Quad Eutectic Roll Solder 

Quad Eutectic Roll Solder 

GRQ SS (straight stereo) 

Phone plugs and solder

Description: 1/4” mono male plug with screw on gold plated cover. Fits cables up to 8mm/.31”. 

Base metal: High copper content brass
Plating: Silver/rhodium
Termination: Solder

Description: 1 lb. spool Cardas Quad-Eutectic rosin core solder contains tin, lead, silver, and copper. Melts at 365°. This is 
the same solder we use in terminating our cables. 

Length: approximately 418 feet/127m
Diameter: 0.032”/.81mm

Description: 1/4 lb. spool Cardas Quad-Eutectic rosin core solder contains tin, lead, silver, and copper. Melts at 365°. This is 
the same solder we use in terminating our cables. 

Length: approximately 106 feet/32m
Diameter: 0.032”/.81mm

Bar Solder 2 lb

Description: 2 lb. bar solder. Cardas bar solder contains tin and lead. Melts at 360°. This is the same solder we use in our 
solder pots for tinning litz wire. 
Sold as a single 2 lb. bar. 

Lead free Bar Solder 1 lb 

Description: 1 lb. lead free bar solder contains tin and copper. Melts at 440°. Sold as a single 1 lb. bar. 

Rosin Flux paste 2oz 

Description: Cardas activated rosin flux. Helps solder flow easily. 



Description: Cardas contact conditioner is a contact enhancer. Use in small quantities to both enhance and lubricate con-
nections. Apply with a small brush or Q-tip to only the conductive surface. Do not apply to any non conductive components. 
Reapply every 30 days. 

Size: 3 ml

Myrtlewood Blocks Large 

Myrtlewood Blocks Small 

MCB 

CCC, 3ml Bottle 

Contact Conditioner and accessories

Description: Large myrtlewood cuboids are made from America’s most beautiful hardwood, the legendary Myrtle tree. 
Laser engraved with the Cardas logo. Can be used as equipment footers, to isolate gear, and to create more space between 
equipment. Myrtlewood has a very complex grain structure. The coloring of the wood is unique, varying from a sedate, satiny 
gray to riotously, multicolored grains of red, yellow, and brown, with many burls and shapes in its grain. Denser than Oak, 
unseasoned Myrtle logs will not float. Sold as a set of 6. 
Size: 1” x 1.618” x 2.618”

Description: Small myrtlewood cuboids are made from America’s most beautiful hardwood, the legendary Myrtle tree. 
Laser engraved with the Cardas logo. Can be used as equipment footers, to isolate gear, and to create more space between 
equipment. Myrtlewood has a very complex grain structure. The coloring of the wood is unique, varying from a sedate, satiny 
gray to riotously, multicolored grains of red, yellow, and brown, with many burls and shapes in its grain. Denser than Oak, 
unseasoned Myrtle logs will not float. Sold as a set of 6. 
Size: .618” x 1” x 1.618”

Description: Multi Cable Block. Oregon Douglas Fir with 5 “V” cuts, designed to provide several options for cable lifting. Sold 
as a set of 6. 

Dimensions: 1” x 1.618” x 2.618”
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