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CAPACITOR MOUNTING CLAMP 

NACC VR mounting clamps 
may be used to mount any 
cylindrical capacitor with a 1" 
to 3" diameter that is to be 
mounted in a vertical position. 
Parts are finished  with zinc 
chromate plating. Use for 
mounting CG types, PSU, 
HC/NP and MPD/MPF types.

Diameter 
of Part to be 

Mounted 

1" to 1-1/16" 
1-3/8" to 1-7/16"
1-1/2" to 1-9/16"
1-3/4" to 1-13/16"

2" to 2-1/16"
2-1/2" to 2-9/16"

3" to 3-1/8"
Screw 

Nut 

-
VR1B 
VR3B 
VR4B 
VR6B 
VR8B 
VR10B 
VR12B 
VRSCREW 
VRNUT 

VR1, 3, & 4 

C 
2 Holes 

I I -�- .562_750 

Catalog Number 

VR1 
VR3 
VR4 
VR6 
YRS 
VR10 
VR12 

� ' ::=...L 

VR1A 
VR3A 
VR4A 
VR6A 
VRBA 
VR10A 
VR12A 

---
1· 1-7/16" 1-71s·· 

1-3/8" 1-25/32" 2-7 /32" 
1-1/2" 1-15/16" 2-11/32" 
1-3/4" 2-1 /4" 2-9/16"

2" 2-1/2" 2-13/16" 
2-1 /2" 3" 3-5/16"

3" 3-7/16" 3-13/16" 
9/16" long 6-32 thread NC-2A 
Standard hex nut to fit screw 

VR6, 8, 10, & 12 
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Dimensions


