
High Performance SCHUKO Connectors 

   FI-E11(G)          FI-E11(Cu)                                             

FI-E11(G)   24k Gold-Plated α (Alpha) Phosphor Bronze Conductor 
FI-E11(Cu)   Non-Plated α (Alpha) Eutectic Copper Alloy Conductor

Type: 2-pole+earth     Rating: 16A 250V A.C. 

• α (Alpha) Phosphor Bronze Conductor for 
FI-E11(G) 

• α (Alpha) Eutectic Copper Alloy Conductor for 
FI-E11(Cu) 

• 24k Gold Plated or Non-plated Conductor
• Materials: Front body Nylon/fiberglass  
• Shell polycarbonate 

(Black for FI-E11(G),Clear for FI-E11(Cu)) 
• Specifications:  

Accommodates cable diameters from 6.6mm 
to 16.0mm (With a longer screw up to 20mm)

• Dimensions: Body length 56.0mm x 39.0mm 
diameter x 88mm overall length  

• Connections: Set-screw 
• Rated: 16A/250V 

Make A More Powerful Connection with Furutech!
Toll Free: 1-866-681-9602 • Local: 905-681-9602 • Fax: 905-631-5777 

Shipping Address: 5109 Harvester Rd, Unit B2 • Burlington • Ontario • Canada • L7L 5Y4 
Website: www.partsconnexion.com • Email: info@partsconnexion.com

FTECH-70772 FTECH-70641

w
w
w
.p
ar
ts
co
nn
ex
io
n.
co
m


