
High Performance XLR Connectors

FP-701M(G)        FP-702F(G)

FP-701M (G)  (Male)     24k Gold plated Conductor
Features:

• α (Alpha) Eutectic cast copper alloy center pin
• Copper alloy body with PBT and fiberglass insulation 
• Connections: Soldered 
• Specified for cable diameters up to 9mm  
• Dimensions: 21.3mm ± 0.1 diameter x 63.2mm ± 0.1mm 

overall length
FP-702 F (G)  (Female)    24k Gold plated Conductor
Features:

• α (Alpha) Eutectic cast copper alloy center pin
• Brass body with PBT and fiberglass insulation 
• Connections: Soldered 
• Specified for cable diameters up to 9mm  
• Dimensions: 19.5mm ± 0.1 diameter x 64.2mm ± 0.1mm 

overall length 

All metallic parts are treated with the 

FURUTECHα (Alpha) Process (Super Cryogenic & Demagnetizing Treatment)

Make A More Powerful Connection with Furutech!w
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Toll Free: 1-866-681-9602 • Local: 905-681-9602 • Fax: 905-631-5777 
Shipping Address: 5109 Harvester Rd, Unit B2 • Burlington • Ontario • Canada • L7L 5Y4 

Website: www.partsconnexion.com • Email: info@partsconnexion.com
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