
High Performance Phone Jacket series  

FP-703 (G) 

FP-704 (G) 

FP-703 (G)   High Performance Mono Phone Jacket 
Material:   24k Gold Platedα(Alpha) eutectic cast copper alloy conductor pin
Insulation:   PBT. and 30% Fiber Glass (Black)
Housing:   Zn-Mg Alloy Casting (Black)
End Housing:  Copper Alloy (Black)
Dimensions:  Housing---17.8mm diameter X 65.8 mm, 97.3 mm overall height 

Maximum cable diameter / 8.0mm 
FP-704 (G)    High Performance Stereo Phone Jacket 

Material:   24k Gold Platedα(Alpha) eutectic cast copper alloy conductor pin
Insulation:   PBT. and 30% Fiber Glass (Black)
Housing:   Zn-Mg Alloy Casting (Black)
End Housing:  Copper Alloy (Black)
Dimensions:  Housing---17.8mm diameter X 65.8 mm, 97.3 mm overall height 

Maximum cable diameter / 8.0mm 
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Toll Free: 1-866-681-9602 • Local: 905-681-9602 • Fax: 905-631-5777 
Shipping Address: 5109 Harvester Rd, Unit B2 • Burlington • Ontario • Canada • L7L 5Y4 

Website: www.partsconnexion.com • Email: info@partsconnexion.com

FTECH-71099

FTECH-71100


