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ME MEO
MCap EVO MCap EVO Oil

Capacity Body Wire Capacity Body Wire
[µF] VDC Ø* L [mm] Ø* E/A [mm] [€] [µF] VDC Ø* L [mm] Ø* E/A [mm] [€]

0,010 ±5% 650 12 * 12 0,6 * 35/35 2,99 0,010 ±5% 650 12 * 12 0,6 * 35/35 5,99
0,10 ±5% 650 12 * 12 0,6 * 35/35 2,99 0,10 ±5% 650 12 * 12 0,6 * 35/35 5,99
0,15 ±5% 450 16 * 14 0,8 * 35/50 2,99 0,15 ±5% 450 16 * 14 0,8 * 35/50 5,99
0,22 ±4% 450 16 * 14 0,8 * 35/50 3,09 0,22 ±4% 450 16 * 14 0,8 * 35/50 6,19
0,27 ±4% 450 18 * 14 0,8 * 35/50 3,09 0,33 ±3% 450 18 * 14 0,8 * 35/50 6,39
0,33 ±3% 450 18 * 14 0,8 * 35/50 3,19 0,47 ±3% 450 20 * 14 0,8 * 35/50 6,59
0,39 ±3% 450 20 * 14 0,8 * 35/50 3,19 0,68 ±3% 450 22 * 16 0,8 * 35/50 6,79
0,47 ±3% 450 20 * 14 0,8 * 35/50 3,29 1,00 ±3% 450 25 * 16 0,8 * 35/50 6,99
0,56 ±3% 450 22 * 16 0,8 * 35/50 3,29 1,50 ±3% 450 30 * 16 0,8 * 35/50 7,39
0,68 ±3% 450 22 * 16 0,8 * 35/50 3,39 2,20 ±3% 450 25 * 21 0,8 * 35/50 7,79
0,82 ±3% 450 25 * 16 0,8 * 35/50 3,39 2,70 ±3% 450 30 * 21 0,8 * 35/50 8,19
1,00 ±3% 450 25 * 16 0,8 * 35/50 3,49 3,30 ±3% 450 30 * 21 0,8 * 35/50 8,59
1,50 ±3% 450 30 * 16 0,8 * 35/50 3,69 3,90 ±3% 450 25 * 27 0,8 * 35/50 8,99
1,80 ±3% 450 25 * 21 0,8 * 35/50 3,79 4,70 ±3% 450 30 * 27 1,0 * 35/60 9,49
2,20 ±3% 450 25 * 21 0,8 * 35/50 3,99 5,60 ±3% 450 30 * 27 1,0 * 35/60 9,99
2,70 ±3% 450 30 * 21 0,8 * 35/50 4,19 6,80 ±3% 450 35 * 27 1,0 * 35/60 10,90
3,30 ±3% 450 30 * 21 0,8 * 35/50 4,39 8,20 ±3% 450 35 * 27 1,0 * 35/60 11,90
3,90 ±3% 450 25 * 27 0,8 * 35/50 4,69 10 ±3% 450 40 * 27 1,0 * 35/60 12,90
4,70 ±3% 450 30 * 27 1,0 * 35/60 4,99 15 ±3% 450 40 * 35 1,0 * 35/75 16,90
5,60 ±3% 450 30 * 27 1,0 * 35/60 5,99 22 ±3% 450 50 * 35 1,0 * 35/75 21,90
6,80 ±3% 450 35 * 27 1,0 * 35/60 6,99 33 ±3% 450 65 * 35 1,2 * 45/90 26,90
8,20 ±3% 450 35 * 27 1,0 * 35/60 7,99 47 ±3% 350 50 * 50 1,2 * 45/90 31,90
10 ±3% 450 40 * 27 1,0 * 35/60 8,99 56 ±3% 350 65 * 50 1,4 * 50/105 37,90
12 ±3% 450 35 * 35 1,0 * 35/65 9,99 68 ±3% 350 65 * 50 1,4 * 50/105 43,90
15 ±3% 450 40 * 35 1,0 * 35/75 10,90 100 ±3% 350 75 * 50 1,4 * 50/105 56,90
18 ±3% 450 50 * 35 1,0 * 35/75 13,90
22 ±3% 450 50 * 35 1,0 * 35/75 16,90 MESGO
33 ±3% 450 65 * 35 1,2 * 45/90 21,90 MCap EVO SilverGold.Oil
47 ±3% 350 50 * 50 1,2 * 45/90 26,90 Capacity Body Wire
56 ±3% 350 65 * 50 1,4 * 50/105 31,90 [µF] VDC Ø* L [mm] Ø* E/A [mm] [€]
68 ±3% 350 65 * 50 1,4 * 50/105 37,90 0,010 ±5% 650 12 * 12 0,6 * 35/35 17,90
82 ±3% 350 75 * 50 1,4 * 50/105 42,90 0,10 ±5% 650 12 * 12 0,6 * 35/35 17,90

100 ±3% 350 75 * 50 1,4 * 50/105 49,90 0,15 ±5% 450 16 * 14 0,8 * 35/50 17,90
150 ±3% 250 50 * 90 1,4 * 50/140 62,90 0,22 ±4% 450 16 * 14 0,8 * 35/50 18,90
220 ±3% 250 65 * 90 1,4 * 50/140 79,90 0,33 ±3% 450 18 * 14 0,8 * 35/50 19,90
270 ±3% 250 65 * 90 1,4 * 50/140 119,90 0,47 ±3% 450 20 * 14 0,8 * 35/50 21,90
330 ±3% 250 75 * 90 1,4 * 50/140 129,90 0,68 ±3% 450 22 * 16 0,8 * 35/50 23,90

1,00 ±3% 450 25 * 16 0,8 * 35/50 25,90
SE 1,50 ±3% 450 30 * 16 0,8 * 35/50 29,90
MCap SUPREME EVO 2,20 ±3% 450 25 * 21 0,8 * 35/50 34,90

Capacity Body Wire 2,70 ±3% 450 30 * 21 0,8 * 35/50 39,90
[µF] VDC Ø* L [mm] Ø* E/A [mm] [€] 3,30 ±3% 450 30 * 21 0,8 * 35/50 44,90

0,10±2% 1000 17 * 23 0,6 * 35/45 8,99 3,90 ±3% 450 25 * 27 0,8 * 35/50 49,90
0,15±2% 1000 21 * 23 0,8 * 35/45 9,49 4,70 ±3% 450 30 * 27 1,0 * 35/60 54,90
0,22±2% 1000 26 * 23 0,8 * 35/50 9,99 5,60 ±3% 450 30 * 27 1,0 * 35/60 59,90
0,33±2% 1000 31 * 23 0,8 * 35/50 10,90 6,80 ±3% 450 35 * 27 1,0 * 35/60 64,90
0,47±2% 1000 31 * 23 0,8 * 35/50 11,90 8,20 ±3% 450 35 * 27 1,0 * 35/60 74,90
0,68±2% 1000 36 * 23 0,8 * 35/55 12,90 10 ±3% 450 40 * 27 1,0 * 35/60 79,90

15 ±3% 450 40 * 35 1,0 * 35/75 99,90
22 ±3% 450 50 * 35 1,0 * 35/75 119,90
33 ±3% 450 65 * 35 1,2 * 45/90 149,90
47 ±3% 350 50 * 50 1,2 * 45/90 199,90
68 ±3% 350 65 * 50 1,4 * 50/105 249,90

100 ±3% 350 75 * 50 1,4 * 50/105 299,90

SESG
MCap SUPREME EVO SilverGold

Capacity Body Wire
[µF] VDC Ø* L [mm] Ø* E/A [mm] [€]

0,0010±5% 1000 11 * 23 0,6 * 35/40 29,90
0,010±3% 1000 11 * 23 0,6 * 35/40 31,90
0,10±2% 1000 17 * 23 0,6 * 35/45 33,90
0,15±2% 1000 21 * 23 0,8 * 35/45 35,90
0,22±2% 1000 26 * 23 0,8 * 35/50 39,90
0,33±2% 1000 31 * 23 0,8 * 35/50 44,90
0,47±2% 1000 31 * 23 0,8 * 35/50 49,90
0,68±2% 1000 36 * 23 0,8 * 35/55 54,90
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SEO SESGO
MCap SUPREME EVO Oil MCap SUPREME EVO SilverGold.Oil

Capacity Body Wire Capacity Body Wire
[µF] VDC Ø* L [mm] Ø* E/A [mm] [€] [µF] VDC Ø* L [mm] Ø* E/A [mm] [€]

1,0±2% 1000 36 * 28 1,0 * 35/60 19,90 1,0±2% 1000 36 * 28 1,0 * 35/60 72,90
1,5±2% 1000 41 * 28 1,0 * 35/60 21,90 1,5±2% 1000 41 * 28 1,0 * 35/60 81,90
2,2±2% 800 36 * 34 1,0 * 35/65 23,90 2,2±2% 800 36 * 34 1,0 * 35/65 89,90
2,7±2% 800 41 * 34 1,0 * 35/70 25,90 2,7±2% 800 41 * 34 1,0 * 35/70 99,90
3,3±2% 800 46 * 34 1,4 * 35/70 27,90 3,3±2% 800 46 * 34 1,4 * 35/70 109,90
3,9±2% 800 46 * 34 1,4 * 35/70 29,90 3,9±2% 800 46 * 34 1,4 * 35/70 119,90
4,7±2% 800 51 * 34 1,4 * 35/75 32,90 4,3±2% 800 51 * 34 1,4 * 35/75 124,90
5,6±2% 800 56 * 34 1,4 * 40/75 35,90 4,7±2% 800 51 * 34 1,4 * 35/75 129,90
6,8±2% 800 51 * 41 1,4 * 35/80 39,90 5,1±2% 800 56 * 34 1,4 * 40/75 134,90
8,2±2% 800 56 * 41 1,4 * 40/85 44,90 5,6±2% 800 56 * 34 1,4 * 40/75 139,90
10±2% 800 66 * 41 1,4 * 45/90 49,90 6,2±2% 800 51 * 41 1,4 * 35/80 149,90
15±2% 800 76 * 41 1,4 * 50/95 59,90 6,8±2% 800 51 * 41 1,4 * 35/80 159,90
18±2% 700 66 * 55 1,4 * 45/100 64,90 7,5±2% 800 56 * 41 1,4 * 40/85 169,90
22±2% 700 66 * 55 1,4 * 45/100 69,90 8,2±2% 800 56 * 41 1,4 * 40/85 179,90
27±2% 700 76 * 55 1,4 * 50/105 79,90 10±2% 800 66 * 41 1,4 * 45/90 199,90
33±2% 600 66 * 67 1,4 * 45/115 89,90 15±2% 800 76 * 41 1,4 * 50/95 279,90
47±2% 600 76 * 67 1,4 * 50/120 99,90 22±2% 700 66 * 55 1,4 * 45/100 399,90

33±2% 600 66 * 67 1,4 * 45/115 599,90
47±2% 600 76 * 67 1,4 * 50/120 699,90
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The MCap® SUPREME EVO is a complete 
new development for 2015. It combines the 
excellent impulse playback of the EVOLU-
TION winding technology with the unsur-
passed holographic three-dimensionality 
of the SUPREME winding technology in a 
capacitor which is comparably cost-effective 
due to its aluminium metallisation.

After running through our latest and greatest 
winding process, the capacitors are potted 
by hand into aluminium tubes to minimise 
microphony. The asymmetrical leads make it 
possible to assemble it in a classic, hori-
zontal style or vertical; the shorter lead also 
indicates the capacitor’s outer foil.

You will find extensive information about 
the technologies used on pages 6 to 8 in 
sections 2.0 • 2.2 • 2.2.3 • 3.4 .

Thanks to its 2.2.4 Oil impregnation, the 
MCap® SUPREME EVO Oil offers further 
increased presence and dynamics.

Über die Vorteile der innovativen EVOLUTION-Wickeltechnologie

Hauptmerkmal der EVOLUTION-Technologie, ist 
der ungewöhnlich schmale und hohe Konden-
satorwickel. Aus dieser Geometrie ergeben sich 
zwei, akus�sch deutlich wahrnehmbare Vorteile 
gegenüber klassischen, einfacher herzustellen-
den Kondensatoren: Zum einen sind kürzeste, 
verlustarme Signalwege sowie besonders große 
Kontak�lächen garan�ert (und damit ein extrem 
niedriger Restwiderstand ESR), zum anderen 
sind außergewöhnlich viele Windungen parallel 
geschaltet, wodurch die Induk�vität (ESL) mini-
miert wird.
Alle EVO-Kondensatoren werden nach dem 
hochpräzisen Wickelprozess, in speziell entwi-
ckelten, kompakten Gehäusen von Hand vergos-
sen. Dies verhindert das Vibrieren des Wickels 
und Mikrofonie-Effekte nachhal�g. Darüberhin-
aus verwenden wir ausschließlich hochreinen 
Polypropylen-Film, welcher mit einer maximal 
dicken Metallschicht bedamp� wird. Die unge-
wöhnlichen, asymmetrischen Anschlüsse ermög-
lichen sowohl die klassisch-horizontale, als auch 
eine senkrechte Montage der Kondensatoren.

The main feature of the EVOLUTION winding 
technology comes with its unusual narrow but 
high capacitor reel. This geometry results in 
two, acous�cally clearly percep�ble benefits 
in comparison to tradi�onal, easier to produce 
capacitors. Firstly, a shorter but utmost li�le 
loss signal path between huge contact areas is 
granted, thus an extreme low equivalent se-
ries resistance/ESR. Secondly, in order to meet 
capacitance the number of paralleled windings is 
larger than with regular caps, thus an effec�vely 
minimized equivalent series induc�vity/ESL.
A�er the utmost precise EVO winding process, 
these reels are spilled by hand in especially 
developed housings. By that, vibra�ons and mi-
crophonic effects on the reel are most effec�ve 
avoided. Furthermore, we only employ purest 
Polypropylene foil vaporized with the thickest 
metal layer possible. Plus the unusual asymme-
tric wire lengths allow both moun�ng direc�ons 
on PC boards, horizontal and ver�cal.

®

Audio Capacitors
MCap SUPREME EVO

General Information:
Dielectric: Polypropylene (PP)
Metallisation: Aluminium
tan ∂: = 0.0002@1kHz · 0.0001@10kHz
Max. ambient temperature: 85°C/185°F
Highly recommended for new designs.
Further voltages, capacities and custom 
labeling are available on request.


