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Tackle any problem with our industry-
leading materials, or explore more 
possibilities with Open Platform.

Produce stunning parts that always fit 
with a surface finish that rivals
injection molding.

Sharpest features with 
50 µm minimum feature 

size for razor-sharp detail.

Smoothest surfaces with 
50 μm pixel size and 

advanced pixel smoothing 
for sub pixel resolution.

Accurate assemblies with 
tight tolerances so your 

parts always fit.

Leverage materials optimized 
for impact resistance, rigidity, 
flame retardancy, flexibility, 

and more.

Non-acrylate chemistries 
like true silicone, ceramic, 

and polyurethane materials.

Certified third-party 
materials and open license 

available.

Technology Low Force Display™ (LFD)

Build volume (W x D x H) 20.0 × 12.5 × 21.0 cm | 7.9 × 4.9 × 8.3 in

Layer thickness (Z resolution) 25 - 300 microns

XY resolution 50 microns

Average print speed (100 µm layer height) 40 mm/h

Maximum print speed 100 mm/h

Resin Tank lifetime 75,000+ layers with any Formlabs material

Printer weight 18.3 kg | 40.4 lb

Printer dimensions 39.8 × 36.7 × 55.4 cm | 15.7 × 14.5 × 21.9 in

Warranty and service One-year warranty included 
Paid service and extended warranty options available

Software compatibility Windows 7 and up               Mac OS X 10.12 and up

File types accepted STL, OBJ, 3MF

Form 4 Tech Specs



VIEW OUR WEBSITE

(408) 486-6000
contact@indicate1.com

GET IN TOUCH

INDICATE TECHNOLOGIES 3D PRINTERS




