
LENGTH ADJUSTMENT
To adjust the length of your Scott™ Release with a solid 
connector, first remove the #4-40 socket head cap 
screw from the side of the release head (1:A). Then set 
the release head to the desired length and reinsert the 
screw in the corresponding hole on the release head to 
tighten. DO NOT OVER TIGHTEN, AS IT MAY STRIP THE 
THREADS IN THE RELEASE HEAD.

TRIGGER SENSITIVITY ADJUSTMENTS
The trigger tension adjustment set screw on your 
Scott™ Release is located at the base of the trigger 
near the trigger post (2:A). TO INCREASE TENSION, 
turn the screw clockwise. TO DECREASE TENSION, 
turn the screw counter clockwise. Test the release 
after each quarter turn increment. It is possible to 
adjust the set screw out too far (counter clockwise) 
which will make the release premature fire. DO NOT 
OVER TIGHTEN SET SCREW CLOCKWISE AS IT WILL 
DISLODGE TRIGGER MAGNET.

NCS LENGTH ADJUSTMENT
To adjust the length of your Scott™ release with a Nylon 
Connector Strap (NCS), loosen both of the 4-40 socket 
head cap screws which attach the lock-down clamp to 
the triangular metal bracket sewn into the release strap 
(3:A). Then move the nylon webbing to the desired 
length and retighten both screws.

RECOMMENDATIONS OF USE
Your Scott™ Release is designed for string loop use. 
DO NOT USE any Scott™ Release in combination with 
any metal loop device. Doing so will damage your 
Scott™ Release.

RECOMMENDED MAINTENANCE
Your Scott™ release should be blown out with dry air after any use in damp 
environments. Once dry, it should be lightly lubricated with a light machine oil.

TRIGGER/MAGNET MAINTENANCE
1. Using 1/16” Hex, remove the #4-40 BHCS on the side of the release body (1:B).
2. Push out the 3/32” dowel that holds the trigger in the body using the 1/16” hex (1:C).
3. Remove trigger and magnet to clean.
4. Place trigger back in release body and in line with the dowel pin hole.
5. Push 3/32” dowel pin into release body and through trigger.
6. Reinstall #4-40 BHCS.
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LIABILITY DISCLAIMER
The Outdoor Group, LLC is not liable for any personal injury, death, or 
property damage that may result from your use of this product. The 

user of this product assumes all risks of property damage or injury to 
yourself and others that may arise from its use. Use of this product 

binds the user to this agreement.

WARRANTY SERVICES:
IMPORTANT: In the unlikely event that you require service on your 
product, please contact Customer Service at 1 (877) 503-5483. If 

necessary, our Customer Service Agents will provide you with a Return 
Merchandise Authorization (RMA) number and instructions on how to 
ship the product(s) back. It’s important that you contact a Customer 

Service Agent before returning any item. Please be sure to include your 
RMA number when returning an item, so that we can identify the return 
as yours. Without the RMA, we will not be able to process your return, 

and your item will not be returned to you.

THANK YOU FOR CHOOSING SCOTT!

The Outdoor Group
1325 John Street

W. Henrietta, NY 14586


