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STROKE 4 
- 100% SYNTHETIC with ESTER - 

 

Available grades: 5W-40 / 10W-40 / 10W-50 / 15W-50 

 
STROKE 4 est un lubrifiant de très haute performance 100% 

synthétique à base d’Ester et d’additifs novateurs pour décupler 

les qualités de votre machine. 

Développé en étroite collaboration avec nos pilotes et Teams, 

dont la Red Bull MotoGP Rookies Cup et validé dans le cadre des 

compétitions les plus exigeantes, STROKE 4 est recommandé 

pour un usage compétition en PISTE comme en TOUT TERRAIN. 

 

 
 

 
 

 

 
PACKING UNITS: 

 
TECHNICA L DATA: 

 
 

TEST 

 
METHOD 

TYPICAL VALUES MEASUR E 

UNITS 5W-40 10W-40 10W-50 15W-50 

DENSI TY AT 20 °C ISO12185 0,849 0,850 0,850 0,851 G/cm 3
 

VISCO SI T Y AT 100 °C ASTM D445 13,5 13,5 17,8 17,7 mm²/s 

VISCOSITY AT 40 °C ASTM D445 83,7 86,4 116,3 119,8 mm²/s 

VISCO SI T Y INDEX  (VIE) ASTM D227 0 166 159 171 166 - 

FLASH POINT ASTM D92 250 262 242 267 °C 

BOILING POINT ASTM D97 -42 -36 -42 -39 °C 

TBN ASTM D289 6 8,3 8,3 8,3 8,3 mgKOH/g 

TAN ASTM D664 2 2 2 2 mgKOH/g 
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STROKE 4 is a very high performance 100% synthetic 
lubricant based on Ester and innovative additives to 
enhance your machine's qualities tenfold. 
Developed in close collaboration with our riders and 
teams, including the Red Bull MotoGP Rookies Cup, and 
validated in the most demanding competitions, STROKE 
4 is recommended for competition use on ROAD and 
OFF-ROAD. 
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