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<> PHANTOM EABLES] 28-Port XLR Female + 4-port XLR Male patch panel, 19 inch rackmount 2U
PP-XLR-28F4M - Specifications

Description
This 28 port XLR patchbay has four XLR male and twenty eight locking XLR female connectors on the front and solder connectors on the back. It is meant to be

mounted on a 19" rack or cabinet and used as a return snake patch panel.

Physical Characteristics

Color Black Powder Coated
Material Steel ® o y pi ofy Ny ,._ OT. e 9,. o
Gomnector Type 4-XLR Male 000000000acC

28 - Locking XLR Female e o

o oy o oW o c:,. o,. c}. i oW

2 2000000 uu
Product Dimensions 19" W x 3.5"H [48 cm W x 8.9 cm H] s
Rackmountable Yes, 19" Rack or Cabinet

Environmental

Built from components:

RoHS Yes

PP-XLR16-UL
Packaging Information

WP-IN-XLRF-L
Package Quantity 1 - Patch Panel

WP-IN-XLRM
Product Weight 2.3 Ibs [1.04 kg]




<> PHANTOM (W] 16-port D-cut Patch Panel, 19 inch Rackmount 1U - Unloaded
PP-XLR16-UL - Line Drawing
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Y ITI I CABLES) XLR Female to Solder D-Cut - Locking
WP-IN-XLRF-L - Line Drawing

R\ | PUSH D
/.

Installation hole size

>
2.7 o3
E -

A

2277747 I

- - -
gl 55| %% o1 14 sl % o
Wl | 9O o 12 e \\/
Q
Q 8 \& 3 <
N
Qxxxxgzéﬁﬁé% - \_/ﬁ
g
2 16.3 %
| | 19:0.1 2o, o N
26.5 :
25.8+0.2 966 q;®
PN




Q)PHANTDM EABLEE] XLR Male to Solder D-Cut
WP-IN-XLRM - Line Drawing

Mounting hole size
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