
Physical Characteristics 

Lengths Available

Number of Conductors

Wire Gauge

Jacket

Jacket Material

c(UL)us          

Jacket Fire Rating 

Strain Relief

Conductor Material 

Temperature Rating

1ft / 1.5ft / 2ft / 3ft / 4ft / 6ft / 8ft / 10ft / 12ft / 15ft / 25ft 

3 Conductor

18 AWG

Heavy Duty SJT

100% Virgin PVC - Polyvinyl Chloride

VW-1

Molded 100% Virgin PVC 

100% bare copper

-20 deg C to 105 deg C

Connector A IEC 60320 C13

Connector B NEMA 5-15P

Power Rating 10 Amp / 125 Volt

Warranty

Warranty Information

c(UL)us

Approvals / Product Support 
5-15P c(UL)us          

Colors Available Black / Blue / Green / Red / White / Yellow

C13
Cable
ISO
RoHS, Reach
Conflict Minerals
Country of Origin

ISO 9001:2015, ISO 14000 
Yes
Yes
Vietnam

Limited Lifetime

Connector(s)

Performance

Description
This power cord consists of a 5-15P male on one end and a C13 female on the other end. It is typically used to connect a networking equipment such as a server to a PDU or a wall outlet. These 
cables are constructed with UL mandated inner plastic frame molds to enhance terminal alignment and produce a high quality connector. The connectors premium quality ensures a snug fit with 
receptacles. Each assembly is 100% continuity tested and 100% HVT (High Voltage) tested and inspected before shipping.
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UPCLENGTH(Lmm)P/N

PWC-105-01 675678046638305mm

PWC-105-01.5 675678046645457mm

PWC-105-02 675678046652610mm

PWC-105-03 675678046669915mm

PWC-105-04 6756780466761220mm

PWC-105-05 6756780466831524mm

PWC-105-06 6756780466901830mm

PWC-105-08 6756780467062438mm

PWC-105-10 6756780467133048mm

PWC-105-12 6756780467203658mm

PWC-105-15 6756780467374572mm

PWC-105-25 6756780467447620mm

UPCLENGTH(Lmm)P/N

PWC-105-01BL 675678046959305mm

PWC-105-02BL 675678046973610mm

PWC-105-03BL 675678046980915mm

PWC-105-04BL 6756780469971220mm

PWC-105-06BL 6756780470001830mm

PWC-105-08BL 6756780470172438mm

PWC-105-10BL 6756780470243048mm

PWC-105-12BL 6756780470313658mm

PWC-105-15BL 6756780470484572mm

UPCLENGTH(Lmm)P/N

PWC-105-01RD 675678046751305mm

PWC-105-02RD 675678046775610mm

PWC-105-03RD 675678046782915mm

PWC-105-04RD 6756780467991220mm

PWC-105-06RD 6756780468051830mm

PWC-105-08RD 6756780468122438mm

PWC-105-10RD 6756780468293048mm

PWC-105-12RD 6756780468363658mm

PWC-105-15RD 6756780468434572mm

UPCLENGTH(Lmm)P/N

PWC-105-01GN 675678047055305mm

PWC-105-02GN 675678047079610mm

PWC-105-03GN 675678047086915mm

PWC-105-04GN 6756780470931220mm

PWC-105-06GN 6756780471091830mm

PWC-105-08GN 6756780471162438mm

PWC-105-10GN 6756780471233048mm

PWC-105-12GN 6756780471303658mm

PWC-105-15GN 6756780471474572mm

UPCLENGTH(Lmm)P/N

PWC-105-01YL 675678047154305mm

PWC-105-02YL 675678047178610mm

PWC-105-03YL 675678047185915mm

PWC-105-04YL 6756780471921220mm

PWC-105-06YL 6756780472081830mm

PWC-105-08YL 6756780472152438mm

PWC-105-10YL 6756780472223048mm

PWC-105-12YL 6756780472393658mm

PWC-105-15YL 6756780472464572mm

UPCLENGTH(Lmm)P/N

PWC-105-01WH 675678046850305mm

PWC-105-02WH 675678046874610mm

PWC-105-03WH 675678046881915mm

PWC-105-04WH 6756780468981220mm

PWC-105-06WH 6756780469041830mm

PWC-105-08WH 6756780469112438mm

PWC-105-10WH 6756780469283048mm

PWC-105-12WH 6756780469353658mm

PWC-105-15WH 6756780469424572mm
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