<D PHANTOM [@-T-I1xG]) USB 3.1 Type-C Male to A Female Cable 5G 3A
USB-325-xx - Specifications

Description
This USB 3.1 cable consists of a USB type-C male on one end and a USB A female on the other end. It is capable of transferring data up to 5Gbps and is typically used to connect

USB 3.0 and 2.0 peripherals to USB-C devices. USB 3.1 is backwards compatible with previous generation USB devices and is also compatible with Thunderbolt™ 3 ports.

Physical Characteristics

Color Black
Connector Plating Nickel Plated
Contact Plating Gold Plated
Cable Diameter 4.5 mm
Gauge 30AWG (data) / 24AWG (power)
Strain Relief PVC - Polyvinyl Chloride
Jacket Material Molded
Connectors
Connector A 9-pin USB 3.1 Type-A SuperSpeed Female
Connector B 9-pin USB 3.1 Type-C SuperSpeed Male
Performance
Rating USB 3.1 SuperSpeed - Gen 1
Speed 5 Gbps
Compatibility Backwards Compatible Previous Generation USB
Power 3 Amp
Support DisplayPort, 4-Channel Audio, ThunderBolt™ 3, PCI Express
Environmental
RoHS Yes
Reach Yes
Conflict Minerals Yes
Packaging Information
Package Quantity 1
Warranty Information
Warranty Limited Lifetime
Cable Weights
1ft 6ft
0.12 Ibs 0.76 Ibs




<D PHANTOM [@-T-I1xG]) USB 3.1 Type-C Male to A Female Cable 5G 3A
USB-325-xx - Specifications

100 10MM
(1) A1 B12(24) 6.650.2m (34 )5 X6 X7X8)X9) Y A
S 5
2= "M 36 ] P2
(12) A1 B1(13)

-0 s
]

o1 Pin Assignment P2

RED
(A4,B4,A9,B9)VBus
(A6)D+ Q GREEN 3
BLACK
(A1.B1.A12.B12)GND
liRD 5.1K
(A5)CC
(B10)SSRXn1 TAWZN ORANGE \ 5
USN1743-D-4-01-CE
Pl (B11)ssrxp! —kto Furple 6
USW1586-D-1-01-CE 7
_Drain
USN919-D-2-01-CE (A3)ssTxn1 ( )//\ BIUE ] 8
P2 Yellow
USW919-D-2-01-CE (A2)sSTXp1 —H/ H—9
Shell Shield Shell

USB3.0~UL2725~[30AWG(7/0.10TC) +EAM]*2P+[30AWG(7/0.10TC) +A]* 1 P+24 AWG(7/0.20TC)*2C+
AEB(16/7/0.12TC)OD:4.5MM NO MARK

wlr
O am S0

RoHS
Compliant! LIFETIME
*"'»}:u“%






