
Product TECHNICAL DATA SHEET

Manufactured by:
SPRAYWAY, INC.

 2651 Warrenville Rd. Ste. 300 • Downers Grove, IL 60515 
800-332-9000 • Fax:  630-543-7797 • www.spraywayinc.com

DESCRIPTION:

USES:

SPECS: Can Size: 20 oz.

Net Weight: 14 oz.

Shipping Weight: 14 lbs.

Packaged: 12 cans per case

UPC Number: 0 41911 00384 0

PHYSICAL Color: White

CHARACTERISTICS: Fragrance: Solvent

Shelf Life: 1 Year +

REGULATORY: Ozone Depleting Compounds: None

Recyclable Packaging: Yes

CPSC Flammability: Required to be labeled as 
extremely flammable per 16 
CFR 1500

DOT Shipping: Limited Quantity Exception

24 HOUR MEDICAL EMERGENCY: 1-866-836-8855

SW384 FAST TACK Super Flash Pallet Adhesive
No. 384 FAST TACK Super Flash Adhesive is a textile screen printing pallet 
adhesive ideal for flash curing. This high-quality industrial grade spray adhesive 
has excellent heat resistance. It remains tacky even when exposed repeatedly to 
the high temperature required to cure plastisol inks. It will not transfer to fabric or allow 
the fabric to shift during the screenprint ing process. 

Safe to use on any fabric.

SW384_102018

PRODUCT FEATURES: • Exceptional heat resistance
    • Long lasting tack
    • Will not transfer to fabric

AFTER USE: The adhesive spray contains high solids. Some adhesive build-up will 
occur at the spray tip. When fresh, this is easily removed by wiping with a tissue. 
Dried build-up can be cleaned with thinner or Sprayway C-60 Solvent Degreaser.  
After spraying, turn can upside down and spray for two seconds. This will keep the 
valve from plugging. 


