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Dual FCM with temperature compensation – F127

Sensor A Hall Effect
Blue – 09
White – 10
Brown – 11

Sensor B Hall Effect
Blue – 12
White – 13
Brown – 14

Sensor A Temperature Sensor
Grey – 20
Pink – 22
Sensor B Temperature Sensor
Grey – 23
Pink – 25

Single FCM with temperature compensation – F127

Sensor A Hall Effect
Blue – 09
White – 10
Brown – 11

Sensor A Temperature Sensor
Grey – 20
Pink – 22

100 ohm resistor terminals 23 , 25

FCM Wiring Diagram

F127 Wiring Diagram
24 VDC Power
Negative – terminal 00
Positive – Terminal 01

Use Pin 2 Signal 1.  Pin 4 Signal 2 is not in use
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Correct power selections for 24VDC
Switch 1 and 2 = EXT
Switch 3 and 4 = OFF

Foot Note Configuration Settings.
Menu 7.1 / 7.2  Signal: NPN
Menu 8.2 No. of Wires: 2
Menu 9.2 Thermal Expansion Coefficient – dependent on media.  
Enter here the thermal expansion coefficient  for the liquid used. The value to
be entered has to be multiplied with 1000. The decimal position is fixed but
cannot be shown: x,xxxxxx.
Diesel Fuel should be entered in Menu 92: 0830000
With the default value of 0.000000 the volume correction is disabled
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