














Product Specifications 

Accuracy + I - 0.5% of Reading

Type Oval Gear

Flow rate 3 Ltr -80 Ltr (0.8 - 21.1 US Gal) per minute

Maximum Pressure 10342kPa / 1500psi / 103 Bar

Suitable for use w ith 8lgine Oil, Diesel Oil, Automatic Transmission Fluid (Maximum Viscocity SAE140),

Bhelene Glycol Based Anti-Freeze/ Anti-Boil mixture (Max 50% water)

Wetted Materials Acetal, Aluminium, Steel, Nitrile Rubber

Connections 3/4" BSPT or 3/4" NPT

Maximum Temperature 55 deg C (131 deg F) 

Minimum Temperature -14 deg C ( 6.8 deg F )

Maximum Viscosity 1 000cP (Centipoise) 

Re-settable 'Batch' Total "99999.9 

Non-Resettable Total 999999 

* When tested with lubrication oil @ 25°C. Allowances should be made for changes to these parameters.

Note: 
(:f;}_ This product should be disposed of according to all applicable local T'j:.._ ·-n 

and national government environment regulations and guidelines. '0<.;::7 

For Warranty Terms and Conditions see macnaughtusa.com
For a list of Service Centres see macnaughtusa.com

Macnaught Americas
614 South Ware Boulevard 
Tampa Florida USA, 33619

T: +1813 628 5506
E: info@macnaughtusa.com
W: www.macnaughtusa.com
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